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TECHNICAL PUBLICATION 


DESIGN OF REFRACTORY METAL LIFE TEST HEAT PIPE 
AND CALORIMETER 

1. INTRODUCTION 


In the 1980s, a group at Los Alamos National Laboratory (LANL) began to approach heat pipe life 
testing using science-based methods. Tests were conducted on various alkali metal heat pipes for extended 
periods at elevated temperature and power. Material examination and assay were often conducted before 
and after test. Techniques such as x-ray microanalysis, electron microprobe, x-ray fluorescence, and Auger 
electron spectroscopy for chemical analysis (ESCA) were used in characterization. High-temperature corro- 
sion modes were proposed from forensic examination of failed and nonfailed heat pipes. Attempts were 
made to understand complex chemical equilibrium mechanisms using free-energy minimization tech- 
niques with data supplied or extrapolated from the literature. One such thermal chemical simulation of the 
niobium (Nb)/potassium (K) system with typical contaminant levels found no life-limiting corrosion after 
7 yr of operation at 875 K. 1 

During the Space Power 100 kW (SP-100) program, work was also done at LANL to systemati- 
cally test heat pipes at several temperatures and mass fluences. Sena reported results for eight K-filled 
Nb-l%zirconium (Zr) heat pipes that were tested for 7,000-14,000 hr in the 850-950 K range. 2 One of 
the pipes developed a small evaporator leak at 13,000 hr that did not affect the operation of the heat pipe 
and was not detected by the vacuum system monitor. Tests on the other heat pipes concluded with no appar- 
ent problems. It is believed that Zr in an Nb-l%Zr centering wire touched the quartz tube during test. A 
wire-quartz contact point on the failed heat pipe surface was discovered after 13,000 hr of test. Zirconium, 
being more stable than quartz partitioned the oxygen, causing the oxygen (O) to diffuse from the quartz 
to the condenser wall. Oxygen from the quartz appears to have migrated to the heat pipe and saturated 
the Zr in the evaporator. Conditions for these eight Nb-l%Zr/K heat pipe tests approximated a 3 2 facto- 
rial configuration with temperature and radial heat flux to the evaporator as the two controlled factors. As 
far as it is known, this test was one of the first attempts to develop a multifactor response surface in a heat 
pipe corrosion test. In this case, results from the partial two-level factorial test series could have identified 
first-order effects and interactions between the two factors. 3 


2. ACCELERATED LIFE TEST HEAT PIPE APPROACH 


There are several ways to establish heat pipe material system life without a full-term test. One 
approach is to hasten life-limiting effects. This can be accomplished, for instance, by testing at higher 
than the proposed operating temperature and mass fluence. Acceleration testing is intuitively appealing. 
The impurity corrosion rate is proportional to the accumulation of nonmetallic impurities such as oxygen, 
silicon, and carbon in the heat pipe evaporator. As the working fluid flows into the evaporator it vaporizes, 
concentrating the impurities and making the corrosion rate appear dependent on mass fluence. The radial 
heat flux (4 rac i) applied to the evaporator is given by 

%ad = A ndL e ) 1 ’ C 1 ) 

where q is the applied evaporator power, d is the heat pipe diameter, and L e is the length of the evaporator 
section. Mass flux ( G ) through the evaporator is a function of the radial heat flux as 

G =ira,[h fg )' • ( 2 > 

where hj„ is the latent heat of vaporization. Mass fluence (M") through the evaporator is then given by 

M"=Gt , (3) 

where T is the operational time. Mass fluence can easily be increased by applying power along a shortened 
heat pipe evaporator length. Mass fluence can be used as a metric to accelerate heat pipe life or to affordably 
test subscale versions of a flight unit. 

Mass diffusion transfers impurities from the heat pipe structure to the working fluid. The Arrhenius 
equation relates impurity diffusion rates to heat pipe temperature. Test conditions can be normalized using 
an expression such as 


a(7 , ) = exp[(Af//f?)(r 0 “ 1 -r“ 1 ) , 


( 4 ) 


where AH is activation energy, R is the universal gas constant, T {) is the design temperature, and T is the 
heat pipe test temperature. It can be argued that since testing at high temperature accelerates the Arrhenius- 
governed diffusion rate, this same acceleration applies to heat pipe life. Such simplistic views must be 
approached with caution. The nature of chemical reactions and their kinetics can change dramatically with 
absolute temperature. Conditions that apply at one temperature do not necessarily hold true for others. 
Without deeper understanding of the underlying reaction mechanisms, conclusions drawn from such tests 
may be misleading. 


Another approach to heat pipe life prediction involves extrapolation of corrosion effects of a 
reference design from separate tests conducted over different durations. Corrosion or reaction metrics 
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are taken for each test specimen and the results are plotted versus time. Appropriate metrics include 
changes in fluid composition, wall and wick integrity as determined by three-dimensional x-ray computed 
tomography, species distribution, and grain boundary condition as well as noncondensable gas production 
measured by residual gas analysis. For the corrosion rate, a curve can be generated with a slope that 
normally decreases with time. The long-term corrosion rate is extrapolated from the slope near the longest 
test time. This method is outlined in ASTM G 68-80. 4 Conditions of an extrapolated test series can 
closely match those of a proposed reference. Extrapolation tests conducted at prototypic temperatures 
avoid possible problems with elevated temperature acceleration. 

Since the extrapolation method, outlined in ASTM G 68-80, is an accepted and defendable test 
practice, serious consideration has been given to following its guidelines for initial screening of life test 
heat pipes for potential material systems. Certainly, if time and budget constraints limit the number of life 
heat pipe tests, extrapolation should be favored over other test methods. 

One or more experiments from an extrapolation test series can be used as the center point conditions 
for a later multifactor star design test series. Life tests that establish corrosion trends as a function of 
temperature, mass fluence, and contamination level are consistent with a test-to-failure design philosophy. 

A heat pipe life test matrix is proposed for a molybdenum (Mo)-44.5% rhenium (Re)/sodium (Na) 
material combination as a function of operating temperature and mass fluence. Impurity levels in the heat 
pipe wall and working fluid are to be controlled at constant values. A series of accelerated life heat pipes 
permits compression of life-limiting mechanisms from the mission duration to a period consistent with 
the schedule of a flight program. The target of the proposed test program is to compress 12-yr operational 
life in about 3 yr of actual operation. Condenser calorimetry using forced convection of a cooling fluid 
is necessary to achieve the target power density and to provide realistic boundary conditions of a flight 
system. 


Life test interpretation will require the initiation of a science-based program to pursue an 
understanding of mechanisms relevant to heat pipe life. This effort should provide insight into the 
effects that will be observed during periodic removal of life test heat pipes for nondestructive evaluation. 
Destructive evaluation will be planned for preselected heat pipes and for heat pipes that show early 
evidence of corrosion. 


2.1 Proposed Test Matrix 

The proposed test matrix conserves available material, eases fabrication, provides relevant data, and 
permits the use of compact test fixtures. A series of ~16 short heat pipes with thick-walled condensers will 
be constructed. These short heat pipes will have similar condenser-to-evaporator area ratios relative to the 
reference design. The boiling limit for the baseline design is invariant with condenser length, so the short 
heat pipes should perform identically to the longer baseline versions. 

A series of accelerated life heat pipes permits extrapolation of corrosion effects of a reference 
design from separate tests conducted over different durations. Destructive examination of the first life test 
heat pipe can begin within 6 mo of test initiation. Testing a series of heat pipes allows identification of 
random manufacturing and processing defects. 
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Tables 1 and 2 show a proposed test series consisting of ~16 short heat pipes (ASTM G 68-80 
G-series and Fisher multifactor star F-series). One or more experiments from an extrapolation test series 
is used to cross-correlate fluence conditions with a Fisher multifactor star design test series conducted at 
various temperatures and fluences. 3 Such life tests can establish and isolate corrosion trends as a function 
of temperature and mass fluence. Figure 1 plots the fluence and temperature relations for the combined 
test series. 


Table 1 . Option A life tests, Fisher series (F-series). 


Heat 

Pipe 

Wall/Wick 

Material/ 

Fluid 

LAe 

D, 

(cm) 

T 

(K) 

«(T) 

q 

(W) 

Qrad 

(W/cm 2 ) 

G 

(kg/cm 2 -s) 

t 

(hr) 

M" 

(kg/cm 2 ) 

Design 

Mo-Re/Na 

2 

1.41 

1,250 

1.00 

5,752 

22 

0.059 

105,120 

2,233 

F(— 4) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

5,000 

226 

0.599 

26,280 

5,669 

F(— 3) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

1,000 

45 

0.120 

26,280 

1,134 

F(— 2) 

Mo-Re/Na 

3 

1.41 

1,373 

3.74 

3,000 

136 

0.368 

26,280 

3,483 

F(— 1) 

Mo-Re/Na 

3 

1.41 

1,173 

0.38 

3,000 

136 

0.351 

26,280 

3,321 

F(0) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

26,280 

3,401 

F(1) 

Mo-Re/Na 

3 

1.41 

1,223 

0.72 

2,000 

90 

0.237 

26,280 

2,241 

F(2) 

Mo-Re/Na 

3 

1.41 

1,223 

0.72 

4,000 

181 

0.474 

26,280 

4,481 

F(3) 

Mo-Re/Na 

3 

1.41 

1,323 

2.25 

2,000 

90 

0.243 

26,280 

2,295 

F(4) 

Mo-Re/Na 

3 

1.41 

1,323 

2.25 

4,000 

181 

0.485 

26,280 

4,589 


Table 2. Option A life tests, G68-80 series (G-series). 


Heat 

Pipe 

Wall/Wick 

Material/ 

Fluid 

LAe 

D, 

(cm) 

T 

(K) 

a(T) 

q 

(W) 

Qrad 

(W/cm 2 ) 

G 

(kg/cm 2 -s) 

t 

(hr) 

M" 

(kg/cm 2 ) 

Design 

Mo-Re/Na 

2 

1.41 

1,250 

1.0 

5,752 

22 

0.059 

105,120 

2,233 

G-1 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

4,380 

567 

G-2 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

8,760 

1,134 

G-3 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

13,140 

1,701 

G-4 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

17,520 

2,267 

G-5 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

21,900 

2,834 

G-6 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

26,280 

3,401 

G-7 

Mo-Re/Na 

3 

1.41 

1,273 

1.3 

3,000 

136 

0.36 

30,660 

3,968 
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Figure 1. Life test matrix assuming a maximum 1 -pm nucleation 
site radius for F- and G-test series. 


These test series attempt to systematically correlate heat pipe corrosion behavior at several 
temperatures and mass fluences. Conditions for the Fisher test (table 1) represent a two-factor 
(2 2 + 2x2 + 1) central composite configuration, with temperature and radial heat flux to the evaporator as 
the two controlled factors. Assuming corrosion is measurable, forensics are conducted and a multifactor 
response surface can be developed from this heat pipe corrosion test. In this case, results from the partial 
two-level factorial test series can identify first-order effects and interactions between the two factors, and 
can estimate second-order curvature effects in the data. 3 

It must be emphasized that the target radial heat fluxes in tables 1 and 2 are quite high, up to lOx 
that of a flight heat pipe design. Every attempt will be made to approach these target values by controlling 
surface roughness and noncondensable gas in the heat pipe. These measures should inhibit boiling. An 
initial test will include a performance test of the first pipe to show what radial heat fluxes and temperatures 
can be achieved. It may be necessary at this point to reduce the operating power by some factor to avoid 
a performance limit. Such reductions will necessarily lengthen the test time required to achieve a given 
mass fluence (app. A). 
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3. HEAT PIPE DESCRIPTION 


There are several options that will allow a quick start to life tests of a refractory metal heat pipe. In 
the near term, materials availability will dictate the options and schedule of any heat pipe perfonnance test. 
Unfortunately, a supply of 400-mesh Mo-41%Re cloth produced in 1982 for the space power advanced 
reactor (SPAR) reactor project has been depleted. A few remnants of this cloth remain, mostly in small 
pieces suited only for short wicks. However, other materials exist that could make suitable refractory 
metal pipes. For our immediate purposes, a heat pipe will be made at Marshall Space Flight Center (MSFC) 
from readily available refractory metals, such as Mo-44. 5%Re, and filled with distilled Na stock produced 
by LANL. This Na stock was used to support a previous test program. 5 ’ 6 

A limited supply of fine wire mesh of Mo-5%Re is available to the program, courtesy of David 
Glass at NASA Langley Research Center (R. Reid, Private Communication, June 2004). There is enough 
400-mesh Mo-5%Re wire cloth on hand to make several heat pipe wicks. Forming wicks from brittle 
Mo-5%Re is not easy. Several techniques have been developed to produce satisfactory porous tubes from 
this material. Making annular or arterial wicks from Mo-5%Re now appears possible and could be com- 
pleted in approximately 16-22 wk. Wick fabrication will be easier once Mo-41%Re or Mo-44. 5%Re screen 
material becomes available that has room temperature ductility after recrystallization. Rhenium has low 
solubility to nonmetallic impurities and alloys with higher Re content should exhibit similar or superior 
corrosion resistance compared to Mo-5%Re. 

Closure plugs can be attached to long Mo porous annular or artery tubes with Zr or palladium- 
cobalt brazes. Unfortunately, such brazes induce recrystallization and room temperature brittleness. Brittle 
wicks are prone to shipping damage; therefore, they were fabricated and shipped in the ductile condi- 
tion. Closure plugs will be attached to the wick body at room temperature by mechanical crimping (no 
brazing is planned for the test units). The manufacturer will clean the wick chemically and by firing 
in a dry-hydrogen furnace (hydrogen dewpoint of less than -77 °C) at a temperature that avoids 
recrystallization. 


3.1 Heat Pipe Sizing and Performance 

Table 3 shows an accelerated life heat pipe design. The heat pipe will be operated horizontally 
to mimic the neutral gravity conditions of space. An annular gap wick is selected for the life heat pipe because 
it is simple, robust, and performs well under ground test. Properly designed short heat pipes tested at rel- 
evant temperatures and mass fluence are made geometrically similar ( L ( JL e ) to the flight heat pipes. Such 
similarity in heat pipe designs form the basis for virtually all long-term heat pipe corrosion testing to date. 7 
The length of the heated region is 7.5 cm and the cooled region is 25 cm, reflecting approximate geomet- 
ric similitude with a flight heat pipe. For the case of an annular gap wick, the channel dimension (A) is 
the concentric distance from the wick’s outer and the pipe’s inner surfaces. The value for A is chosen to 
optimize life test heat pipe performance at the reference temperature. A wick’s maximum pore radius (r) 
most directly influences its capillary pumping capacity. A 45-pm effective pore radius has been assumed 
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Table 3. Life heat pipe design and conditions (neutral gravity). 


Scale 

Wick shape 
Evaporator length 
Adiabatic length 
Condenser length 
Container inside radius 
Channel dimension 
Wick pore radius 
Nucleation site radius 
Solid thermal conductivity 
Working fluid 
Temperature 
Design heat pipe power 


Value 

Annular gap 
L e = 0.075 m 
L a = ~0 m 
L c = 0.25 m 
R = 0.705 cm 
A = =0.056 cm 
r = 35 pirn nominal 
n = ~ 1 pirn 
k = 60 W-m-'K’ 1 
f= Na 

7= range 1,173 to 1,373 K 
Q = 3 kW 


for the life heat pipe design. This value reflects bubble-point measurements taken with highly compressed 
400-mesh screen wicks manufactured by Advanced Methods and Materials from February 2002 to the 
present. Radial power densities applied to the evaporator, operating temperature, and nucleation site radii 
are key variables in boiling limit calculations. Nucleation site radii of 1-3 pm are typical for many engineer- 
ing surfaces and will be assumed for the life heat pipe. For the life test heat pipes designed here, an attempt 
was made to produce surfaces with -l-pm nucleation site radius. Section 3.1.1 discusses the nucleation 
site radius sensitivity. 

3.1.1 Performance Envelope 

A steady state heat pipe analysis computer program, HTPIPE, predicts heat pipe performance 
limits as a function of evaporator exit temperature and calculates axial temperature and pressure profiles. 8 
The computational routines in FITPIPE have been validated on numerous occasions using alkali metal 
heat pipe test data. 9 ’ 10 The FITPIPE code uses a pressure balance in the flow direction for both the liquid 
and vapor to define the wicking limit or the viscous limit, depending upon whether the wick pumping 
capacity or the stagnation pressure defines the limiting available pressure. Other heat pipe performance 
limits calculated by the program are the sonic limit, the entrainment limit, and the boiling limit. Figure 2 
superimposes the proposed life test matrix on a performance map calculated with HTPIPE. The heavy red 
line shows the boiling limit assuming a 1 -pm nucleation site radius. The lighter line shows the boiling limit 
for a 3 -pm radius. This plot emphasizes the importance of producing heat pipes with honed heated regions. 
Failure to achieve a high boiling limit will require that certain set points be rescoped or the possible 
shifting of the entire test matrix. 
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Figure 2. Proposed life test matrix compared to operating 
limits at two-nucleation site radii. 


3.1.2 Wick Assembly Description 

During cleaning, the wire cloth material will be vacuum fired and/or hydrogen heat treated, with the 
hydrogen dewpoint less than -77 °C, the nature of which will be discussed with and approved by MSFC. 
During these heat treatments the material will be kept within the following time-temperature envelope: 


T 

max 



( 5 ) 


where f R is the material fraction recrystallized, T 0 is the recrystallization time at T f) ( 1 hr), R is the universal 
gas constant, and A E is the work function. One-hour recrystallization times for pure Mo and activation 
energy data, shown in figure 3, is used to prevent recrystallization of the Mo-5%Re material. 11 ’ 12 For multiple 
heat-treat steps at different temperatures, the relation 



t (r.) 

i \ ill max \ i ) 


<i, 


( 6 ) 


applies where r ; is the time at temperature 7} for a given step and z max is the maximum time at temperature 
for a given processing step. Figure 3 shows the not-to-exceed time proposed for wick material as a function 
of temperature at various percent recrystallization. 
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100,000 



Temperature (K) 

Figure 3. Not-to-exceed time-temperature relation 
for Mo-5%Re material. 


3.1.3 Getter Pack Description 

Corrosion in high-temperature heat pipes can be inhibited with nonsoluble getters that trap impurities 
during operation. Such getters can be distributed to allow wetting by the condensate and can be part of the heat 
pipe container or placed in packs. Assuming a well-distributed getter, the potential for corrosion should relate 
to the total impurity concentration compared with the total stoichiometric impurity capacity in the getter and 
container as follows: 


X = (impurity capacity of heat pipe getter) x (impurity content of heat pipe) 1 . (7) 


Getter material in high-temperature heat pipes should be hyperstoichiometric, compared with non- 
metallic impurities from all sources. As a rule of thumb, the impurity capacity to impurity ratio should be 
at least several times stoichiometric proportions, shown as follows: 


m Zr P z/ disks 


( 8 ) 


m Zr ~ m Mo^lkZr 


^-.Mo ^Mo ^Mo ^Mo ^-.Mo 

C C> C N C C ( C Si C B 


MW 0 MW s MW c MW Si MW b 


+ m N . d MW /r 


^.Na /^Na ^Na 
C 0 , C N | C C 


MW 0 mw n mw c 


and 


Z = 


m 


m 


Zl 

o 

Zr 


. ( 9 ) 
( 10 ) 


Using these relations, a getter pack consisting of 1 .5 g of Zr foil provides a factor of 6.4 margin for 
a 0.3-kg tube with 20 ppm oxygen (O), 20 ppm carbon (C), 30 ppm nitrogen (N), 30 ppm silicon (Si), and 
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20 ppm boron (B) filled with 10 g of Na containing 10 ppm oxygen. Hafnium and vanadium (V) getters 
can also be used as in Na heat pipes. Titanium is appropriate at a slightly lower temperature. 

3.1.4 Heat Pipe Material/Envelope 

The heat pipe envelope will be manufactured from an Mo/Re-based alloy with the two leading 
candidates having blends of 44.5% and 47.5% Re (by weight) to improve low-temperature ductility, sup- 
plied in a recrystallized state annealed at 1,775 K. The components (tubing and rod stock) will be drawn/ 
swaged (or another acceptable technique) from raw material formed by either powder metallurgy or arc 
cast techniques. There have been a series of discussions between Ross Luther (Bechtel Bettis) and MSFC 
personnel regarding composition, material fonning, chemical composition, and other metallurgical con- 
siderations pertinent to the process. Details are listed in the specification statement submitted for procure- 
ment, as provided in section 3.3. Current vendor estimates indicate delivery time of the required Mo-Re 
alloy components is 16-20 wk after receipt of order (ARO). 

A key element of these specifications is the chemical composition of the bulk materials used in 
fabricating hardware components. Test methods to verify the composition can include a LECO Corpora- 
tion elemental analyzer and glow discharge mass spectroscopy (GDMS) to examine both bulk and surface 
compositions. A list of the maximum and targeted impurity concentrations is provided in table 4. 

Table 4. Impurity chemical composition (acceptable) final heat 
Mo-Re alloy material (powder metallurgy). 


Element 

Maximum 

(wppm) 

Target 

(wppm) 

0 

20 

<10 

C 

20 

<10 

N 

30 

<3 

H 

25 

<1 

Ca 

7 

<5 

Fe 

75 

<20 

Ni 

50 

<20 

W 

300 

<100 

Si 

30 

<10 

Mg 

10 

<10 

Mn 

4 

<4 

Co 

30 

<30 

Sn 

20 

<20 

B 

20 

<10 


A significant area of concern involves the electron beam (EB) welding process for the Mo-Re 
alloy that will be employed to assemble the heat pipe units. Based on information gathered from Ross 
Luther (Bechtel Bettis), the oxygen and carbon content in the alloy are critical to the success of the weld- 
ing process. Luther recommends that the maximum oxygen and carbon content concentration should be 
set to 20 ppm for powder metallurgy material, and for arc cast material, the maximum oxygen concentra- 
tion should be set to 20 ppm with a carbon range of 40 to 80 ppm. During further discussions, it has become 
apparent that some welding tests of appropriate sample coupon materials should be perfonned to investigate 
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and document the operations (examine weld ductility, shock resistance, and porosity). Testing could 
potentially be performed at MSFC, LANL, and subcontractor sites such as Advanced Methods and 
Materials. These tests can help resolve any critical surface preparation and welding parameters. Cleaning 
of material can consist of chemical cleaning and vacuum/hydrogen firing. A proposed general chemical 
cleaning procedure for all Mo-Re parts includes the following: 

(1) Wash the piece in PF® solvent, an R1 13 substitute, until all signs of grease have been removed. 

(2) Soak the piece for 1-2 min in one part by volume HC1 and one part by volume deionized water 
(target of 10 MQ cm or better) to remove residual iron surface impurities. 

(3) Soak the piece in caustic cleaning solution consisting of 1 1 parts by volume deionized water 
(target of 10 MQ cm or better), 1 part by volume NaOH, and 1 part by volume H 2 0 2 for 5 min. Remove 
piece from caustic bath. Replenish or replace solution as required. 

(4) Wash the part in hot deionized water (target of 10 MQ cm or better) for at least 5 min. 

(5) Repeat steps (3) and (4) three times. 

(6) Rinse piece in ethanol inside an ultrasonic cleaner for 5 min. 

(7) Vacuum-fire or hydrogen-fire part as appropriate, not exceeding specific time-temperature 
requirements associated with recrystallization of low-Re content Mo materials. Hydrogen used in firing 
will have a dewpoint of less than -77 °C. 

The heat pipe wick structure will be produced from existing Mo-5%Re mesh material, a 400 x 400 
weave with a wire diameter of 0.001 in. This material is in the uncrystallized condition, so it is sufficiently 
ductile for the wick-forming process. During subsequent vendor processing, the cumulative time-at-tem- 
perature must be monitored for all expected heat treatments to ensure that the material has not significantly 
recrystallized, becoming brittle at room temperature and increasing the chance of damage during shipping 
and handling. A proposed time-temperature relationship is provided in table 5. For multiple heat-treat 
steps at different temperatures, the relation given in equation (6) will apply. 
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Table 5. Time-temperature relationship for Mo-5%Re material. 


Temperature 

(K) 

Maximum Time 
at Temperature 
(min) 

T, 

W 7 ]) 

1,000 

2,049 

1,010 

1,448.9 

1,020 

1,031.6 

1,030 

739.3 

1,040 

533.2 

1,050 

387.0 

1,060 

282.6 

1,070 

207.6 

1,080 

153.3 

1,090 

113.9 

1,100 

85.1 

1,110 

63.9 

1,120 

48.2 

1,130 

36.5 

1,140 

27.9 

1,150 

21.3 

1,160 

16.4 

1,170 

12.7 

1,180 

9.8 

1,190 

7.7 

1,200 

6.0 

1,210 

4.7 

1,220 

3.7 

1,230 

2.9 

1,240 

2.3 

1,250 

1.9 

1,260 

1.5 

1,270 

1.2 

1,280 

1.0 

1,290 

0.8 

1,300 

0.6 


3.2 Heat Pipe Engineering Drawings 

Required heat pipe performance specifications were translated into an engineering design and draw- 
ing generated for the wick structure, getter pack, and envelope. A computer-aided design (CAD) software 
package called Autodesk Inventor Series Version 8 was used to create the engineering drawing set. Three 
drawings were created to describe the complete heat pipe unit. Figure 4 shows the wick assembly with the 
evaporator end plug that provides sealing of the capillary channel. The current approach is to mechanically 
crimp the end plug to the wick for the final test units with a vendor-developed process that eliminates a high- 
temperature braze resulting in a brittle wick assembly. The sealing integrity of this crimp and of the wick 
material will be checked during bubble-point testing of the assembly. 
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NOTES: 

t) TARGET DIMENSIONAL SPECIFICATIONS: STRAIGHTNESS +L0.010"/FT, TUBE OD 
+0.000 W1.005", OVALITY (OD AT ANY CROSS-SECTION) NOT TO EXCEED OD TOLERANCE. 

2 ) CLEANING METHODS - CHEMICAL, VACUUM AND HYDROGEN FIRING (INTERVALS AND 
PROCEDURES TO BE DEVELOPED DURING PROCESS). 

3) FOR ALL HEAT TREATMENTS THE TIME AND TEMPERATURE SHALL BE TRACKED TO 
PREVENT RE-CRYSTALLIZATION OF THE Mo-S%Re MATERIAL (PROCEDURES SHALL BE 
COORDINATED WITH MSFC). 

4) FINAL WICK SHALL BE COMPOSED OF 7 LAYERS OF SCREEN MESH MATERIAL 
FORMED USING DRAWING OR SWAGING TECHNIQUES (TECHNIQUE TO BE DISCUSSED 
WITH MSFC). 

5) WICK SHALL BE BUBBLE POINT TESTED (PORE RADIUS OF 35 MICRON). 

6) CUSTOM FABRICATE/FIT EVAPORATOR PLUGS TO WICKS USING CRIMP OR OTHER 
TECHNIQUE TO BE DEVELOPED AND COORDINATED WITH MSFC. 

7) CHEMICAL COMPOSITION TESTING TO VERIFY PURITY OF MATERIALS AT SELECT 
INTERVALS SHALL BE ESTABLISHED AND COORDINATED WITH MSFC (LECO, GDMS OR 
OTHER SUITABLE METHODS). 

8) MANUFACTURING SHALL PROVIDE SUFFICIENT MATERIAL FOR PURITY 6 

MEASUREMENTS AND WITNESS SAMPLE TO BE SHIPPED WITH FINAL PRODUCT. 

9) PACKAGE AND SHIP COMPLETED WICK ASSEMBLIES INSIDE DRY INERT GAS 
CARRIERS IN THE NON RE-CRYSTALLIZED CONDITION. 


BASELINE PLUG SHAPE - 
CAN BE CHANGED TO 
BETTER ACCOMODATE 
ATTACHMENT TECHNIQUE 


ITEM QTY PART NUMBER 


300 SCREEN MATERIAL: 400 MESH X 0.001" DIAWIRE 


1 


Mo-5%Re 
Mo-44.5%Ro 
DEFAULT TOLERANCES +/-0.001 


Li+drjiLj: 

- - 





1 

bail 


- It=r : : !|X= T ^7Tr 






WICK ATTACHED TO 
PLUG CRIMP OR 
OTHER TECHNIQUE 


J MARTIN 


CHECKED 




MFG 


APPROVED 







MARSHALL SPACE FLIGHT CENTER (MSFC) EARLY 
FLIGHT FISSION - TEST FACILITY (EFF-TF) HUNTSVILLE, 
AL 35B12 


LIFE TEST HEAT PIPE MODULE 
ASSEMBLY 


Figure 4. Wick assembly engineering drawing. 


Figure 5 shows details of the getter unit and its assembly. The getter is an integral part of the heat 
pipe evaporator end plug assembly. The getter is comprised of 3 1-Zr disks stacked and held in place with a 
tack-welded cover plate and support rod. Figure 6 shows details of the heat pipe envelope components and 
final assembly of the unit. Electron beam welding is used exclusively during assembly of the hardware. 
This information, with specifications, is contained in the heat pipe procurement solicitation provided in 
section 3.3. 
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3) CLEANING 

CHEMICAL, VACUUM AND HYDROGEN 
4| SPECIFICATIONS FOR ZIRCONIUM MATE 

5) ALIGNMENT RODS AND RETAINER 

VACUUM/INERT ENVIRONMENT, 



H© 


203 - GETTER WASHER 


VACUUM/INERT 
ENVIRONMENT 
LASER WELD 



204 - GETTER RETAINER DISK 


J MARTIN 

11/3/2004 





MFC 
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Figure 5. Getter pack design and assembly engineering drawing. 



Figure 6. Heat pipe envelope and assembly engineering drawing 


3.3 Heat Pipe Procurement Specifications 


Procurement specifications have been generated to cover fabrication of the heat pipe units. These 
procurements will be issued by MSFC using full and open competition. The final evaluation of vendor 
quotes will be based on the lowest cost, technically acceptable approach. Three procurement specifications 
were developed covering each of the primary requirement areas as follows: 

(1) Wick assembly fabrication for heat pipe units using existing Mo-5%Re 400x400 mesh material 
and an Mo-Re evaporator plug from the material type selected for the heat pipe envelope. Wicks will be 
fabricated by drawing, or another acceptable technique, to produce average 3 5 -pm pores. The completed 
wicks will have documentation that details the process and the results of cleaning, bubble-point testing, 
and material chemical composition testing. Appendix B contains the detailed wick assembly procurement 
specification. The current vendor estimate is 16-22 wk for delivery. 

(2) Basic materials for the heat pipe envelope are composed of an Mo-Re alloy with a blend of 
44.5%Re by weight (44.5%Re is a Rhenium Alloys Inc. specific material that has no sigma phase-brittle 
intermetallic) or 47.5%Re by weight. The material quoted can be formed by either powder metallurgy or 
arc cast techniques. The required component shapes include tube, rod, and plate stock of various diameter 
and lengths that have material data sheets detailing chemical composition, ductility, grain size, etc. 
Appendix C contains the detailed material procurement specification. The current vendor estimate is 
16-20 wk for delivery. 

(3) Heat pipe fabrication and assembly use the tube, rod, and plate stock with wick assemblies 
detailed under the previous two specifications. This will include machining of component pieces and get- 
ter pack, followed by EB welding to assemble the units. Machining and assembly processes will be docu- 
mented and documentation will be provided, as necessary, for material chemical composition, welding 
technique, leak check, ductility, etc. Appendix D contains the detailed heat pipe fabrication procurement 
specification. The current vendor estimate is 16-20 wk for delivery. 

These specifications do not include the engineering requirements needed for final closeout of the 
heat pipe units after Na loading at MSFC. These requirements will be developed once the details pertaining 
to the heat pipe final mounting method and Na-sampling technique have been determined. 
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4. CALORIMETER UNIT 


A calorimetry system is required to extract heat from the condenser section of the heat pipe and 
transfer it to a media that can be measured to quantify the power being removed from the heat pipe. 
There are two primary techniques for removing energy from the heat pipe condenser section: (1) Pure 
radiation to the surroundings and (2) conductive/forced convective coupling to a working fluid. 13 ’ 14 In 
the case of radiation calorimetry, the heat transfer is controlled by the Stefan-Boltzmann relationship, 
Q=eoA(T h 4 - T a 4 ), where Q is the total transferred power, e is the total hemispherical emissivity, a is the 
Boltzmann constant, A is the radiation surface area, T h is the radiating surface temperature, and T a is the 
ambient temperature. This is the simplest configuration, requiring only that the surrounding chamber be kept 
cool and a method employed to monitor the surface temperature of the heat pipe condenser. Radiation heat 
transfer can be high at the expected heat pipe test temperatures; however, for Mo-based alloys, the total 
hemispherical emissivity of the surface is typically very low (=0.15), resulting in poor overall heat transfer, 
with an approximate range of 200-300 W at proposed test temperatures. The second calorimetric technique 
relies on a conductive/forced convective combination to remove energy from the heat pipe condenser. This 
system is more complex, as it requires additional hardware and a working fluid to absorb and transport the 
energy. The typical approach is a two-step process making use of a static gas conduction gap between the 
heat pipe condenser section and the inner wall of the calorimeter, followed by a flowing fluid contained in 
the calorimeter annulus. The heat transfer rate across the static gas gap is governed by a combination of the 
radiation heat transfer rate, the Stefan-Boltzmann relationship, and the Fourier heat transfer rate relation, 
Q=kA(T hp -T cw )/l, where k is the thermal conductivity, T hp is the heat pipe temperature, T cw is the calorim- 
eter wall temperature, and / is the gap width with typical gap widths ranging from 0.02 to 0. 10 in, depending 
on the magnitude of energy to be transferred. The gas gap can either be sealed, if the calorimeter system 
is physically attached to the heat pipe condenser with a seal weld, or open, if the heat pipe and calorimeter 
are contained in a test chamber with the desired gas constituents. The calorimeter coolant (gas, water, or 
other fluid contained in the flow annulus) absorbs and transports the energy to an external heat exchanger 
where it is removed. Heat transfer into the calorimeter fluid is governed by the convective heat transfer rates, 
Q=hA(T cw -Tj), where h is the convective heat transfer coefficient, fy is the flow annulus fluid temperature, 
and the difference (T cw ~Tj) is commonly evaluated as the log mean temperature difference (A T LM ). 

In general, sealing the static gas gap to the heat pipe condenser results in a more complex system 
(calorimeter is designed and fabricated as part of the heat pipe condenser) when compared to the noncontact 
approach with a gas-flooded test chamber. This complexity is compounded when fabricating heat pipe 
units from refractory alloys, requiring the calorimeter to be fabricated from the same material and limiting 
the types of coolant that can be used to maintain compatibility. For Mo-Re, this becomes a very expensive 
endeavor. In addition, there is little experience in fabricating and welding the structural shapes and fittings 
required to make an Mo-Re alloy calorimeter assembly, making it a high-risk undertaking. In contrast, the 
noncontact calorimeter can be manufactured from more common materials, such as stainless steel or copper, 
and supported so the heat pipe and inner diameter of the calorimeter remain nearly concentric. The final 
design will incorporate provisions, such as bumpers or foils, to prevent the heat pipe and calorimeter 
from touching. Such isolation also avoids uncontrolled mass-transfer conditions believed to have been 
experienced in previous tests. 2 
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Selection of the coolant flow system to be used in the calorimeter flow annulus can again be 
addressed based on complexity. The most complex arrangement would make use of a gas flow system 
(helium (He) or He/argon (Ar) mixture) requiring a single, high-power gas compressor, or a series of lower 
power units providing sufficient system lift (order of several psia) to account for flow pressure drop with 
a plumbing system capable of operating in the 50-150 psia range. These components are available com- 
mercially; however, they are expensive and often require lead times or modifications. A simpler calorimeter 
cooling technique would consist of a pressurized water loop operating at 50-75 psia (to increase the water 
boiling point) with a pump providing up to 20 psi of lift (compensating for system losses). Components 
for this system are commercially available and are typically off-the-shelf items. The downside to a water- 
based system is that there is a risk associated with the potential leakage of water into the test chamber 
and its potentially catastrophic interaction with refractory metals at high temperatures. To minimize this 
potential, all water feed lines should be welded/brazed and mechanical connections should be avoided. 

Based on these considerations, the selected approach was a noncontact calorimeter design using 
water as the cooling fluid and He/He-Ar gas mixture as the test chamber gas species. The test chamber gas 
pressure would be maintained in the 50-100 torr range to minimize convective losses while providing 
margin above the potential Paschen minimum pressure for ionization. 15 The heat pipe power source will be 
a radio frequency (RF) inductive coil that will operate at 100-450 kHz and up to 500 V. 

4.1 Water Calorimeter Description 

The selected baseline calorimeter was a smooth tube laminar design lending itself to simple perform- 
ance estimates supporting initial concept feasibility assessment. The initial configuration layout is illustrated 
in figure 7. It is comprised of three concentric tube shells referred to as: (1) Channel tube, separating the 
gas gap and water film annulus; (2) shell tube, separating the water film annulus and water return annulus; 
and (3) cover tube, separating the water return annulus and test chamber environment. The inlet end of the 
calorimeter makes use of a double wall to create an inlet plenum to distribute water to the film annulus. 
The cooling water passes along this annulus to the end of the calorimeter, where it passes through a series 
of holes/slots into the return path annulus. 

The typical film flow annulus width is 0.01-0.02 in and the return path is sized at 0.125-in width; 
the majority of the system pressure drop is expected in the film flow annulus. The calorimeter would be an 
all-welded construction to minimize the potential for leakage. The overall length of the calorimeter body 
could range from 1 1 to 13 in, depending on the final heat pipe attachment technique. 

Currently, the proposed method for holding the calorimeter and heat pipe unit uses a concentric 
support/mounting bracket, as illustrated in figure 8. The mounting bracket uses a radial slot to capture and 
clamp the calorimeter, while the heat pipe is held in the central bore clamp. Both the calorimeter and heat pipe 
are cantilevered from the mounting bracket, minimizing heat pipe contact and restricting contact location 
to the coolest heat pipe element — the closeout stem. It is believed that the proposed mounting technique, 
that holds radial dimensional tolerance on a single-mounting element, would be the easiest to fabricate and 
would result in the most accurate approach to align both the calorimeter and heat pipe. A Mo or Mo-Re 
bumper foil may still be required, or desired, at the ends of the calorimeter to prevent unanticipated touching 
of the two components. If required, additional support can be provided at the very end of the evaporator plug 
tube extension which is 0.5 in long (0.5 in diameter by 0.03 in wall material). 
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Figure 7. Calorimeter conceptual design. 



Figure 8. Conceptual heat pipe/calorimeter mounting setup. 


Material selection for the calorimeter includes either 316 stainless steel or copper alloy. Stainless 
steel is easy to work with during fabrication and assembly (significant shop and laboratory experience), 
although the tight tolerance (±0.002 in on dimensions of 0.01 in over the full length) would prove chal- 
lenging. On the other hand, stainless steel has several problem areas. First, it is available as tubing in a 
set division of diameters and wall thickness; therefore, any design would have to be tailored to the avail- 
able sizes and then drawn or machined as necessary, potentially increasing tolerance variability. Second, 
it has a low-thermal conductivity (=15 W/m-K) resulting in an appreciable temperature gradient across its 
thickness necessitating higher material surface temperatures to achieve required heat transfer rates into the 
calorimeter; however, the gas gap is still the limiting thermal resistance. 

Copper is a better alternative for the calorimeter construction. The copper alloy C122 deoxidized 
high-residual phosphorus, commonly used in heat transfer tubing and heat exchangers, is 99.9% copper and 
0.02% phosphorus and has a thermal conductivity of 339 W/m-K at 300 K (value provided by Wolverine 
Tube, Inc.). This is a factor of 20 better than stainless steel and essentially eliminates any material thermal 
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gradient by placing the hot-side material temperature at the coolant interface where it provides the most ben- 
efit. Discussions with Wolverine Tube, Inc. indicate that with their precision tubing process, their dies can be 
adjusted to draw tubing to virtually any diameter from 0. 1 to 2 in, with a tolerance of 0.00 1-0.002 in. In this 
fabrication process, the tube wall thickness would be held constant for all diameters at one of several avail- 
able wall thicknesses, the most attractive for our purposes being 0.058 in. This simplifies design, fabrication, 
assembly, and performance calculation processes since minimal machining will be required, introducing 
less variability in the final product. 

Cost estimates for the calorimeter will be solicited once the final engineering drawings are com- 
pleted. The initial design is shown in figures 9 and 10. The current material baseline for the calorimeter 
design is copper C122, as suggested by Wolverine Tube, Inc. The following sections provide a detailed 
summary of the calorimeter film flow gap sizing and its sensitivity to parameters such as coolant flow rate, 
pressure drop, calorimeter channel wall temperature, and film flow temperature rise (outlet-inlet). 



Figure 9. Initial calorimeter concept engineering design layout. 
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Figure 10. Initial calorimeter concept engineering design parts detail. 


4.2 Heat Pipe/Calorimeter Performance 

Determination of the size and performance of the calorimeter system to meet the requirements 
for each heat pipe test case was accomplished using a simple spreadsheet-based model. A more detailed 
flow network model is also currently being built using the generalized fluid system simulation program 
(GFSSP); however, it was not completed in time to support the initial design work described in this Tech- 
nical Publication (TP). The GFSSP model will be used later in the program to reassess the current findings 
and to provide pretest performance predictions. 

The spreadsheet model assumes radial heat flow (heat pipe wall to calorimeter) and assumes aver- 
age properties across the length of the assembly. This is a reasonable approach for steady state opera- 
tion and provides an established set of operating test conditions. The selection of a pressurized water 
calorimeter, copper construction materials, and the use of the in-house water-cooling system provide 
additional constraints to the analysis. The approach taken was to divide the heat transfer path into two 
component elements including: (1) Heat flux from the heat pipe external wall across the gas gap to the 
calorimeter wall and (2) heat flux through the calorimeter wall into the coolant flow. The common fac- 
tor coupling these elements, maintaining a balanced heat flux, is the calorimeter wall temperature. This 
temperature can be adjusted to obtain an acceptable solution for flow and pressure drop while meeting the 
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required power transfer. For all model calculations, temperature-dependent material properties were used 
(evaluated at average conditions). Property information is provided in appendix E. 


4.2.1 Static Gas Gap Conduction and Radiation Heat Transfer 

The limiting thermal resistance in the heat transfer path between the heat pipe surface and the cal- 
orimeter coolant flow is conduction across the static gas gap. This is an important feature allowing the 
inside diameter of the calorimeter channel to be sized for the expected heat pipe operating condition. The 
conductivity across the gap can then be tuned up or down using the gas composition as a knob to provide 
coarse adjustment in the overall heat flux. In addition, the maximum calorimeter channel wall temperature 
is set by the boiling limit of the pressurized water system. Figure 1 1 shows the variation in the water boiling 
point with pressure. For a cooling system operating pressure of 65 psia, the boiling point of water is =420 K. 
To maintain margin in the calorimeter design, a maximum calorimeter surface temperature should be in 
the 375-390 K range. 


Another consideration is the increase in heat pipe diameter due to its thermal growth over 
the expected operating temperature range; this will influence the final width of the gas gap. For the 
Mo-44.5%Re alloy heat pipe, the change in diameter can be assessed using 


&D = a CTE ATD 


initial ’ 


( 11 ) 


where AD is the change in diameter, cl cte is the coefficient of thermal expansion, AD is the temperature 
difference between the two conditions, and D jnjtjal is the initial material diameter. The final result is an 
increase in heat pipe outer diameter of = 0.004 in over the temperature range of 300 to 1 ,400 K, as illustrated 
in figure 12. A curve fit describing the heat pipe unit outer diameter as a function of temperature was used 
in the model to account for heat pipe radial growth at each operating condition. 



Figure 1 1 . Water boiling point as a function of pressure. 
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Figure 12. Mo-44%Re heat pipe diameter growth as a function of temperature. 


The heat flux balance across the static gas gap is a summation of the radiation and conduction heat 
transfer components. The radiation component can be assessed assuming the operating temperatures of both 
the heat pipe and calorimeter. As expected, radiation accounts for a small portion of the total heat transfer 
(due to the low emissivity, -0.15, of the Mo-Re alloy at the operating temperature). The total heat flux rate 
(Q total) is given by 


Q total ^rad ^ cond ’ ( i 

where Q rac j is the radiation component rate and Q c0 , u j is the conductive heat transfer load rate. Figure 13 
illustrates the static gap and calorimeter layout with relevant parameter identified. The radiative component 
of the heat flux can be calculated using the Stefan-Boltzmann relationship and the emittance and area of 
each of the relevant surfaces as 



aA i\ 

K- 

T 4 .) 

CWI ) 

I 

l / e , + ( A i/ A o) 

bK 

-0 


(13) 


With the known conductive heat-flux component and the Fourier conduction heat transfer relationship for 
concentric cylinders, 
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cond 
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Km) 


(14) 
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Figure 13. Static gap and calorimeter layout. 


where d 0 and d l are the outer and inner diameters, respectively. The static gas gap width (l oa ) can be solved 
as follows: 


/ =-(d -d.) . (15) 

gg 2 ' 0 

Following this approach, the model was used to calculate the calorimeter sizing parameters for 
all heat pipe test conditions (condenser radial heat flux ranging from 8.5 W/cm 2 at 1,000 W throughput 
to 42 W/cm 2 at 5,000 W throughput). The results for two static gas gap compositions (pure He and 
He-32%Ar by mass) with an assumed calorimeter wall temperature of 390 K are illustrated in figure 14. As 
expected, the pure He condition requires use of a much larger gas gap width because its thennal conductivity 
is approximately twice that of the He-32%Ar mixture. 

The use of a reduced gas thermal conductivity in the layout provides for some upward margin in 
the design, making up for variability in the final width of the gas gap in the as-built hardware (e.g., more 
or less, Ar can be added to compensate for geometric variations to reach the required heat flux). The most 
difficult case is F(-4) that has the highest heat flux of 5,000 W, requiring an approximate gap width of 
0.014 in. This condition is followed closely by the 4,000-W cases, F(2) and F(4), with gas gap widths of 
approximately 0.0165 in and 0.019 in, respectively. To maintain a design that can be manufactured and 
assembled, a minimum gap width of 0.02 in should be used. Adhering to this gap limit drives the 5,000-W 
case Ar concentration to be reduced from 32% to 6%, which still provides some limited upward margin in 
the design. 
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Figure 14. Sensitivity of the static conduction gap with gas composition. 


An additional consideration is the sensitivity of the calorimeter channel wall temperature on the 
static gas gap width. As expected, it has as small effect for the F(2) test case at a power setting of 4,000 W, 
as shown in figure 15. The wall temperature was varied over a range from 320 to 420 K, capturing the 
maximum extent of available water temperature. The resulting gap width variation is 0.001 in for the 
He-32%Ar mixture and 0.002 in for the pure He mixture. Therefore, the assumption of a maximum 
calorimeter channel wall temperature of 390 K in the original assessment, used to produce figure 14, 
should be acceptable for the range of actual calorimeter temperatures expected. 

The next step in the sequence is to link the calorimeter cooling film flow to the total heat transfer 
though the calorimeter channel wall. This step will require calculation of the convective heat transfer 
coefficient and coupling this to the coolant flow and pressure drop. 
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4.2.2 Calorimeter Coolant Flow Heat Transfer 

The power absorbed by the calorimeter is described by the solid conduction heat transfer through the 
calorimeter channel wall thickness and convective heat transfer into the coolant flow. The temperature drop 
across the calorimeter channel wall is assessed using Fourier conduction for concentric cylinders, equation ( 1 6), 
where T cwi and T cwo are wall temperatures and d ci and d co are the inner and outer diameters. Results show 
temperature drops of ~1 K due to the high thermal conductivity of copper. Heat flux is then absorbed by the 
flowing coolant using convective heat transfer equation ( 1 7), where h is the convective heat transfer coefficient 
and Tj- is a mean film temperature as follows: 


and 
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The temperature delta (T CW0 ~T A = A T LM is the log mean temperature difference and is given by the 
following expression: 
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where T jn and T t are the inlet and outlet temperature of the coolant flow. The power transferred to the 
coolant flow results in a temperature increase (T out —T in ) as given by 


and 




out 



(19) 


m = p VA,. , 


( 20 ) 


where C p is the specific heat of water, m is the mass flow rate, p is the density, V is the velocity, and Aj- 
is the coolant film flow area. The convective heat transfer is calculated from a laminar form (Reynolds 
number (Re) <2,300) of the Nusselt number (Nu) and the hydraulic diameter (d h ) as 


and 


hd, 

h_ 
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Nu = 3.66 +1.2 
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CO 
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Re < 2,300 
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( 21 ) 

( 22 ) 


The flow regime (laminar in all cases for this assessment) is determined by the Reynolds number, which 
is a function of the hydraulic diameter and the average properties of the water coolant flow: 

pVd, 

Re = }J - . (23) 

At 


The pressure drop (Ap) is also assessed using a laminar Reynolds number correlation to estimate 
the friction factor (/), where i// is an adjustment factor for annular gap size and F is a fluid viscosity 
correction for nonisothermal flow conditions. 16 It is assumed that the flow through the film annulus is fully 
developed due to the high aspect (total length- to-width) as follows: 


/ = i/r(64/Re)r -0 ' 25 Re < 2,300 , 

(24) 

V' = ( 1_ 0) 2 / 1 + 0 2 + ( 1 “0 2 )/ ln (0)» 

(25) 

(b = d Id., 

T col SI 

(26) 

r = ^bulk / ^wall ’ 

(27) 

A P J L ^ . 

2d, 

(28) 


For the basic calorimeter design, discussed previously, figure 16 shows the power that can be 
removed by the calorimeter as a function of flow rate for a series of A 7s (where AT = T out - T jn ) 

for the coolant film channel. 
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Figure 16. Calorimeter power and pressure drop variation with flow rate. 


In this figure, both the heat transfer rate ( mC p A.T ) and pressure drop (A p) are independent of the 
convective coupling of the calorimeter channel wall, as the figure is intended to illustrate the power capa- 
bility and regime of the flowing water in the film annulus over a wide operating range. Three film flow gap 
sizes are analyzed as a function of water flow rate, showing the pressure loss penalty for smaller gaps. The 
calorimeter pressure drop is a function of fluid properties, Reynolds number, and calorimeter flow path 
geometry and is reduced by a factor of ~ 8 by doubling the film gap width. 

The desired operating condition for the heat pipe calorimeter is a combination of low-film flow (AT) 
avoiding boiling point limits and low-pressure drop minimizing water system pumping requirements; how- 
ever, these conditions must be balanced with the forced convection heat transfer coupling of the calorimeter 
channel wall temperature to water film flow. This coupling is governed by two primary factors. First, the cou- 
pling is affected by the convective heat transfer coefficient (h) that is a strong function of the film gap width, 
equations (17) and (21) as the heat transfer coefficient benefits from the smallest gap size possible (the oppo- 
site of pressure drop). Second, the coupling is affected by the temperature difference between the calorimeter 
channel wall, high-temperature source, and a mean film flow temperature, the low-temperature sink, used in 
evaluation of the overall convective heat transfer. 
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To examine this sensitivity, figures 17 and 18 illustrate the required calorimeter channel wall 
temperatures for three film gap widths at three fixed cooling film flow A Ts. The cooling system in the 
planned heat pipe tests will use pressurized water at 65 psia. At this pressure, the boiling point of water 
is 420 K. Figures 17 and 18 clearly show that for a given film flow rate and power transfer combination, 
the smaller film flow gap provides a lower required calorimeter channel wall temperature, but has a 
corresponding increase in pressure drop. For case F(-4), which is the most demanding of the heat pipe 
tests and requires that 5,000 W be transferred to the fluid, the following is observed: 

• For a small film flow gap width of 0.01 in, film flow (AT) of 20 K and a flow rate of 0.95 gahmin, at a 
pressure drop of 19 psi (fig. 16), the calorimeter wall temperature is 356 K (fig. 17), with a cooling film 
flow outlet temperature of 320 K. This condition requires a large coolant driving pressure. 

• Increasing the film flow (AT) to 60 K with the same 0.01 -in film gap width and a corresponding flow rate of 
0.32 gaFmin, at a pressure drop of 6.3 psi (fig. 16) the calorimeter wall temperature is 395 K (fig. 18), with 
a cooling film flow outlet temperature of 360 K. This condition yields an acceptable pressure loss for the 
water-cooling system, however, it is approaching the boiling limit. 

The tradeoff in selecting the width of the flow gap is an increase in calorimeter pressure drop for 
a reduction in calorimeter channel wall temperature. The final calorimeter geometry that is selected will 
balance the pumping system requirements with sufficient margin on the hot-side temperature to maintain 
a condition that is comfortably below the water boiling point. The effect of increasing the calorimeter film 
annulus reduces the calorimeter pressure drop; opening up the channel improves the ability to machine and 
assemble the unit. However, it also reduces the overall convective heat transfer coefficient ( h ), which in turn 
requires a higher calorimeter channel-wall temperature. For the case F(— 4) with a larger film flow gap, the 
following is observed: 

• For an intermediate film flow annulus of 0.015 in, film flow (AT) of 20 K and flow rate of 0.95 gal/min, 
the required calorimeter wall temperature is 375 K (fig. 17), nearly 20 K higher than with the smaller film 
annulus. This temperature increase is due to the lower convective heat transfer coefficient of 4,174 W/m-K; 
however, the pressure drop falls to 5.6 psi, which is now in an acceptable range. 

• Increasing the film flow (A7) to 60 K for the same 0.015-in film gap (fig. 18) results in a calorimeter 
channel-wall temperature of 416 K, which is unacceptably high and nearly at the boiling point of the 
pressurized water system (420 K). The calorimeter pressure drop, however, falls to 2.1 psi. 

• Increasing the film flow annulus to a 0.02-in width with a film flow (AT) of 20 K (fig. 17) results in a 
calorimeter channel-wall temperature of 390 K and a corresponding pressure drop of 1.9 psi. This is an 
acceptable pressure drop while still allowing some margin on the boiling point. 
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Figure 17. Calorimeter temperatures and film annulus sensitivities (A7'=20 K). 
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Figure 18. Calorimeter temperatures and film annulus sensitivities (A7M50 K). 
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The estimation model applied target calorimeter channel temperatures to provide overall perfor- 
mance given the cooling film flow gap width and water inlet temperature. Specific calorimeter results 
producing feasible designs for the three film flow gap widths of 0.010, 0.015, and 0.020 in are shown in 
tables 6-8. To ease manufacturing and assembly, the 0.015-in gap width is strongly recommended. It is 
noted that there is a workable 0.020-in gap design for all tests cases, with the exception of case F(-4), if 
the Reynolds number is to be maintained below 2,300. The results of the spreadsheet model for each test 
case are provided in appendix F. The calorimeter coolant return annulus is sized with a 0.1 25 -in width to 
minimize pressure loss and to simplify fabrication and assembly; it is not analyzed by this model. 


Table 6. Calorimeter parameters for a film gap width of 0.010 in. 


Film cooling water inlet temperature 
Film gap width 

Calorimeter heat extraction length 
Calorimeter total length 

300 K 
0.010 in 
9.25 in 
13 in 










Test Condition 

Units 

G Series 

F(— 4) 

F(— 3) 

F(— 2) 

F(— 1) 

F(1) 

F(2) 

F(3) 

F(4) 

F(0) 

Power 

W 

3,000 

5,000 

1,000 

3,000 

3,000 

2,000 

4,000 

2,000 

4,000 

3,000 

Heat pipe to calorimeter gas 

in 

0.026 

0.025 

0.104 

0.031 

0.021 

0.037 

0.017 

0.046 

0.02 

0.026 

gap width 

Heat pipe temperature 

K 

1,273 

1,273 

1,273 

1,373 

1,173 

1,223 

1,223 

1,323 

1,323 

1,273 

Calorimeter channel wall temp. 

K 

350 

385 

328 

350 

350 

335 

365 

335 

365 

350 

Log mean temp. diff. (wall to fluid) 

K 

33.1 

54.1 

9.3 

32.7 

33.6 

21.6 

44.9 

21.2 

44.5 

33.1 

Cooling film flow AT (outlet-inlet) 

K 

29.7 

53.5 

26.6 

30.4 

29.1 

23.1 

35.8 

23.7 

36.5 

29.7 

Cooling flow outlet temperature 

K 

329.5 

353.3 

326.4 

330.2 

328.9 

322.9 

335.6 

323.5 

336.3 

329.5 

Cal. film flow ID 

in 

0.796 

0.794 

0.953 

0.807 

0.786 

0.819 

0.778 

0.837 

0.785 

0.796 

Cal. film flow OD 

in 

0.816 

0.814 

0.973 

0.827 

0.806 

0.839 

0.796 

0.857 

0.805 

0.816 

Water film flow rate 

gal/min 

0.38 

0.35 

0.14 

0.37 

0.39 

0.33 

0.42 

0.32 

0.42 

0.38 

Heat transfer coefficient 

W/m 2 -K 

6,071 

6,211 

6,046 

6,075 

6,067 

6,027 

6,110 

6,030 

6,113 

6,071 

Reynolds No. 

- 

1,174 

1,345 

354.6 

1,139 

1,205 

916.26 

1,407 

878 

1,378 

1,174 

Calorimeter pressure drop 

psi 

7.5 

5.3 

2.6 

7.2 

7.8 

6.9 

7.8 

6.5 

7.5 

7.5 


Table 7. Calorimeter parameters for a film gap width of 0.015 in. 


Film cooling water inlet temperature 
Film gap width 

Calorimeter heat extraction length 
Calorimeter total length 

300 K 
0.015 in 
9.25 in 
13 in 










Test Condition 

Units 

G Series 

F(— 4) 

F(— 3) 

F(— 2) 

F(— 1) 

F(1) 

F(2) 

F(3) 

F(4) 

F(0) 

Power 

W 

3,000 

5,000 

1,000 

3,000 

3,000 

2,000 

4,000 

2,000 

4,000 

3,000 

Heat pipe to calorimeter gas 

in 

0.025 

0.025 

0.103 

0.031 

0.021 

0.037 

0.017 

0.046 

0.02 

0.025 

gap width 

Heat pipe temperature 

K 

1,273 

1,273 

1,273 

1,373 

1,173 

1,223 

1,223 

1,323 

1,323 

1,273 

Calorimeter channel wall temp. 

K 

360 

396 

338 

360 

360 

340 

380 

340 

380 

360 

Log mean temp. diff. (wall to fluid) 

K 

50.2 

83.3 

13.8 

49.5 

50.9 

32.7 

68.2 

32 

67.5 

50.2 

Cooling film flow AT (outlet-inlet) 

K 

18.8 

24.6 

35.2 

20.1 

17.6 

13.9 

22.8 

15.2 

24 

18.8 

Cooling flow outlet temperature 

K 

318.6 

324.4 

335 

319.9 

317.4 

313.8 

322.6 

315 

323.8 

318.6 

Cal. film flow ID 

in 

0.795 

0.794 

0.951 

0.806 

0.786 

0.818 

0.777 

0.836 

0.785 

0.795 

Cal. film flow OD 

in 

0.825 

0.824 

0.981 

0.836 

0.816 

0.848 

0.807 

0.866 

0.815 

0.825 

Water film flow rate 

gal/min 

0.6 

0.77 

0.11 

0.56 

0.65 

0.54 

0.67 

0.5 

0.63 

0.6 

Heat transfer coefficient 

W/m 2 -K 

4,009 

4,035 

4,075 

4,015 

4,004 

3,986 

4,028 

3,991 

4,033 

4,009 

Reynolds No. 

- 

1,652 

2,234 

290 

1,543 

1,760 

1,369 

1,936 

1,244 

1,842 

1,652 

Calorimeter pressure drop 

psi 

3.7 

4 

0.5 

3.3 

4 

3.5 

3.8 

3.1 

3.5 

3.7 
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Table 8. Calorimeter parameters for a film gap width of 0.020 in. 


Film cooling water inlet temperature 
Film gap width 

Calorimeter heat extraction length 
Calorimeter total length 

300 K 
0.020 in 
9.25 in 
13 in 










Test Condition 

Units 

G Series 

F(— 4) 

F(— 3) 

F(— 2) 

F(— 1) 

F(1) 

F(2) 

F(3) 

F(4) 

F(0) 

Power 

W 

3,000 

5,000 

1,000 

3,000 

3,000 

2,000 

4,000 

2,000 

4,000 

3,000 

Heat pipe to calorimeter gas 
gap width 

in 

0.025 

0.024 

0.103 

0.03 

0.021 

0.037 

0.016 

0.046 

0.02 

0.025 

Heat pipe temperature 

K 

1,273 

1,273 

1,273 

1,373 

1,173 

1,223 

1,223 

1,323 

1,323 

1,273 

Calorimeter channel wall temp. 

K 

375 

420 

337 

375 

375 

360 

401 

350 

400 

375 

Log mean temp. diff. (wall to fluid) 

K 

67.1 

112 

18.4 

66 

68 

43.6 

91.1 

42.6 

90.3 

67.1 

Cooling film flow A T (outlet-inlet) 

K 

15.6 

16.1 

29.8 

17.6 

13.9 

12.5 

19.6 

14.4 

19.1 

15.6 

Cooling flow outlet temperature 

K 

315.4 

315.9 

329.6 

317.4 

313.7 

312.3 

319.4 

314.2 

319 

315.4 

Cal. film flow ID 

in 

0.795 

0.793 

0.951 

0.806 

0.785 

0.818 

0.777 

0.836 

0.784 

0.795 

Cal. film flow OD 

in 

0.835 

0.833 

0.991 

0.846 

0.825 

0.858 

0.817 

0.876 

0.824 

0.835 

Water film flow rate 

gal/min 

0.73 

1.17 

0.13 

0.65 

0.82 

0.6 

0.77 

0.53 

0.79 

0.73 

Heat transfer coefficient 

W/m 2 -K 

3,003 

3,005 

3,046 

3,010 

2,998 

2,992 

3,018 

2,998 

3,016 

3,003 

Reynolds No. 

- 

1,909 

3,106 

324 

1,710 

2,132 

1,492 

2,166 

1,299 

2,185 

1,909 

Calorimeter pressure drop 

psi 

1.8 

2.6 

0.3 

1.6 

2.1 

1.6 

1.8 

1.4 

1.8 

1.8 


4.2.3 Environmental Losses 

To establish good thermal coupling between the heat pipe and calorimeter assembly, the proposed 
test setup requires that the test chamber be flooded with an inert gas (He or He-Ar mixture). The downside 
is that the gas also provides better thermal coupling to the chamber wall, introducing additional losses 
that must be compensated for by the inductive heater system. Figure 19 illustrates the locations of heat 
loss to the environment and support system. At the evaporator section, there is a combination of radiation, 
conduction, and natural convection heat loss to the RF inductive coil and chamber walls. The surface of 
the calorimeter has a natural convection loss component to the test chamber environment (small, due to its 
low temperature, but it must be assessed). The condenser support has a combination of solid conduction 
along the length of the support tube and gas conduction and radiation between the surface of the support 
tube and calorimeter inner wall. 



Figure 19. Heat pipe/calorimeter environmental heat loss. 
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A simple spreadsheet model was assembled to estimate the losses; these calculations will be incor- 
porated into the final GFSSP model (sec. 4.3). The approach makes use of constant surface temperature 
for the heat pipe, calorimeter outer surface, mounting bracket, test chamber wall, and RF inductor coil 
(taken from the cases listed in table 7 for a 0.015-in film flow gap). The current assumption is that the test 
chamber wall will be water-cooled to maintain a temperature of =300 K. The RF inductor coil will also be 
water-cooled, and for this analysis, the coil temperature is assumed to be 350 K, due to its close proximity 
to the heat pipe evaporator. The heat pipe and calorimeter mounting bracket is assumed to operate at a tem- 
perature of 400 K — slightly above the test chamber wall temperature; no cooling of the bracket is currently 
planned. The test chamber is to be held at a pressure of = 70 torr. 


Radiation heat transfer is calculated using the same expression as equation (29) and gas-conduction 
heat transfer, equation (30), with the appropriate values to describe fluid/material properties and boundary 
temperatures. Free convection was assessed as natural convection from a long cylinder using equations 
(29-34), where Ra is the Raleigh number, Pr is the Prandtl number, d 0 is the outer diameter of the com- 
ponent, /3 is the gas thermal expansion coefficient, a is the gas thermal diffusivity, p is the gas density, C p is 
the gas specific heat, and v is the gas kinematic viscosity as follows: 


q = i,a(t-tJ 


h = — Nu = P 
d d 

o o 


0.6 + 


0.387 x Ra 


0.167 


l + (0.559/iV) 


0.562 


0.296 


(29) 


(30) 


Ra - 


va 


10“ 5 


< Ra < 10 



(31) 


Pr = — 


a 


(32) 


a - 




avg 


(33) 

(34) 


Material and fluid properties are assessed at an average temperature of the hot and cool surfaces 
involved. The results of the heat loss calculations for each of the heat pipe test conditions are provided in 
tables 9 and 10 for pure He and He-32%Ar, respectively. During nominal heat pipe operation, thermal loss 
rates are a function of the surface temperatures; at the maximum temperature of 1,373 K, test case F(-2), 
the heat loss is 890 W with pure He and 560 W with a He-32%Ar mixture. Appendix G shows a complete 
listing of the spreadsheet. 
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Table 9. Heat pipe and calorimeter thermal loss to environment for pure He (70 torr). 


Test Condition 

Units 

G-Series 

F(— 4) 

F(— 3) 

F(— 2) 

F(— 1) 

F(1) 

F(2) 

F(3) 

F(4) 

F(0) 

Variables 












Heat pipe power level 

W 

3,000 

5,000 

1,000 

3,000 

3,000 

2,000 

4,000 

2,000 

4,000 

3,000 

Heat pipe temperature 

K 

1,273 

1,273 

1,273 

1,373 

1,173 

1,223 

1,223 

1,323 

1,323 

1,273 

Environment temperature 

K 

300 

300 

300 

300 

300 

300 

300 

300 

300 

300 

Avg. calorimeter temperature 

K 

360 

398 

338 

360 

360 

340 

380 

380 

340 

360 

Avg. RF inductive coil temp. 

K 

350 

350 

350 

350 

350 

350 

350 

350 

350 

350 

Support bracket temperature 

K 

400 

400 

400 

400 

400 

400 

400 

400 

400 

400 

Gas composition factor (Impure He) 

- 

1 

1 

1 

1 

1 

1 

1 

1 

1 

1 

Condenser Support Losses 












Solid conduction loss 

W 

12 

12 

12 

14 

10 

11 

11 

13 

13 

12 

Radiation loss 

W 

14 

14 

14 

19 

11 

12 

12 

16 

17 

14 

Gas conduction loss 

w 

284 

267 

293 

323 

247 

274 

257 

295 

312 

384 

Calorimeter Surface Losses 












Natural convection 

w 

6 

6 

5 

7 

6 

3 

8 

3 

8 

6 

Evaporator Surface Losses 












Radiation loss 

w 

120 

120 

120 

172 

82 

99 

99 

144 

144 

120 

Gas conduction loss 

w 

233 

233 

233 

270 

199 

216 

216 

252 

252 

233 

Natural convection loss 

w 

74 

74 

74 

85 

65 

70 

70 

79 

79 

74 

Total Losses to Environment 

w 

745 

728 

753 

890 

619 

685 

673 

803 

825 

745 


Table 10. Heat pipe and calorimeter thermal loss to environment for He-32%Ar (70 torr). 


Test Condition 

Units 

G-Series 

F(— 4) 

F(— 3) 

F(— 2) 

F(— 1) 

F(1) 

F(2) 

F(3) 

F(4) 

F(0) 

Variables 












Heat pipe power level 

W 

3,000 

5,000 

1,000 

3,000 

3,000 

2,000 

4,000 

2,000 

4,000 

3,000 

Heat pipe temperature 

K 

1,273 

1,273 

1,273 

1,373 

1,173 

1,223 

1,223 

1,323 

1,323 

1,273 

Environment temperature 

K 

300 

300 

300 

300 

300 

300 

300 

300 

300 

300 

Avg. calorimeter temperature 

K 

360 

398 

338 

360 

360 

340 

380 

380 

340 

360 

Avg. RF inductive coil temp. 

K 

350 

350 

350 

350 

350 

350 

350 

350 

350 

350 

Support bracket temperature 

K 

400 

400 

400 

400 

400 

400 

400 

400 

400 

400 

Gas composition factor 
(1=pure He) 

— 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

Condenser Support Losses 












Solid conduction loss 

W 

12 

12 

12 

14 

10 

11 

11 

13 

13 

12 

Radiation loss 

W 

14 

14 

14 

19 

11 

12 

12 

16 

17 

14 

Gas conduction loss 

w 

145 

136 

150 

165 

126 

140 

131 

150 

159 

145 

Calorimeter Surface Losses 












Natural convection 

w 

4 

3 

3 

4 

4 

2 

5 

2 

5 

4 

Evaporator Surface Losses 












Radiation loss 

w 

120 

120 

120 

172 

82 

99 

99 

144 

144 

120 

Gas conduction loss 

w 

119 

119 

119 

138 

101 

110 

110 

128 

128 

119 

Natural convection loss 

w 

43 

43 

43 

48 

37 

40 

40 

45 

45 

43 

Total Losses to Environment 

w 

457 

448 

461 

560 

370 

414 

408 

499 

511 

457 
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The gas gap at both the evaporator/RF coil and condenser closeout stem have a concentric 
arrangement; however, the gap diameter is small, minimizing the potential for natural convection currents. 
For natural convection in an annulus, the total heat transfer can be assessed using an effective thermal 
conductivity ( k e ) in the following Fourier heat transfer equation: 


Q = 


271 kj 

H d o/ d i) 



(35) 


The k term can be evaluated based on the annulus inside and outside dimensions and gap width (L) as follows: 


k e = k 


0.386 


r Pr V /4 


0.861 + Pr 


I * \l/4 
\ Ra cyl) 


(36) 


Ra 


cyl 


[\n(d 0 / d i)_ 


sHd ; 3,5 + df 5 


-Ra s 1 10“ < Ra cv i < 10 7 


(37) 


Ra § = 


g^T-T^S 3 

va 


(38) 


and 

S=\(d 0 -d,). (39) 

For the annular gap (5) dimensions in the heat pipe calorimeter/RF inductor geometry, the 
calculated value of Ra c * is two orders of magnitude below its valid range of 100 < Ra* < 10 7 and 
therefore not applicable. While equations (35) and (36) are not strictly applicable for the conditions here, 
they do indicate that considering gas conduction alone is an acceptable approach for the small concentric 
components proposed, since the natural convection heat transfer rate yielded by equation (35) produces a 
rate approximately one -fifth that of the gas condition. 


4.3 The Generalized Fluid System Simulation Program Model 

The GFSSP is a general-purpose computer program for analyzing steady state and time-dependent 
flow rates, pressures, temperatures, and concentrations in a complex flow network. 17 The program is 
capable of modeling phase changes, compressibility, mixture thermodynamics, conjugate heat transfer, 
pumps, compressors, and external body forces (e.g., gravity and centrifugal force). Three thermodynamic 
property programs, GASP, WASP, and GASPAK™ are integrated with GFSSP to provide real fluid 
thermodynamic and thermophysical properties for 35 fluids. 18 “ 20 Eighteen different resistance and source 
options are available. The flexibility exists to add additional resistance/source options as well as fluid 
properties via user-defined subroutines and lookup tables. The user efficiency of GFSSP is enhanced through 
the incorporation of the visual thermofluid analyzer of systems and components (VTASC) graphical user 
interface. Code validation and verification (V&V) is described in appendix H. 
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A model, currently under development, will provide a tool to simulate the performance of the 
coupled heat pipe and calorimeter configuration. Due to time constraints and the preliminary nature of the 
design phase, the bulk of the analytical work was done via correlations incorporated into spread-sheets. 
The additional fidelity required for design verification and pretest performance predictions is currently 
being incorporated into a GFSSP model. A preliminary nodal layout, representing an earlier version of 
the calorimeter system, is illustrated in figure 20. The existing model treats the heat pipe as a collection of 
ambient nodes at constant temperature. Nodes 41,1,4, and 1 9 are the heat pipe nodes. Node 4 1 is located in 
the evaporator section, which loses heat to the chamber wall by radiation and natural convection. Nodes 1, 
4, and 19 are located within the calorimeter and transfer heat to the incoming water through an annular 
gap of He and He-Ar mixture and calorimeter channel tube. The gas gap is modeled with two gas nodes 
in the radial direction at five axial stations. The calorimeter water flow path and shell assembly is also 
modeled with a similar series of nodes in both the radial and axial directions. The heat transfer coefficient 
at the surface of the calorimeter was calculated using the Dittus-Boelter equation.- 1 The thermodynamic 
properties of water were supplied by the WASP computer program, while He properties were supplied by 
the GASPAK computer program. Properties for the calorimeter material were obtained from Incropera. 13 



Figure 20. GFSSP model of heat pipe test setup. 


As is typical with most analytical efforts, a series of iterations will be required to refine the model 
for efficient and accurate use in assessing the performance of the heat pipe and calorimeter assembly. Once 
the GFSSP model is completed and the output is checked against analytical and spreadsheet estimates, 
it should prove to be a useful tool in performing quick turnaround parametric computational analyses 
to support final system design and pretest operations. The model will be updated once test data become 
available. 
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5. OTHER CONSIDERATIONS 


5.1 Sodium Working Fluid Sampling (Vanadium Wire Technique) 

Interest has been expressed in sampling the Na working fluid after it has been transferred into the 
refractory metal heat pipe unit. This provides insight into the initial oxygen concentration within the unit — the 
sum of impurities in the dispensed Na and what is picked up from the heat pipe materials. A potential 
method to assess the oxygen concentration is based on a V wire equilibration technique (ASTM 997-83). 22 
Details of this technique are covered mNASAITM — 2005-2 13902 . 23 Prior to incorporating this technique 
into the heat pipe processing sequence, laboratory testing must be performed to confirm the accuracy 
of the method. Sample testing can be performed in the MSFC alkali metal handling glove box with the 
current Na supply that will be used to fill the heat pipes discussed in this TP. To validate the V wire technique, 
detailed engineering will be required to accommodate the sampling hardware in the heat pipe fill stem. The 
key in this design will be to devise an operation in which the V wire sample can be removed from the heat 
pipe without introducing impurities. Additional support hardware required for these operations, such as 
the equilibration furnace and valve cooling, will have to be incorporated into the glove box system. 

The V wire technique was successfully applied in Na loops in the EBR-II Program. 24 A V wire, 
present in the heat pipe during processing, appears suitable to characterize oxygen levels in fully assembled 
and filled heat pipe modules. A method has been devised to remove the wire from the Na during closeout 
with negligible impurity introduction. The validity of this technique can be independently confirmed 
by analysis of sample heat pipe modules. 

Figure 2 1 depicts one possible sequence of steps. Sodium is introduced into the heat pipe through 
a fill stem containing a 0.25-mm-diameter by 3-cm-long V wire (step A). The heat pipe is then closed and 
wetted over a 48-hr period at the core design temperature. 

The heat pipe is then inverted and heated to immerse the V wire in the Na (step B). The assembly 
is then brought to temperature for a time sufficient to reach equilibrium oxygen concentration between 
the Na and the wire. Figure 22 shows a time -temperature relation for two wire diameters, assuming that 
oxygen diffusion through the V is the rate-limiting mechanism. 

The heat pipe is cooled to room temperature and the fill stem containing the V wire is severed 
from the heat pipe inside an Ar dry box (step C). The wire and an Na sample are extracted from the fill 
stem for analysis. A cap is attached to the heat pipe fill stem using an EB welder connected to the dry box 
(step D). Since the V wire further purifies the Na during equilibration, some correction will be necessary 
to establish the true oxygen concentration in the working fluid before and after equilibration. 
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Figure 2 1 . Concept to measure working fluid oxygen concentration 
in Na-filled heat pipes. 
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Figure 22. Estimated time required for equilibrium oxygen concentrations 
in static Na immersed for two V wire diameters. 
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5.2 Heat Pipe Closeout and Support Concept 


Closeout of the heat pipe fill stem is required once Na loading and purity measurements are 
completed; this will require a number of welding operations to seal, protect, and provide a support 
mechanism for mounting the heat pipe to the calorimeter. One possible fill stem closeout concept, shown 
in figure 23, requires that the fill stem be crimped near the condenser plug and then sealed using a tungsten 
inert gas (TIG) welder to make a cut/weld pass across the center of the crimp. The sealed fill-stem stub 
can then be protected by placing a plug and tube cover over it and welding it to the condenser plug using 
an EB welder. The EB technique provides a vacuum in the sealed volume surrounding the crimped fill 
stem. The evacuated closeout tube provides a containment enclosure should the TIG seal weld leak; since 
it is evacuated, no external trapped purge gas would be introduced into the heat pipe volume affecting its 
operation. To support the heat pipe, an additional closeout support tube can be EB welded to the closeout 
plug. The length of the support tube will need to be sized to provide sufficient room for assembly and to 
minimize the heat loss through material conduction. Alignment fixtures will be required to assemble the 
closeout and support components so that straightness can be maintained, a key parameter for integrating the 
heat pipe with the calorimeter, so the two components do not touch. 



Figure 23. Method 1 to close out the heat pipe fill stem and provide mounting support. 
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Another possible method to close out the heat pipe fill stem is illustrated in figure 24. After the 
heat pipe is evacuated, it is heated to a temperature to melt all the Na and then positioned with the fill stem 
down, transferring the Na to fill the stem. The heat pipe is then cooled, solidifying the Na in the fill stem 
and creating a freeze plug. The fill stem is then severed using a cutting tool =0.25 in from the condenser 
plug; the freeze plug protects the heat pipe internal vacuum (prevents leakage of glove box inert gas 
into the heat pipe). The fill stub is deburred and a stem cap placed over the stub (tight tolerance so that it 
remains snug to the fill stem). The heat pipe unit is then placed in a welding fixture and bagged to maintain 
an inert environment around the unit while it is transported from the glove box to an EB welder. Welding 
is performed in a vacuum, thus removing any purge gas remaining in the stem cap. The capped fill stem 
stub is protected in a fashion similar to that described previously, making use of an evacuated plug and 
tube cover (welded to the condenser plug) to provide an additional containment enclosure. Mounting is 
accomplished by an additional support tube EB welded to the closeout plug, with a length sized to meet 
heat loss and support setup requirements. 


i I 5 $ 

NOTES: 

1) AFTER HEAT PIPE FILL EVACUATE MODULE TO 10E-6 TORR OR LOWER. CLOSE ISOLATION VALVE. 

2) WARM HEAT PIPE TO 350 C AND SETTLE SODIUM INTO FILL STEM. COOL SODIUM TO FORM A FREEZE PLUG. 

3) SEVER HEAT PIPE FILL STEM, DEBUR, AND PLACE FILL STEM CAP PART 404 OVER STUB. 

4) USING AN ARGON GLOVE BAG PLACE HEAT PIPE INTO ELECTRON BEAM WELDER AND SEAL CAP PART 404 TO CONDENSER PLUG. 

5) ATTACH PARTS 401, 402 AND 403. 

6) PARTS 401 AND 402 FORM A VACUUM ANNULUS SURROUNDING THE CAPPED FILL STEM (PROVIDES PROTECTIVE CAP). 

7) PART 403 PROVIDES A SUPPORT STAND OFF FOR MOUNTING THE HEAT PIPE. 
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Figure 24. Method 2 to close out the heat pipe fill stem and provide mounting support. 
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5.3 Heat Pipe Radio Frequency Inductive Heating Coil 


Induction heating has been selected to provide a well-characterized mass transfer boundary at the 
heat pipe evaporator. Fifteen of sixteen life test heat pipes are inductively heated in three clusters with 
each cluster containing five positions. Table 1 1 lists the heat pipes that will initially comprise each cluster. 
A water-cooled copper bus bar, shaped like an inverted patriarch cross, forms a pentagonal pattern around 
which each induction coil is mounted, as shown in figure 25. The cross arrangement minimizes induc- 
tive interference among positions. Each induction coil can be affixed to or removed from its bus bar with 
mounting pins or screws in a flexible modular fashion. Assessment of the final system design will require 
determination of the evaporator inductor coil RF coupling to the condenser calorimeter end plate. The 
objective is to minimize potential RF heating of the calorimeter, which would skew the power data. In 
addition, RF coupling to any metallic shielding placed around the evaporator section (serving as isolation 
shield) must be assessed. 


Table 1 1 . Initial life test heat pipe arrangement. 


Position/Cluster 

0 

1 

2 

3 

1 

F5c 

Fic 

F3a 

G1 

2 


F2b 

F3c 

G2 

3 


F2d 

F3e 

G3 

4 


F4b 

G6 

G4 

5 


F4d 

G7 

G5 



Figure 25. Induction coil cluster mounted on five-position bus bar (end view). 


Clusters 0 and 1 hold only F-series heat pipes that operate for the duration of the test. The heat pipe 
on cluster 0 operates at 5 kW and is inductively heated on a separate electrical circuit. This single-position 
circuit also serves to detennine the performance limits of individual heat pipes before the life test begins. 
Cluster 1 holds heat pipes that require power to be supplied at 1,2, and 4 kW each (powers of two). 

Cluster 2 initially holds F-series and long-duration G-series heat pipes. Cluster 3 initially holds the 
G-series heat pipes that will be first removed for destructive test. Grouping all three kilowatt heat pipes on 
clusters 2 and 3 allows a uniform electrical potential to be applied to both clusters. As G-series heat pipes 
are removed, the configuration of clusters 2 and 3 will be rearranged to help balance the electrical load. 
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5.4 Chamber Gas Selection and Purity 


For operation of refractory metal systems at increased temperature for a relatively long time, the 
concentration of oxygen in the ambient environment is critical to the life of the refractory system. For 
the proposed testing, the refractory metal components will be operated in a low-pressure environment of 
ultrahigh purity (UHP) Ar or He so that the thermal coupling between the heat pipe and calorimeter can 
be controlled. To achieve the desired gas purities, successive dilutions and pumpdown of the system are 
required. The pumpdown procedure will also include an initial bakeout of the system at -525 K to drive 
off water vapor (and other volatiles) from the gas lines, vacuum chamber, and test components. 

A series of rough calculations was perfonned to assess the oxygen concentration in the heat pipe 
test chambers over successive dilutions with UHP fill gas, assuming an initial oxygen concentration of 
209,500 ppm in air filling the test chambers (20.95% oxygen by volume). Calculations were perfonned 
assuming three cylindrical test chambers having approximate dimensions of 24 in diameter by 24 in length. 
The UHP He and Ar, purchased from Sexton Supply, have a guaranteed minimum purity of 99.999%. The 
UHP He has a maximum oxygen content of 3 ppm by volume, and UHP Ar has a maximum oxygen con- 
tent of 1 ppm by volume. Figure 26 shows the concentration of oxygen in the test chambers in ppm (by 
volume) at a pressure of 70 torr (=0.1 atm) after multiple dilutions of He or Ar. 




(a) Number of Dilutions (b) Number of Dilutions 

Figure 26. Oxygen concentration in the heat pipe test chambers after successive 
dilutions of (a) UHP He and (b) UHP Ar fill gas. 


For this analysis, the chambers are pumped down from atmospheric pressure (760 torr) to 70 torr 
and then backfilled with the UHP gas to atmospheric pressure. Each subsequent dilution cycle reduces the 
oxygen concentration; pumping to a lower pressure in each cycle would further reduce the oxygen content 
over the same number of dilution cycles. After multiple dilutions (approximately six, based on fig. 26) 
the baseline oxygen concentration, established by the purity of the fill gas, is achieved; these values are 
300 ppb for He and 100 ppb for Ar. Note that while these calculations ignore any additional contamina- 
tion from impurities in the lines and test chamber, they do provide an ultimate baseline for the minimum 
achievable oxygen concentration for a given fill gas and operating pressure without additional gas purifica- 
tion. Initial bakeout of the system (under vacuum) will assist in driving out volatile impurities (primarily 
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water if the system is clean and degreased) from the test components and fill lines to reduce additional 
impurities in the system. 

For comparison, an acceptable vacuum level for testing Mo-Re alloys is in the 10 6 torr range; 
at a pressure (1x10 6 torr) the oxygen concentration is 0.28 ppb in the vacuum test environment. The 
oxygen concentration provided by the UHP gases alone is insufficient to achieve the required level; there- 
fore, additional purification is required. Two methods are employed to purify the test chamber gases: 
(1) An SAES ambient temperature MicroTorr gas purifier to clean the incoming gases and (2) an SAES 
MonoTorr point-of-use purifier incorporated in the test chamber recirculation system. Figure 27 illustrates 
a conceptual layout of the of the test chamber gas purification system. 
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Figure 27. Initial concept for test chamber gas mixture system. 


The MicroTorr unit has an advertised performance for purifying both He and Ar to a final oxygen 
concentration of 1 ppb. The gas mixture bottle can therefore be charged with an appropriate He/Ar mixture 
(purified to 1-ppb oxygen concentration using the inline MicroTorr unit) and, in turn, used to perform 
multiple dilution cycles on the test chamber. Using this new value of oxygen concentration in both He and 
Ar produces the trends shown in figure 28 over multiple dilution cycles. After nine dilution cycles, the final 
oxygen impurity concentration for both the He and Ar fill are 0.1 ppb at a 70-torr test chamber pressure. 
This condition meets the acceptable oxygen concentration for testing Mo-Re alloys, -0.28 ppb, that was 
discussed previously corresponding to the oxygen concentration in a 1 x 10 6 torr vacuum. 
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Figure 28. Final oxygen concentration in the heat pipe test chamber with (a) UFIP He 
fill gas and (b) UHP Ar fill gas purified using an inline SAES MicroTorr 
ambient gas purifier. 


To maintain the purity level of the test chamber environment during test operations, an SAES 
MonoTorr point-of-use purifier with a recirculation pump will also be incorporated in the system. Within 
the MonoTorr purifier, getter materials are used to irreversibly trap gaseous impurity molecules; these 
impurities are captured on the surface of the materials, and upon heating, diffuse into the bulk of the 
getter. When used with Ar or He, the MonoTorr purifier can be used to remove molecules of H 2 0, 0 2 , H 2 , 
CO, C0 2 , N 2 , and hydrocarbons. The performance of the purifier is dependent on the pumping speed at 
which it is operated. Table 12 provides a summary of the performance guarantee for the SAES MonoTorr 
Phase II 3000 for rare gases. 


Table 12. SAES MonoTorr Phase II 3000 performance 
guarantee for rare gases. 


Impurity 

Pumping Rate 

0-20 slpm 

20-50 slpm 

0 2 

<1 ppb 

<1 ppb 

h 2 o 

<1 ppb 

<1 ppb 

CO 

<1 ppb 

<1 ppb 

CNJ 

o 

O 

<1 ppb 

<1 ppb 

n 2 

<1 ppb 

<10 ppb 

h 2 

<1 ppb 

<10 ppb 

ch 4 

<1 ppb 

<10 ppb 


5.5 Heat Pipe Temperature Measurement 

Temperature measurements are required to monitor overall operation and track performance of 
the heat pipe unit. The majority of the heat pipe unit is inaccessible due to the calorimeter and inductive 
heater assemblies. However, the primary location for a performance measurement is at the heat pipe 
evaporator exit, which is accessible through the small gap between the inductive heater and calorimeter. 
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Two potential techniques have been identified that are capable of taking this measurement and include 
type-C thermocouples and two-band optical pyrometers. 

Thermocouples are an inexpensive method, but have a number of negative issues related to their 
usage. First, they are a contact measurement technique requiring direct attachment to the surface of the 
heat pipe. This can be troublesome since they frequently debond from the surface to which they are 
attached. In addition, to achieve a successful bond, especially in the case of refractory metals, an interme- 
diate material such as nickel foil is typically required. The foil is bonded to the refractory metal surface 
and the thermocouple then bonded to the foil. This intermediate material is not the best option for long- 
term testing since nickel will diffuse into the heat pipe alloy, potentially resulting in undesirable and/or 
unknown effects. There is a possibility that the type-C thermocouples, which are available with a 26%Re 
content (the balance being tungsten), may have sufficient Re to allow them to be spot welded directly to 
the surface (testing would be required). In general, the use of spot welding is not an attractive idea since it 
can result in pitting of the heat pipe surface and potentially embed or trap impurities. Over the duration of 
the program, many spot welding cycles would be required to account for nondestructive evaluation (NDE) 
cycles, estimated at 6-mo intervals, and thermocouple repair. In addition, the thermocouple leads act as 
fins, locally cooling the location where the measurement was taken, and the long-term degradation of the 
thermocouple wires over time at high temperature introduces unknowns. If thermocouples were used, they 
would be paired at a minimum to provide backup. 

The two-band optical pyrometer is a remote mounted, noncontact measuring technique that makes 
use of a lens to focus the field of view on the location where the temperature measurement is required. The 
two-color, infrared sensing uses a ratio technique between the radiosity at two wavelengths to determine 
temperature rather than the radiosity at a single wavelength. The result is a temperature measurement that 
is independent of emissivity, target size/shape, and dust/contamination on the windows in the optical path. 
The noncontact technique simplifies setup (no internal thermocouple wires) and eases operations involving 
loading and unloading of the heat pipe units. A typical two-band system, the M77S by Mikron, retails for 
$3,000-$4,000, depending on features, and has focusing capability allowing for a spot size of 0.16 in at a 
14-in standoff. 

The current recommendation is to make use of two-band optical pyrometers for all heat pipe 
measurements (total of 16 units required). This will significantly reduce the overall effort involved in 
setting up, attaching, and maintaining thermocouples inside the vacuum system. In addition, the two-band 
systems are completely external to the chamber, allowing for rapid replacement or troubleshooting should 
it be required. Thermocouples will still be used extensively on all other parts of the system such as the 
coolant flow, test chamber, etc. where they are easily accessible and operate in less severe conditions. 

5.6 Water-Cooling System 

Water-cooling has been baselined in the current calorimeter design and is also used to cool the 
test chamber walls and RF induction coils. The current conceptual layout for providing coolant water to 
a calorimeter cluster (a cluster is composed of five calorimeter units arranged in a pentagon) is illustrated 
in figure 29. There are two options to cool additional calorimeter clusters: (1) They can be attached to the 
system inlet and outlet manifolds if sufficient pumping/cooling power is available or (2) a duplicate of 
this system can be fabricated if necessary. The coolant system is fabricated from stainless steel and loaded 
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Figure 29. Initial concept for water-cooling system layout. 


with deionized water (target of 10 MQ-cm or better) and an inline filter to minimize conductivity and 
the potential for buildup of scale/rust etc. The water flow to each heat pipe calorimeter is regulated by a 
hand valve, located at the calorimeter exit. Temperature and flow rate measurements are also taken at this 
location so that calorimeter power can be determined. A facility water-coolant system is used to absorb 
the estimated 60,000 W of power from the heat pipe cooling loop through the use of a heat exchanger. 
The water pump selected (if a single pump is to supply all calorimeters) will be required to provide a flow 
rate of 12-15 gpm, operate at an inlet suction pressure of 65 psia, and provide a pressure rise of at least 
20 psi to conservatively overcome plumbing losses. The facility and heat pipe cooling loops are equipped 
with flow and temperature switches to interrupt the RF generator power in the event of coolant circulation 
failure or an over-temperature condition. The system will be configured so it can be degassed (equipped 
with heating and evacuation capability) to reduce the potential for subcooled boiling. The final system 
configuration will need sufficient flow capability and capacity to remove the thermal capacity of the heat 
pipes (to a safe level) without system damage should an abrupt power-out condition be encountered. 

To control the growth of organic material in the main flow circuit (potential to plug the filter and 
small flow paths), it is recommended that an inline, ultraviolet purifier be added. This setup should allow 
for low-maintenance operation while initial degassing of the water system and the use of inert cover gas 
would reduce free oxygen, limiting the potential for ozone production. An alternate technique would 
be the use of chemicals; however, concentrations need to be monitored and chemicals replenished on a 
regular basis. Depending on chemical selection, there is the risk of interaction with the copper calorimeter 
and potential breakdown of the chemicals at high temperature. In addition, to maintain the water quality 
(10-18 MQ-cm water resistivity), it is possible to add a deionizing (polishing) loop to the main circuit 
with a throughput of 3% -5% of the main flow. 
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6. SUMMARY 


A Mo-Re alloy refractory metal heat pipe design and test matrix have been proposed that attempt 
to systematically address the issues related to corrosion rates at operating temperatures anticipated for 
possible space nuclear operations. A series of test conditions have been proposed that vary temperature 
mass fluence and power to provide for acceleration of impurity transport and corrosion mechanisms. 
Power throughput covers a range from 1,000 to 5,000 W with planned operating times up to 3 yr and 
temperature ranges from 1,173 to 1,373 K. Performance testing of the initial heat pipes will be necessary 
to determine if the high-power/temperature conditions in the test matrix can be achieved. If boiling limits 
are exceeded, the test matrix will have to be adjusted to appropriately lower power/temperature conditions. 

To absorb energy from the heat pipe condenser, a gas gap/laminar flow water calorimeter concept 
appears feasible. For all power levels, the gas gap width between the heat pipe surface and calorimeter can 
be sized at 0.020 in or larger, while still retaining performance margin by adjusting the gas mixture ratio 
of He to Ar in the test chamber. Likewise, geometric solutions exist for satisfying the calorimeter film 
flow coolant annulus thermal perfonnance. It is noted that for the higher heat pipe power cases, 4,000 and 
5,000 W, a higher calorimeter channel-wall temperature is required which reduces design margin. For all 
design cases examined, the smaller film flow annulus is desirable due to higher heat transfer coefficient; 
however, it carries a penalty of higher calorimeter pressure drop. Also, the smaller flow annulus width 
requires tight tolerances, taxing the fabrication and assembly process. For the large annulus gap examined, 
0.020 in, a workable set of operating parameters was established with low-pressure loss for all but 
the high-power, 5,000-W case. This case exceeded laminar flow water limits, requiring a calorimeter 
temperature above the local water boiling point. The recommended coolant film gap width, based on the 
current assessment, is 0.015 in. It should be pointed out that there is a potential concern in using water as 
the calorimeter coolant fluid. A water-based system presents a risk for water leakage into the test chamber 
and the potential catastrophic interaction of water with refractory metals at high temperatures. To minimize 
this risk, the calorimeter and feed lines will be an all- welded design and He leak checked; however, there is 
always the potential for a leak. 

In addition, initial analysis indicates that the oxygen level (ppb) within the test chamber can be 
reduced to a level consistent with that achieved under normal vacuum testing conditions (10 6 torr range) 
typically used for Mo-Re alloys. The use of commercial purifier systems will be implemented to further 
reduce the impurity level below that achieved by successive dilutions. The test chamber enviromnent can 
be monitored with a residual gas analyzer. Also, the use of two-band, noncontact optical pyrometers to 
measure heat pipe evaporator exit temperature is highly recommended. These units significantly simplify 
setup/maintenance operations and provide better overall data. Additional work is underway to further 
develop hardware requirements and detailed layouts for all supporting systems, including the RF heating 
system and calorimeter/test chamber water-cooling systems. 
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APPENDIX A— HEAT PIPE LIFE TESTING— ALTERNATE APPROACH 


A.l Corrosion in High-Temperature Heat Pipes 

An ideal heat pipe is thermodynamically closed with energy crossing the system (container) 
boundary at the evaporator and condenser. By definition, mass does not cross the boundary of a closed 
thennodynamic system. Impurities may diffuse across the container boundary of high-temperature heat 
pipes making the system, in part, thermodynamically open. The second law of thermodynamics predicts 
the conditions under and the extent to which a chemical reaction or physical process occurs. For a given set 
of conditions, such processes proceed spontaneously and unidirectionally toward an equilibrium state of 
minimum free energy. Reaction kinetics at high temperature can overcome many reaction energy barriers 
and hasten an alkali metal heat pipe’s adjustment toward thermodynamic equilibrium. 

Distillation of working fluid from the hot zone combined with diffusion and reactions among 
chemical species in the fluid and in the container accounts for impurity movement within a heat pipe. 
Solubility-induced corrosion may occur from interaction between the container and the relatively pure 
condensate in the cold zone. Heat pipe containers, selected to be insoluble in the pure working fluid to well 
under a part per million, usually are not susceptible to direct solubility corrosion. 

Nonmetallic impurities in the cold zone structure can diffuse into the pure condensate. These 
impurities react with or are dissolved in the condensate that flows toward the evaporator. Such impurities 
accumulate in the evaporator and may precipitate, plugging the wick, or may form eutectic mixtures 
with the container. Ternary compounds may also form among the impurities, condensate, and con- 
tainer. Eutectics and ternary compounds with low melting-point temperatures can erode the container 
or contribute to dewetting. 


A.2 Elementary Scaling Variables 

Corrosion in alkali metal heat pipes is related to the initial concentration of nonmetallic impurities 
in the container and fluid plus any impurity movement into the system from external sources. Pure con- 
densate forms a concentration gradient with respect to the container that tends to transfer impurities by 
condensate flow from the cold zone toward the hot zone. The total impurity content in the condenser and 
attached structures is then a key variable influencing corrosion. The initial mass of impurities in the con- 
denser over the mass of impurities in the evaporator is a scaling variable affecting corrosion similarity 
between heat pipe structures. For heat pipe materials with unifonn impurity concentration, the volume of 
condenser to evaporator structures may serve as a proxy for the impurity content ratio as follows: 

S = (impurity content in condenser) x (impurity content in evaporator) -1 ~ F j . (40) 

Corrosion in high-temperature heat pipes can be inhibited with nonsoluble getters that trap 
impurities during operation. Such getters can be distributed to allow wetting by the condensate and can 
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be part of the heat pipe container or placed in packs. Assuming a well-distributed getter, the potential for 
corrosion should relate to the total impurity concentration compared with the total stoichiometric impurity 
capacity in the getter and container as, 

Z = (impurity capacity of heat pipe getter) x (impurity content of heat pipe) -1 . (41) 

Getter material in high-temperature heat pipes should be hyperstoichiometric compared with 
nonmetallic impurities from all sources. As a rule of thumb, the impurity capacity to impurity ratio should 
be at least 10:1 above stoichiometric proportions. 


Most proposed mission lifetimes are greater than the time available to life test any reactor design. 
This constraint suggests the following natural time variable: 

r = (duration of life test) x (design life of heat pipe) -1 . (42) 


Corrosion rates are influenced by temperature because of its exponential effect on reaction kinetics. 
Arrhenius-governed processes govern corrosion rates setting heat pipe lifetime for a set of reactions and 
temperatures. This suggests that test conditions can be normalized using an expression like, 


a{T ) = exp 


{(at/w -1 




(43) 


where A H is activation energy, k is Boltzmann’s constant, T () is the design temperature, and T is the heat 
pipe test temperature. Note the numerical results presented here use generic activation energies that are 
not necessarily representative of the material systems considered. It can be argued that since testing at 
high temperature accelerates Arrhenius-govemed kinetics, this same acceleration applies to heat pipe life. 
Such simplistic views must be approached with caution. The nature of chemical reactions and their 
kinetics can change dramatically with absolute temperature. Conditions that apply at one temperature do 
not necessarily hold for others. Without deeper understanding of the underlying reaction mechanisms, 
conclusions drawn from such tests can be misleading. 


As working fluid flows into the evaporator, it vaporizes, concentrating the impurities and possibly 
making the corrosion rate dependent on mass fluence. The radial heat flux applied to the evaporator is 
given by q md = q (n d L e ) mass flux through the evaporator is a function of the radial heat flux, 
G = q rad (hj ; ,) -1 . The mass fluence through the evaporator is then given by M" = G T, yielding 


M" - q 



T . 


(44) 


Mass fluence can easily be increased by applying power along a shortened heat pipe evaporator 
length. Variation of the mass fluence can be used to accelerate heat pipe life or to affordably test subscale 
versions of a flight unit. 


A.3 Possible Life Test Configuration 

A series of accelerated life heat pipes can be designed to permit compression of life-limiting 
mechanisms from the mission duration to a period consistent with the schedule of a flight program. 
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Condenser calorimetry, using forced convection of a cooling fluid, is required to achieve the necessary 
power density and provide realistic boundary conditions for a flight system. A life test heat pipe can be 
enclosed in a metallic chamber. Mass transfer can be minimized between the heat pipe and its surround-ings 
by several artifices. A thin- walled tube welded to the cold heat pipe condenser cover mechanically attaches 
and electrically grounds the heat pipe to an Mo holding fixture. This single point of contact creates a 
low-temperature boundary that minimizes solid-state diffusion from external impurity sources. Power is 
applied to the heat pipe evaporator through a noncontact induction heating coil. The chamber is filled with 
a noble gas mixture that slowly circulates through a hot titanium getter. The gas conducts energy across a gap 
between the heat pipe condenser and a gas- or water-cooled calorimeter. Coupling between the condenser 
and the calorimeter is controlled by composition of the gas mixture. The total pressure of the gas mixture is 
kept just high enough to avoid ionization between the induction coil and the heat pipe. Low chamber gas 
pressure tends to reduce heat pipe exposure to residual impurity concentrations in the gas mixture. Heat 
pipe surface temperature is measured with a noncontact, two-band pyrometer. 

A.4 Life Test Methods 

There are several ways to establish heat pipe material system life without a full-term test. 
Unfortunately, current budgetary limitations and material availability allow comparatively few tests to 
study a few key variables. Under current constraints the relevance of subscale testing must be seriously 
considered. The best available processing procedures must be used for all pipes unless the test scope is 
greatly expanded. Contamination getters should provide margins typical of flight heat pipe designs, at 
least 10:1. A heat pipe life test matrix can be developed for a few key material combinations, operating 
temperatures, and evaporator mass fluences. Boundary conditions should be imposed on the heat pipe 
to avoid random introduction of external impurities. One remotely possible outcome of a realistic, yet 
necessarily limited, life test series might be a null result that conclusively confirms the absence of corrosion 
over the conditions considered. After such an unexpected result, it is a good idea to build a few heat pipes 
and operate them to deliberately induce corrosion or failure. Life tests that compress operating time may 
operate near boiling limit margins. Achievable compression will not be known for sure until the first 
couple of pipes are performance tested. 

A.5 Baseline Heat Pipe Life Test 

Table 13 shows one possible approach to life testing — a few heat pipes with short evaporators 
and long condensers. A long condenser serves as a proxy for a large-condenser impurity load. A similar 
impurity load can be achieved with thickened or impurity-doped condenser walls. A short evaporator 
increases mass fluence, concentrating impurities, tends to enhance impurity-induced corrosion. The 19:1 
condenser- to-evaporator length ratio is not geometrically similar to the 2: 1 ratio of the reference design. 

The size of the baseline life test series reflects the limited materials now available for heat pipes 
with comparatively long condensers. The baseline heat pipes in table 13 could be tested over a 3-yr period 
in the configuration outlined in figure 30. Unfortunately, four heat pipes are insufficient to conduct a 
meaningful G68-80 series life test. One possible test method varies mass fluence and temperature above 
the design condition. Both of these variables might change during off-nominal reactor operation, and 
characterization of their functional relationship is important. To exceed the design mass fluence over the 
3-yr period, radial heat flux is concentrated up to lOx the radial heat flux of the reference design. The short 
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Table 13. Baseline life tests. 


Heat 

Pipe 

Wall/Wick 

Material/ 

Fluid 

L J L e 

D, 

(cm) 

7 

(K) 

a(T) 

q 

(W) 

Qrad 

(W/cm 2 ) 

G 

(kg/cm 2 -s) 

t 

(hr) 

M" 

(kg/cm 2 ) 

Design 

Mo-Re/Na 

2 

1.41 

1,250 

1.00 

5,752 

22 

0.059 

105,120 

2,220 

B(1) 

Mo-Re/Na 

19 

1.41 

1,273 

1.30 

5,000 

226 

0.599 

26,280 

5,669 

B(2) 

Mo-Re/Na 

19 

1.41 

1,273 

3.74 

3,000 

136 

0.368 

26,280 

3,483 

B(3) 

Mo-Re/Na 

19 

1.41 

1,373 

1.30 

3,000 

136 

0.36 

26,280 

3,401 

B(4) 

Mo-Re/Na 

19 

1.41 

1,173 

2.25 

4,000 

181 

0.48 

26,280 

4,589 
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Figure 30. Baseline life test matrix assuming a maximum l-pm nucleation site radius. 
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evaporator and high attendant evaporator radial heat fluxes of these life test heat pipes force operation 
closer to the boiling limit than the reference design. A limited-scope perfonnance test will be required to 
demonstrate whether these high-radial heat fluxes are achievable with existing fabrication and processing 
procedures. Nondestructive testing by x-ray and ultrasound techniques can be conducted on each heat pipe 
at various intervals. At the test conclusion (after 3 yr), appropriate destructive test measurements can include 
changes in fluid composition, species distribution, and grain boundary conditions, as well as noncondensable 
gas production measured by residual gas analysis. 


A.6 Alternative Heat Pipe Life Test: Option A 

The baseline is by no means the only approach possible to life testing given the current constraints. 
Another approach that attempts to conserve available material, ease fabrication, provide more relevant data, 
and permit the use of more numerous, yet compact, test fixtures is described here. Instead of building four 
heat pipes with long condenser sections of uniform cross section, a series of ~16 short heat pipes with thick- 
walled condensers could be constructed. These short heat pipes would have similar condenser-to-evaporator 
area ratios as the reference design. Condenser impurity loading can be imposed by condenser wall thickness. 
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The boiling limit for the baseline design is invariant with condenser length, so the short heat pipes should 
perfonn identically to the longer baseline versions. 

This approach potentially offers practical and theoretical benefits. Long Mo wicks are Zr brazed to 
end plugs near 2,000 K by induction heating of a vacuum-enclosed furnace susceptor. Such an operation is 
well within the current technology base, but is time consuming to perfonn. A simpler alternative is to braze 
end plugs to shorter wicks inside a Centorr furnace. Refractory metal tubes and rods (for gun drilling) for short 
heat pipes are easier to procure and process. Precious materials are conserved for future use. Figures 31 
and 32 show wire -mesh screen requirements for the baseline and option A approaches. 
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Figure 3 1 . Baseline life test wire cloth use. 

Symbols P, N, and / represent 
performance, baseline life, and 
irradiation tests, respectively. 


Figure 32. Option A life test wire cloth use. 

Symbols P, F, G, and / represent 
perfonnance, Fisher, G68-80, and 
irradiation tests, respectively. 


Properly designed short heat pipes tested at relevant temperatures and mass fluence can be made 
geometrically similar ( LJL e ) to the reference design heat pipes. Short heat pipes form the basis for virtually 
all long-term heat pipe corrosion testing to date. 7 A series of short heat pipes permits extrapolation of 
corrosion effects of a reference design from separate tests conducted over different durations. Relevant 
information becomes available within months, not years. With this approach, destructive examination of the 
first life test heat pipe can begin within 6 mo of test initiation. In addition, testing more pipes allows better 
identification of random manufacturing and processing defects. 

Corrosion or reaction metrics can be taken for each test specimen and measurable results can be 
plotted versus time. NDE of wall and wick integrity by three-dimensional, x-ray computed tomography 
could be conducted on the entire series at 6-mo intervals. A plot of the corrosion rate versus time normally 
exhibits a slope that decreases with time; this will be experimentally verified. The long-term corrosion 


51 


rate is extrapolated from the slope near the longest test time. This method is outlined in ASTM G68-80. 4 
Conditions of an extrapolated test series can closely match those of a proposed reference. Extrapolation 
tests conducted at prototypic temperatures avoid possible ambiguity in interpreting elevated temperature 
results. 


Since the extrapolation is an accepted and defendable test practice, consideration should be given 
to following the ASTM G68-80 guidelines for initial screening of life test heat pipes for any material 
system seriously considered. 4 If time and budget constraints limit the number of life heat pipe tests, 
extrapolation should be favored over other test methods. 

Tables 14 and 15 show a possible test series consisting of ~16 short heat pipes. One or more 
experiments from an extrapolation test series could be used to cross-correlate fluence conditions with a 
Fisher multifactor star design test series conducted at various temperatures and fluences. 3 Such life tests can 
establish and isolate corrosion trends as a function of temperature and mass fluence. Figures 33 and 34 plot 
the heat flux, fluence, and temperature relations for the combined test series. 


Table 14. Option A life tests Fisher series. 


Heat 

Pipe 

Wall/Wick 

Material/ 

Fluid 

LAe 

D, 

(cm) 

7 

(K) 

a(T) 

9 

(W) 

Qrad 

(W/cm 2 ) 

G 

(kg/cm 2 -s) 

t 

(hr) 

M" 

(kg/cm 2 ) 

Design 

Mo-Re/Na 

2 

1.41 

1,250 

1.00 

5,752 

22 

0.059 

105,120 

2,233 

F(-4) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

5,000 

226 

0.599 

26,280 

5,669 

F(— 3) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

1,000 

45 

0.120 

26,280 

1,134 

F(— 2) 

Mo-Re/Na 

3 

1.41 

1,373 

3.74 

3,000 

136 

0.368 

26,280 

3,483 

F(— 1) 

Mo-Re/Na 

3 

1.41 

1,173 

0.38 

3,000 

136 

0.351 

26,280 

3,321 

F(0) 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

26,280 

3,401 

F(1) 

Mo-Re/Na 

3 

1.41 

1,223 

0.72 

2,000 

90 

0.237 

26,280 

2,241 

F(2) 

Mo-Re/Na 

3 

1.41 

1,223 

0.72 

4,000 

181 

0.474 

26,280 

4,481 

F(3) 

Mo-Re/Na 

3 

1.41 

1,323 

2.25 

2,000 

90 

0.243 

26,280 

2,295 

F(4) 

Mo-Re/Na 

3 

1.41 

1,323 

2.25 

4,000 

181 

0.485 

26,280 

4,589 


Table 15. Option A life tests G68-80 series. 


Heat 

Pipe 

Wall/Wick 

Material/ 

Fluid 

LAe 

D, 

(cm) 

7 

(K) 

a(T) 

q 

(W) 

Qrad 

(W/cm 2 ) 

G 

(kg/cm 2 -s) 

t 

(hr) 

M" 

(kg/cm 2 ) 

Design 

Mo-Re/Na 

2 

1.41 

1,250 

1.00 

5,752 

22 

0.059 

105,120 

2,233 

G-1 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

4,380 

567 

G-2 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

8,760 

1,134 

G-3 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

13,140 

1,701 

G-4 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

17,520 

2,267 

G-5 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

21,900 

2,834 

G-6 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

26,280 

3,401 

G-7 

Mo-Re/Na 

3 

1.41 

1,273 

1.30 

3,000 

136 

0.360 

30,660 

3,968 
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These test series attempt to systematically understand heat pipe corrosion behavior at several 
temperatures and mass fluences. Conditions for the Fisher test (table 14) represent a two factor 
(2 2 +2 x2+l) central composite configuration, with temperature and radial heat flux to the evaporator 
as the two controlled factors. Assuming corrosion is measurable and adequate and forensics are conducted, a 
multifactor response surface can be developed from this heat pipe corrosion test. In this case, results from 
the partial two-level factorial test series can identify first-order effects and interactions between the two 
factors and estimate second-order curvature effects in the data. 3 




Figure 33. Option A life test design compared 
to boiling limits at two-nucleation 
site radii. 


Figure 34. Option A life test matrix assuming 
a maximum l-|im nucleation 
site radius. 
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APPENDIX B— HEAT PIPE WICK PROCUREMENT SPECIFICATION 


B.l MSFC IFMP Procurement Specification for Heat Pipe Wick Assembly Fabrication 

Description — Manufacture complete heat pipe wick assemblies from refractory metal material. 

Quantity — 18 units. 

Material — Government-supplied Mo-5%Re mesh and 0.5 -in-diameter Mo-44. 5%Re rod stock. 

Delivery — ARO 1 8-22 wk. 

Potential Suppliers: 

• Advanced Methods and Materials 

1190 Mountain View-Alviso Rd. 

Suite P 

Sunnyvale, CA 94089 

POC: Peter Ring (408-745-7772) 

• Refrac Systems 
7201 W. Oakland St. 

Chandler, AZ 85226-2434 

POC: Norm Hubele (480-940-0068) 

Source — Competitive (not planning on using a sole source). 

B.2 Wick Assembly Fabrication Specifications 

After final acceptance of completed wick assemblies, they will be shipped to an MSFC-specified 
contractor facility. Previous experience fabricating similar hardware components using refractory metal 
(Mo-Re alloy) mesh material is a significant technical benefit for vendors. The vendor will state relevant 
experience, procedures, etc. in their response with references of past work and the overall success of these 
past projects. Heat pipe wick assembly will be fabricated with specifications listed in section B.2. 1 . 

B.2.1 General Specifications 

(1) The wick will be fabricated from Mo-5%Re wire cloth with a 400 x 400 mesh and nominal wire 
diameter of 0.001 in provided by NASA or its representative. 
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(2) The wire cloth will be chemically cleaned before processing to remove trace impurities such 
as iron and carbon. The chemical cleaning steps will be discussed with and approved by MSFC. A sample 
procedure is provided in section B.3. 

(3) During cleaning, the wire cloth material will also be vacuum- or hydrogen-fired (hydrogen 
dewpoint less then -77 °C), the nature of which will be discussed with and approved by MSFC. During 
heat treatments, the material will be kept within the cumulative time -temperature envelope, shown in 
section B.4, to prevent recrystallization of the Mo-5%Re material. (This includes multiple heat-treat steps 
at different temperatures.) The total number of heat treatments and temperature/time of exposures must be 
discussed with and approved by MSFC. A sample fabrication process flow is provided in section B.5. 

(4) The finished wicks will be composed of seven layers of mesh material that has been drawn or 
swaged with appropriate procedures discussed with and approved by MSFC to the final dimensions as follows: 
0.481-in outside diameter and 0.453-in inside diameter (dimensional tolerance specified in fig. 35, vendor 
will discuss capabilities with MSFC). The fabricated wick length will be sufficiently long enough to allow 
material samples to be taken at various fabrication steps (as necessary) for purity measurements and cut 
to provide a number of final wick products. Estimated wick length is 12.5 in; final exact length will be 
discussed and approved by MSFC. 

(5) Wick straightness will be 0.01 in/ft maximum with wick outside diameter variation not to 
exceed +0.000/-0.005 in. Ovality (diameters at any cross section) will not violate the tolerance set by the 
wick outside diameter. 

(6) The wick maximum pore radius will be <35 |im once final drawing/swaging has been 
completed. Bubble-point tests with pure ethyl alcohol will be performed on each wick tube to verify pore 
radius after fabrication of the wick. Error limits for radius measurement will be within 10% of measured 
value. Any wick that does not meet the pore size requirement will be marked as defective and set aside. 

(7) The condenser end of the wick will remain open. 

(8) Fabricate evaporator end plugs from Mo-44. 5%Re alloy material supplied by MSFC and 
custom fit to each wick tube that passes bubble-point test criteria. The vendor will provide design options 
for the wick evaporator plug that are suitable for crimp attachment of the wick (engineering drawing in 
fig. 35 serves as a baseline). The proposed design/attachment technique will be supplied to MSFC for 
discussion and approval. 

(9) The maximum pore radius of the final wick assembly (wick with attached evaporator plug) 
will be < 35 pm. Bubble-point tests with pure ethyl alcohol will be performed on each final wick assembly 
to verify pore size. Any wick assembly that does not meet the pore size requirement will be marked as 
defective and set aside. The wick tube will be cleaned by hydrogen firing with a hydrogen dewpoint of less 
than -77 °C) as discussed and approved by MSFC (any heating process will conform to predetermined 
time-temperature requirements so as not to result in recrystallization of the Mo-5%Re mesh; see item (3). 
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I— 

NOTES: 

1) TARGET DIMENSIONAL SPECIFICATIONS: STRAIGHTNESS +/-0.0107FT. TUBE OD 

i 0.000/-0.005”, OVALITY (OD AT ANY CROSS-SECTION) NOT TO EXCEED OD TOLERANCE. 

2) CLEANING METHODS - CHEMICAL, VACUUM AND HYDROGEN FIRING (INTERVALS AND 
PROCEDURES TO BE DEVELOPED DURING PROCESS). 

3) FOR ALL HEAT TREATMENTS THE TIME AND TEMPERATURE SHALL BE TRACKED TO 
PREVENT RE-CRYSTALLIZATION OF THE Mo-5%Re MATERIAL (PROCEDURES SHALL BE 
COORDINATED WITH MSFC). 

- 1) FINAL WICK SHALL BE COMPOSED OF 7 LAYERS OF SCREEN MESH MATERIAL 
FORMED USING DRAWING OR SWAGING TECHNIQUES (TECHNIQUE TO BE DISCUSSED 
WITH MSFC). 

5) WICK SHALL BE BUBBLE POINT TESTED (PORE RADIUS OF 35 MICRON). 

6) CUSTOM FABRICATE/FIT EVAPORATOR PLUGS TO WICKS USING CRIMP OR OTHER 
TECHNIQUE TO BE DEVELOPED AND COORDINATED WITH MSFC. 

7) CHEMICAL COMPOSITION TESTING TO VERIFY PURITY OF MATERIALS AT SELECT 
INTERVALS SHALL BE ESTABLISHED AND COORDINATED WITH MSFC (LECO, GDMS OR 
OTHER SUITABLE METHODS). 

3) MANUFACTURING SHALL PROVIDE SUFFICIENT MATERIAL FOR PURITY 
MEASUREMENTS AND WITNESS SAMPLE TO BE SHIPPED WITH FINAL PRODUCT. 

_ 9) PACKAGE AND SHIP COMPLETED WICK ASSEMBLIES INSIDE DRY INERT GAS 
CARRIERS IN THE NON RE-CRYSTALLIZED CONDITION. 


BASELINE PLUG SHAPE - - 
CAN BE CHANGED TO 
BETTER ACCOMODATE 
ATTACHMENT TECHNIQUE 




J MARTIN 


UHtCKED 

11/19/2004 



MFG 









MARSHALL SPACE FLIGHT CENTER (MSFC) EARLY 
FLIGHT FISSION - TEST FACILITY (EFF-TF) HUNTSVILLE, 
AL 35812 


LIFE TEST HEAT PIPE MODULE 
ASSEMBLY 

I&W6 N6 

300 - WICK STRUCTURE 


' SCALE ! 

T 


Figure 35. Wick assembly drawing. 


(10) Material chemical composition tests (measured in weight parts per million) to determine purity 
will be performed on the wick material at major manufacturing steps to assess introduction of impurities and 
quality of the final product (using a LECO elemental analyzer, GDMS, or other suitable method). Initially, 
the as-received material will be randomly sampled. Additional sampling intervals during wick development 
(first several units) include required steps (b) and (e) and the recommended but not required steps (a), (c), 
and (d) as follows: 


(a) Random sampling of mesh material after chemical cleaning. 

(b) Random sampling of mesh material after vacuum/hydrogen cleaning. 

(c) Sample wick material after mandrel dissolution. 

(d) Sample wick assembly after plug attachment. 

(e) Sample final wick assembly after bubble-point testing and hydrogen-fire cleaning using 
any excess wick material on the wick assembly or any excess wick tube material from the lot that has 
accompanied the process as a witness sample. Hydrogen gas used in firing will have a dewpoint less than 
-77 °C. 
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Required sample intervals for wick production are as follows: 

(a) Sample final complete wick assembly after bubble-point testing and hydrogen-fire cleaning 
using any excess wick material on the wick assembly or any excess wick tube material from the lot that 
has accompanied the process as a witness sample. Hydrogen gas used in firing will have a dewpoint less 
than -77 °C. 

The maximum acceptable and target concentrations of each impurity are listed in table 16. Error 
limits for purity measurements will be within 10% of measured value. The chemical composition will be 
documented for all testing and provided to MSFC. 


Table 16. Impurity chemical composition (acceptable) final wick assembly. 


Element 

Maximum 

Acceptable 

(wppm) 

Target 

(wppm) 

0 

220 

<25 

C 

85 

<20 

N 

100 

<5 

H 

50 

<3 

Ca 

7 

<7 

Fe 

130 

<50 

Ni 

160 

<50 

W 

300 

<100 

Si 

30 

<10 

Mg 

10 

<10 

Mn 

4 

<4 

Co 

30 

<30 

Sn 

20 

<20 

B 

20 

<10 


(11) Figure 35 provides an engineering drawing for the wick/wick assembly. 

(12) Wick assemblies will be cut to the specified final length prior to packaging and shipment. 
The residual wick material (2 in or more drawn from each processed assembly) will be packaged with 
appropriate identification so that it can be matched to the final wicks produced from that drawing 
process. The residual wick material will be used to document the purity of each wick assembly at an 
MSFC-designated contractor facility. 

(13) Final wick assemblies will be delivered to an MSFC-designated contractor facility. Wick 
assemblies (with cutoff residual material) will be transported inside inert gas carriers in the uncrystallized 
condition. Witness tests on the residual material will be conducted at the MSFC-designated contractor 
facility to verify wick assembly purity (FECO elemental analyzer or other suitable method) and on the 
wick assemblies to verify maximum pore size (bubble point). For final review/acceptance, the vendor will 
generate and supply to MSFC “how they did it” documentation for the assembly operation (no proprietary 
processing) with the results of purity testing, dimensional tolerance checks, bubble-point testing, cleaning, 
and final assembled weight for each completed heat pipe. 
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B.3 General Cleaning Procedure for Mo and Mo-Re Parts 

(1) Wash the piece in PF solvent, an R1 13 substitute, until all signs of grease have been removed. 

(2) Soak piece for 1-2 min in one part by volume HC1 and one part by volume deionized water 
(target of 10 MQ-cm or better) to remove residual iron surface impurities. 

(3) Soak piece for 5 min in caustic cleaning solution consisting of 1 1 parts by volume deionized 
water (target of 10 MQ-cm or better), 1 part by volume NaOH, and 1 part by volume H 2 0 2 . Remove piece 
from caustic bath. Replenish or replace solution as required. 

(4) Wash part in hot deionized water (target of 10 MQ-cm or better) for at least 5 min. 

(5) Repeat steps (3) and (4) three times. 

(6) Rinse the piece in ethanol inside an ultrasonic cleaner for 5 min. 

(7) Vacuum fire or hydrogen fire part as appropriate using not-to-exceed time-temperature relation 
given in section B.4. Hydrogen gas used in firing will have a dewpoint less than -77 °C. 


B.4 Time- Temperature Relation for Mo-5%Re Material 


To prevent recrystallization of the Mo-5%Re wick materials, the cumulative time at temperature 
must be assessed for all expected heat treatments, as shown in table 17. For multiple heat-treat steps at 
different temperatures, the following relation will apply: 


2 



(45) 


where i l is the time at temperature, 7) for a given step, and z m is the maximum time at temperature for the 
given step. 
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Table 17. Mo-5%Re cumulative time at temperature. 


Temperature 

(K) 

Maximum Time 
at Temperature 
(min) 

1,000 

2,049.0 

1,010 

1 ,448.9 

1,020 

1,031.6 

1,030 

739.3 

1,040 

533.2 

1,050 

387.0 

1,060 

282.6 

1,070 

207.6 

1,080 

153.3 

1,090 

113.9 

1,100 

85.1 

1,110 

63.9 

1,120 

48.2 

1,130 

36.5 

1,140 

27.9 

1,150 

21.3 

1,160 

16.4 

1,170 

12.7 

1,180 

9.8 

1,190 

7.7 

1,200 

6.0 

1,210 

4.7 

1,220 

3.7 

1,230 

2.9 

1,240 

2.3 

1,250 

1.9 

1,260 

1.5 

1,270 

1.2 

1,280 

1.0 

1,290 

0.8 

1,300 

0.6 


B.5 Sample Process Flow for Heat Pipe Wick Fabrication Simplified Process Flow 

(1) Inspect and lay out supplied mesh (received condition). 

• Required random material chemical/purity sampling. 

(2) Chemically clean supplied mesh. 

(3) Vacuum-/hydrogen-fire supplied mesh. 

• Required random material chemical/purity sampling of supplied mesh material 
(during the development process of first several assemblies). 

(4) Fabricate mandrels and sheaths. 
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(5) Clean mandrels and sheaths. 

(6) Mount mesh material on mandrel. 

(7) Draw. 

(8) Clean any lubricants used in process. 

(9) Remove mandrel and sheath. 

(10) Bubble-point formed wick tube. 

(11) Attach evaporator plug to wick tube. 

(12) Bubble-point wick tube. 

(13) Hydrogen-fire wick assembly. 

• Required material chemical/purity sampling of extra wick material carried through 
the process. 

(14) Pack unit for shipment to MSFC. 
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APPENDIX C— HEAT PIPE MATERIAL PROCUREMENT SPECIFICATION 


C.l IFMP Procurement Specification for Mo-Based Refractory Material 

Description — Procure refractory material — Tube and rod stock. 

Material — Refractory Mo-44. 5%Re or Mo-47. 5%Re material. 

Quantity — Listed in specification section. 

Delivery — ARO 16-20 wk. 

Potential Suppliers: 

• Rhenium Alloys, Inc. 

1190 Mountain View-Alviso Rd. 

1329 Taylor Street 
Elyria, OH 44036-0245 

POC: Todd Leonhardt (440-365-7388 ext. 243) 

• Rembar Compay, Inc. 

PO. Box 67 

67 Main Street 

Dobbs Ferry, NY 10522 

POC: Walter Pastor (914-693-2620) 

• Schwarzkopf Technologies Corp. 

115 Constitution Blvd. 

Franklin, MA 02038 

POC: Sales (800-782-6659) 

• H.C. Starck 
460 Jay St. 

Coldwater, MI 49036 
POC: Sales (201-438-9000) 

Source — Competitive (not planning on using a sole source). 
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C.2 Material Specification 


Mo-Re alloy tube and rod stock will be produced with a baseline Re composition of either 44.5% 
or 47.5% (weight percentage — the final composition to be specified by MSFC). The material for the rod 
and tube products can be formed by powder metallurgy or arc cast, provided that the final drawn/swaged 
and machined tube and rod stock is fully dense. Previous experience manufacturing similar material shapes 
from various Mo-Re alloys is a significant technical benefit for the vendor. The vendor will state relevant 
experience, capability, and manufacturing specifications/guidelines in their response. 

Material processing specifications will include the following: 

• Straightness and ovality — ASTM A269, A213, or equivalent. 

• Mo alloy (rod, bar, wire) — ASTM B387. 

• Estimate the average grain size of metals — ASTM El 12. 

• Density measurement/microstructure technique/specification — determine ductility of final product, 
procedure/specification to be provided by the vendor. 

• Porosity measurement technique/specification — determine ductility of final product, procedure/ 
specification to be provided by the vendor. 

• Bending test technique/specification — determine ductility of final product, procedure/specification to be 
provided by the vendor. 

C.2.1 Dimensional 

Material stock will conform to the following requirements (vendor will state what they are capable 
of providing): 

• Permissible variations in outside diameter ±0.005 in. 

• Permissible variation in wall thickness for tubing is ±10%. 

• Permissible ovality variations in tubing diameter at any cross section cannot exceed the variation in 
outside diameter given above. 

• Permissible straightness is 0.010-in/ft length for 5/8-in-diameter tubes and 0.05 in/ft for 1 /4-in-diameter 
tubes. 

• Surface roughness on all tube and rod stock will be 64-125 pin. 

• The use of centerless grinding results in a permissible diameter reduction of the outside diameter to 
± 0.003 in; however, permissible variation in wall thic kn ess must be maintained in the case of tubing. 
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C.2.2 Metallurgical 


The Mo-Re alloy material for both tubing and rod stock will be processed to conform to the 
following requirements: 

• All material stock will have no interconnecting porosity that would serve as a leak path to He. 

• All material stock will be uniform and free of defects/imperfections such as draw marks, cracks, splits, 
voids, dimples, etc. on both the inner and outer surfaces impacting the use and performance of the parts. 

• All material stock will be free of surface and embedded contamination such as residues and films that 
might be introduced during the fabrication processes, handling, furnace treatments, and chemical 
cleaning/rinsing. 

• All material stock will be furnished in the annealed temper condition with a hardness range to be 
provided by the vendor to MSFC for approval. 

• All material stock can show no more than 1 % microstructure as deformation twins of platelet morphology. 
For the Mo-47. 5%Re alloy, it can contain up to a 5% nodular sigma phase (hard and brittle intermetallic 
compound). For the special alloy Mo-44. 5%Re, no sigma phase is present. 

• The vendor will provide details regarding the smallest average grain size they are capable of providing 
in all products (a maximum average grain size of 0.0015 in or smaller is desirable). The vendor will 
identify a method to be used to quantify the grain size and discuss with MSFC. 

• Ductility tests will be perfonned to verify ductility of product (from material batch). For tubing, this 
could possibly consist of cutting out a piece of the wall and then bending to a specification. The vendor 
will detennine method and then discuss with MSFC. 

• For all Mo-Re alloys, the percentage of Re will be ±0.3% by weight or better. 

C.2.3 Material Density Sampling 

Random sampling will be performed for each material batch from which the tubing and rod stock 
is produced. In addition, density sampling will be performed on all final drawn/swaged tube and rod stock 
to determine effect of processing — documenting the final product density with a target of fully dense. The 
vendor will provide technique/specification and discuss with/get approval from MSFC. 

C.2.4 Chemical Composition 

Random material purity sampling will be performed for initial material batch from which the tube 
and rod stock is produced. In addition, purity tests on all final drawn/swaged and cleaned tube and rod 
stock (of drawn length) will be performed, documenting the final purity of the product. The test method 
will conform to LECO elemental analyzer and GDMS or other acceptable methods (will be discussed with 
and approved by MSFC) to examine both bulk and surface compositions. The maximum acceptable and 
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target concentrations of each impurity for powder metallurgy material is listed in table 18. Error limits for 
purity measurements will be within 10% of measured value. The balance of material will be Mo and Re 
with the weight percentage of Re at ±0.3% of the prescribed composition (44.5% or 47.5%). 


Table 18. Impurity chemical composition (acceptable) final heat 
Mo-Re alloy material (PM). 


Element 

Maximum 

(wppm) 

Target 

(wppm) 

0 

20 

<10 

C 

20 

<10 

N 

30 

<3 

H 

25 

<1 

Ca 

7 

<5 

Fe 

75 

<20 

Ni 

50 

<20 

W 

300 

<100 

Si 

30 

<10 

Mg 

10 

<10 

Mn 

4 

<4 

Co 

30 

<30 

Sn 

20 

<20 

B 

20 

<10 


For arc cast Mo-Re alloy material, the concentration of oxygen will be maintained at 20 ppm while that of 
carbon can range from 40 to 80 ppm. 

C.2.5 Cleaning 

To ensure the purest material stock possible, cleaning will be performed as necessary during 
processing. The material can be chemically, vacuum/hydrogen fired (hydrogen dewpoint less than -77 °C), 
or other to accomplish this task. Specific selection and documented procedures will be provided by the 
vendor and discussed with MSFC for approval (a general sample chemical cleaning specification is 
provided in section C.4). 

C.2.6 Leak Checking 

Leak checking will be perfonned to verify leak tightness of all heat pipe components. Tubing and 
welded assemblies will be checked with an He mass spectrometer leak detector with a sensitivity capable of 
detecting leaks rates of 1 x 10 l() std-cc/s of He or lower. All of the tubing (100%) will be leak tested and any 
defective units identified. Corrective action to repair units with leakage will be discussed and approved 
by MSFC. 

C.2.7 Final Acceptance and Packaging 

All tube and rod stock will be verified to conform to required size, quantity, purity, density, leak 
tightness, and microstructure. Process controls will be in place that document these items and enable 
tracing of material lots. This documentation will be provided to MSFC for acceptance. All materials 
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will be packaged in containers that are accepted by common carriers for safe transport and provide the 
following: (1) Sufficient protection to protect against damage during shipment, (2) cleanliness of the 
product and prevention of oxidation, and (3) safe transport at the lowest cost rate. All items will be shipped 
to either MSFC or a designated contractor facility. 

C.3 Material Size and Quantity Specifications 

The quantity for all items has been increased above the required estimate by 5% to account for 
production waste and machining as follows with the total price estimated on best available data: 

• Item 1 

- Quantity = 246 in — Final product in 13.25-in lengths or multiples. 

- OD = 0.625-in tube. 

- Wall = 0.05 in. 

• Item 2 

- Quantity = 38 in — Final product lengths in multiples of 2 in. 

- OD = 0.625-in tube. 

- Wall = 0.03 in. 

• Item 3 

- Quantity = 86 in — Final product lengths in multiples of 1.5 in. 

- OD = 0.5-in tube. 

- Wall = 0.03 in. 

• Item 4 

- Quantity =114 in — Final product lengths in multiples of 6 in. 

- OD = 0.25-in tube. 

- Wall = 0.03 in. 

• Item 5 

- Quantity = 48 in — Final product lengths in multiples of ~12 in. 

- OD = 0.625 in rod. 

• Item 6 

- Quantity = 20 in — Final product lengths in multiples of ~12 in. 

- OD = 0.5-in rod. 

• Item 7 

- Quantity = 20 in — Final product length in multiples of ~12 in. 

- OD = 0.05-in rod. 

• Item 8 

- Quantity = 20 in 2 — Minimum size to cut out 1-in 2 items. 

- THK = 0.03-in sheet. 
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C.4 General Cleaning Procedure for Mo and Mo-Re Parts 

(1) Wash the piece in PF solvent, an R1 13 substitute, until all signs of grease have been removed. 

(2) Soak piece for 1-2 min in one part by volume HC1 and one part by volume deionized water 
(target of 10 MQ-cm or better) to remove residual iron surface impurities. 

(3) Soak piece for 5 min in caustic cleaning solution consisting of 1 1 parts by volume deionized 
water (target of 10 MQ-cm or better), 1 part by volume NaOH, and 1 part by volume H 2 0 2 . Remove piece 
from caustic bath. Replenish or replace solution as required. 

(4) Wash part in hot, deionized water (target of 10 MQ-cm or better) for at least 5 min. 

(5) Repeat steps (3) and (4) three times. 

(6) Rinse piece for 5 min in ethanol inside an ultrasonic cleaner. 
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APPENDIX D— HEAT PIPE FABRICATION/ASSEMBLY PROCUREMENT SPECIFICATION 


D.l IFMP Procurement Specification for Fabrication of Mo- Alloy Heat Pipe Units 

Description — Procure assembled refractory metal Mo alloy-based heat pipe units. 

Material — Refractory material and wick assemblies supplied by MSFC (unless otherwise specified in the 
specifications). 

Quantity — 18 units. 

Delivery — ARO 16-20 wk. 

Potential Suppliers: 

• Advanced Methods and Materials 
1190 Mountain View-Alviso Rd. 

Suite P 

Sunnyvale, CA 94089 

POC: Peter Ring (408-745-7772) 

• Refrac Systems 
7201 W. Oakland St. 

Chandler, AZ 85226-2434 

POC: Norm Hubele (480-940-0068) 

• Lockheed-Martin 
Denver, CO 

POC: Suraj Rawal (303-971-9378) 

Source — Competitive (not planning on using a sole source). 

D.2 Heat Pipe Layout Specification 

Heat pipe units will be fabricated from Mo-Re alloy with a baseline Re composition of either 
44.5% or 47.5%. The engineering drawings, provided in figures 36 and 37, detail the hardware layout. The 
Mo-Re heat pipe material and completed wick assemblies will be supplied by MSFC or its representative. 
The heat pipes will also be equipped with a getter pack located in the evaporator plug. The contractor will 
purchase the Zr materials required for getter construction as part of this contract. The final output is a fully 
assembled and cleaned heat pipe unit that is ready for loading with an alkali metal working fluid. 
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It is a significant technical benefit if the vendor has previous experience manufacturing similar 
material shapes from various Mo-Re alloys. The vendor will state relevant experience, capability, and 
manufacturing specifications/guidelines in their response. 

D.2.1 Material and assembly specifications include the following: 

• Straightness and ovality — ASTM A269 (or equivalent). 

• Mo alloy (rod, bar, wire) — ASTM B387 (or equivalent). 

• Other applicable machining techniques/specifications: 

- Determine ductility of final product, procedure/specification to be provided by the vendor. 

• Sample EB welds (or other applicable process). 

- Perfonned to verify room temperature ductility of final closeout welds; vendor will supply methods to 
test and verify. 



Figure 36. Heat pipe unit layout. 
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_l_ 

NOTE: 

1) STACK 31 - 0.005 THK ZIRCONIUM DISKS THROUGH ALIGNMENT RODS. 

2) EACH DISK IS SEPARATED BY A 0.005" THK ZIRCONIUM WASHER. 

3) CLEANING OF GETTER PACK PER PROCEDURES APPROVED BY MSFC (CLEANING MAY INCLUDE 
CHEMICAL. VACUUM AND HYDROGEN FIRING TECHNIQUES). 

4) SPECIFICATIONS FOR ZIRCONIUM MATERIAL SHALL BE PROVIDED TO MSFC FOR REVIEW. 

5) ALIGNMENT RODS AND RETAINER DISK HELD IN PLACE WITH LASER WELD OR EQUIVALENT IN 
VACUUM/INERT ENVIRONMENT. 
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Figure 37. Heat pipe getter pack. 


D.2.2 Dimensional 

The material stock should conform to the following target requirements (as provided by MSFC 

material vendor): 

• Permissible variations in outside diameter ±0.005 in. 

• Permissible variation in wall thickness for tubing is ±10%. 

• Pennissible ovality variations in tubing diameter at any cross section cannot exceed the variation in 
outside diameter given above. 

• Permissible straightness is 0.01 in/ft length for 5/8-in-diameter tubes and 0.05 in/ft for 1/4-in-diameter 
tubes. The use of centerless grinding provides for a permissible variation in the outside diameter to 
± 0.003 in; however, the permissible variation in wall thickness must be maintained in the case of tubing. 
Deviations will be documented and discussed with MSFC for determination of course of action by the 
heat pipe fabrication vendor (machining, straightening, material rejection, etc.). 
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D.2.3 Surface Roughness 

All tube and rod stock provided by MSFC will have a 64-125 pin surface finish in the as-received 
condition. The contractor during fabrication will machine the outer surface of all heat pipe components 
(tubeand rod) to a surface finish of 64 pin or better. The inner surface of all heat pipe components (tube and 
rod) will be machined to a surface finish of 32 pin or better. The exception is the inner surface of the heat pipe 
outer tube (dwg No. 100-HEAT PIPE, item 104) that will be honed to a surface finish of 1-16 pin. 

D.2.4 Wick Assembly Verification 

The wick assemblies will be received in ready-to-install condition from either MSFC or a specified 
contractor. Each assembly will include a residual wick piece 2 in or longer to be used in purity tests. These 
assemblies will be provided by MSFC in a clean condition and contained in inert gas carriers with the Mo- 
5%Re wick material in an uncrystallized condition. Upon receipt, the contractor will visually inspect the 
wick assemblies to identify potential shipping damage. During inspection, the wicks will be handled in a 
clean, inert environment to minimize potential contamination. After inspection, the wick will be stored in 
the inert gas carriers in a safe location. Two specific tests on the as-received, completed wick assemblies 
will be conducted by the contractor as follows: 

(1) Bubble-point testing will be performed using pure ethyl alcohol with a maximum acceptable 
pore radius of 35 pm. Any wick assembly that does not meet the pore size requirement will be identified 
and set aside. This process will be documented and results provided to MSFC. 

(2) Material chemical analysis will be perfonned on a section of residual wick material and provided 
with each lot of wick assemblies. Residual material that serves as a witness sample should be marked using 
a LECO elemental analyzer, GDMS, or other suitable method to identify which assemblies it belongs 
with, the composition documented, and the results provided to MSFC. The maximum acceptable and 
target concentrations of each impurity for the MSFC-supplied wick assemblies are listed in table 19. The 
as-received wick assembly chemical analysis will be available to the vendor for comparison. 

Table 19. Impurity chemical composition (acceptable) 
wick assembly. 


Element 

Maximum 

Acceptable 

(wppm) 

Target 

(wppm) 

0 

220 

<25 

C 

85 

<20 

N 

100 

<5 

H 

50 

<3 

Ca 

7 

<7 

Fe 

130 

<50 

Ni 

160 

<50 

W 

300 

<100 

Si 

30 

<10 

Mg 

10 

<10 

Mn 

4 

<4 

Co 

30 

<30 

Sn 

20 

<20 

B 

20 

<10 
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D.2.5 Chemical Composition 


Material purity sampling will be performed (all but getter pack/wick) during the assembly 
development phase for the first several heat pipe units processed. Material purity tests (measured in 
weight parts per million) will be performed on components at major assembly steps to determine the 
introduction of impurities and the quality of the final product. The test method will be LECO elemental 
analyzer, GDMS, or other acceptable method to examine bulk and surface impurities (will be discussed 
with and approved by MSFC). The maximum acceptable and target concentrations of each impurity for the 
MSFC-supplied materials is listed in table 20. The as-received material chemical analysis will be available 
to the heat pipe assembly contractor and serve as a baseline to monitor the fabrication process (objective 
is to have no to minimal pickup of impurities during processing). Sampling intervals during development 
of the process (first several heat pipe units) includes the following potential steps: 

• Random sampling of supplied stock (based on lots) recommended. 

• Required — Surface sampling of assembled heat pipe components prior to final assembly (just prior 
to welding). 

• It is recommended that a sample material item subjected to similar machining, cleaning, and other 
processing serve as a witness piece and be carried through the initial production sequence and monitored 
to get an idea of any contamination pickup. 

• Sampling interval for heat pipe production: 

- Surface sampling of complete assembled heat pipes (random locations) after final cleaning and just 
prior to packaging for shipment. 

The fabrication process will be devised so as to introduce no additional impurities above the 
as-received condition. Error limits for purity measurements will be within 10% of the measured value. 

Table 20. Impurity chemical composition (acceptable) 
final heat Mo-Re alloy material (PM). 


Element 

Maximum 

(wppm) 

Target 

(wppm) 

0 

20 

<10 

C 

20 

<10 

N 

30 

<3 

H 

25 

<1 

Ca 

7 

<5 

Fe 

75 

<20 

Ni 

50 

<20 

W 

300 

<100 

Si 

30 

<10 

Mg 

10 

<10 

Mn 

4 

<4 

Co 

30 

<30 

Sn 

20 

<20 

B 

20 

<10 
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D.2.6 Cleaning 

Each of the heat pipe components and completed assemblies will be chemically cleaned and / 
or vacuum-hydrogen fired as specified in procedures (to be discussed with and approved by MSFC). A 
sample general Mo-Re chemical cleaning specification is provided in section D.3. Each individual part 
will be cleaned by vacuum-hydrogen firing (does not include the wick/getter pack) once final machining is 
completed and prior to EB welding. The final heat pipe configuration with installed wick assembly will be 
cleaned by hydrogen firing (to be discussed with and approved by MSFC). During any heat treatments that 
involve the wick assembly, the unit will be kept within the cumulative time-temperature envelope, shown in 
section D.4, to prevent recrystallization of the Mo-5%Re material. (This includes multiple heat-treat steps 
at different temperatures and past history.) The total number of heat treatments and temperature/time of 
exposures must be discussed with and approved by MSFC. After final cleaning of the complete heat pipe 
units, they will be charged (internally) with 1-atm, dry, oil-free Ar (99.999% pure) and the fill stem sealed 
using a Swagelok compression-type fitting. Specific chemical cleaning procedures for the Zr getter pack 
with to-be-approved process that will be discussed with and approved by MSFC. Hydrogen gas used in 
firing to have a dewpoint less than -77 °C. 

D.2.7 Leak Checking 

Leak checking will be performed to verify leak tightness of all heat pipe components. Tubing and 
welded assemblies will be checked with an He mass spectrometer leak detector with a sensitivity capable 
of detecting leaks rates of 1 x ICE 3 * * * * * * 10 std-cc/s of He or lower. All components (100% of the heat pipe units) 
will be leak tested and any defective units identified. Corrective action to repair units identified to leak 
will be discussed with and approved by MSFC. A minimum of three leak-check intervals (to be used on 
all heat pipes) are identified: 

(1) After EB welding the heat pipe outer tube (dwg. No. 100-HEAT PIPE, item 104) to the 
evaporator plug (dwg. No. 100-HEAT PIPE, item 101), the wick assembly has not been installed. 

(2) After EB welding the fill stem tube (dwg. No. 100-HEAT PIPE, item 103) to the condenser 
plug (dwg. No. 100-HEAT PIPE, item 102). 

(3) After closeout the complete heat pipe assembly — The final EB weld of the heat pipe outer tube 

(dwg. No. 100-HEAT PIPE, item 104) to the condenser plug (dwg. No. 100-HEAT PIPE, item 102). 

D.2.8 Final Acceptance and Packaging 

Documentation will be generated for all specific process steps/operations including how they did it 

(no proprietary processing), results of purity, dimensional tolerances checks, leak testing, cleaning, and final 

assembled weight; documentation for each completed heat pipe will be provided to MSFC for final review/ 

acceptance. The complete heat pipe units, after acceptance, will be packaged inside inert gas protective 
transport carriers (type of transport will be discussed with MSFC); the Mo-5%Re wick assemblies will 
remain in the uncrystallized condition (cumulative time/temperature heat treatments that have involved the 
wick structure have not exceeded limits to be discussed and approved by MSFC). Additionally, section D.5 

lists a sample process flow for the fabrication and assembly process. 
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D.3 General Cleaning Procedure for Mo and Mo-Re Parts 

(1) Wash piece in PF solvent, an R1 13 substitute, until all signs of grease have been removed. 

(2) Soak piece for 1-2 min in one part by volume HC1 and one part by volume deionized water 
(target of 10 MQ-cm or better) to remove residual iron surface impurities. 

(3) Soak piece for 5 min in caustic cleaning solution consisting of 1 1 parts by volume deionized 
water (target of 10 MQ-cm or better), 1 part by volume NaOH, and 1 part by volume H 2 0 2 . Remove piece 
from caustic bath. Replenish or replace solution as required. 

(4) Wash part in hot, deionized water (target of 10 MQ-cm or better) for at least 5 min. 

(5) Repeat steps (3) and (4) three times. 

(6) Rinse piece for 5 min in ethanol inside an ultrasonic cleaner. 

(7) Vacuum fire or hydrogen fire part as appropriate using not-to-exceed time-temperature relation 
given in section D.4). Hydrogen dewpoint will be less than -77 °C. 


D.4 Time- Temperature Relation for Mo-5%Re Material 


To prevent recrystallization of the Mo-5%Re wick materials, the cumulative time at temperature 
must be assessed for all expected heat treatments, as shown in table 21. For multiple heat-treat steps at 
different temperatures, the following relation will apply: 


2 



(46) 


where z i is the time at temperature, 7} for a given step, and r m is the maximum time at temperature for the 
given step. 
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Table 2 1 . Mo-5%Re cumulative time at temperature. 


Temperature 

(K) 

Maximum Time 
at Temperature 
(min) 

1,000 

2,049.0 

1,010 

1,448.9 

1,020 

1,031.6 

1,030 

739.3 

1,040 

533.2 

1,050 

387.0 

1,060 

282.6 

1,070 

207.6 

1,080 

153.3 

1,090 

113.9 

1,100 

85.1 

1,110 

63.9 

1,120 

48.2 

1,130 

36.5 

1,140 

27.9 

1,150 

21.3 

1,160 

16.4 

1,170 

12.7 

1,180 

9.8 

1,190 

7.7 

1,200 

6.0 

1,210 

4.7 

1,220 

3.7 

1,230 

2.9 

1,240 

2.3 

1,250 

1.9 

1,260 

1.5 

1,270 

1.2 

1,280 

1.0 

1,290 

0.8 

1,300 

0.6 


D.5 Sample Process Flow for Heat Pipe Fabrication/ Assembly 
D.5.1 Simplified Process Flow 

(1) Inspect and lay out supplied materials (received condition). 

(2) Machine parts. 

(3) Chemically clean and or vacuum-hydrogen fire materials. 

• Required — Random material chemical/purity sampling of supplied material or sample 
witness pieces carried through the operations (during development process of first several 
assemblies). 

(4) Fabricate getter pack and assemble in evaporator plug. 
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(5) Weld heat pipe assembly, except for condenser/fill stem plug to heat pipe body. 

(6) Insert wick structure. 

(7) Final weld of condenser/fill stem plug to heat pipe body. 

(8) Clean unit with hydrogen firing: 

• Required — Material chemical/purity sampling of surface or sample material pieces carried 
through the assembly operation. 

(9) Pack unit for shipment to MSFC. 

D.5.2 Cost Estimation 

• Item 1 : Evaporator plug/condenser plug/fill stem — Machine, clean, and EB-weld fill stem to condenser plug 

- Quantity = 18 of each. 

• Item 2: Getter assemblies — With spot welds into the evaporator plugs 

- Quantity = 18 of each. 

• Item 3: Heat pipe tube-Honing, machining, clean, EB weld to evaporator plug and leak check 

- Quantity = 18 of each. 

• Item 4: Heat pipe tube final assembly — Wick, cleaning, leak check, and final cleaning/sampling 

- Quantity = 1 8 of each. 

• Item 5: Fill stem closeout tube — Machine, assemble, leak check, and clean 

- Quantity = 18 of each. 

• Item 6: Final checkout/packaging and shipping 

- Quantity = 18 of each. 


75 


APPENDIX E— MATERIAL PROPERTIES USED IN ANALYSIS 


E.l Helium/Argon Mixture — Thermal Conductivity Property 

The ideal gas approximation is used for the equation of state and specific heat of the He-Ar gas 
mixture in the gap between the heat pipe and the calorimeter. Thermal conductivities for He-Ar mixtures 
in the gap are found in data from Touloukian as follows: 25 

& He = 0.0025672T 0 ' 716 , (47) 


^Ar _ 


1.39xlO“ 4 r 0 - 852 


i.5xio _8 (r-3oo)(r-3oo) 


1 + 2x10“ 8 P , 


(48) 


and 


^ He-Ar 


■!\r k \r + f\ He^He (*Ar + 



(49) 


Properties for pure He are given in table 22 and figures 38-40, 316 stainless steel in table 23 and 
figures 41-45, Mo-44%Re in table 24 and figures 46-48, and water in table 25 and figures 49-5 3. 26 28 


Table 22. Pure He properties at 76 torr. 


Temperature 

(K) 

Density 

(kg/m 3 ) 

Kinematic 
Viscosity (v) 
(m 2 /s) 

Thermal 
Conductivity (ft) 
(W/m-K) 

Specific 
Heat (C p ) 
(J/kg-K) 

300 

0.016260 

1.224x10- 3 

0.155 

5,193 

400 

0.012190 

1.993x10- 3 

0.189 

5,193 

500 

0.009756 

2.911x10-3 

0.221 

5,193 

700 

0.006968 

5.152x10-3 

0.280 

5,193 

1,000 

0.004878 

9.471x10-3 

0.360 

5,193 

1,300 

0.003752 

1.482x10- 2 

0.434 

5,193 

1,500 

0.003252 

1.891x10- 2 

0.480 

5,193 
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Figure 38. Helium density at 76 torr (1.5 psia). 



Temperature (K) 

Figure 39. Helium kinematic viscosity at 76 torr (1.5 psia). 
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Figure 40. Helium thermal conductivity at 76 torr (1.5 psia). 


Table 23. 316 stainless steel properties. 


Temperature 

(K) 

Density 

(kg/m 3 ) 

Emissivity* 

Thermal 

Conductivity 

(W/m-K) 

Specific 

Heat 

(J/kg-K) 

Coefficient 

Thermal 

Expansion 

(1/K) 

273 

7972.70 

0.33 

12.99 

456.39 

1.49x10- 5 

300 

7960.74 

0.34 

13.46 

467.69 

1.52x10-5 

400 

7916.46 

0.37 

15.14 

502.87 

1.60x10-5 

500 

7872.18 

0.41 

16.77 

529.17 

1.67x10-5 

600 

7827.89 

0.44 

18.35 

548.71 

1.74x10-5 

700 

7783.61 

0.47 

19.88 

563.59 

1.79x10-5 

800 

7739.32 

0.50 

21.34 

575.91 

1.83x10-5 

900 

7695.04 

0.54 

22.76 

587.78 

1.87x10-5 

1,000 

7650.75 

0.57 

24.11 

601.31 

1.90x10-5 

1,100 

7606.47 

0.60 

25.40 

618.61 

1.93x10-5 

1,200 

7562.19 

0.63 

26.64 

641.77 

1.95x10-5 

1,300 

7517.90 

0.67 

27.81 

672.91 

1.97x10-5 


* Number 8 finish and degraded 33%. 
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Figure 41. 316 stainless steel thermal conductivity. 
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Coefficient of Thermal Expansion (1/K) 



Figure 43. 316 stainless steel density. 



Figure 44. 316 stainless steel CTE. 
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Figure 45. 316 stainless steel emissivity. 


Table 24. Mo-44%Re properties. 


Density (273 K 
Specific Heat 

) = 13.5g/cm 3 
283 K) = 200 J/kg-K 

Temperature 

(K) 

Emissivity* 

Thermal 

Conductivity 

(W/m-K) 

Coefficient 

Thermal 

Expansion 

(1/K) 

273 

0.051 

41.04 

5.84 x10“ 6 

300 

0.055 

41.96 

5.85 x10“ 6 

400 

0.067 

45.21 

5.9 xIO -6 

500 

0.079 

48.20 

6 x 1 0 -6 

600 

0.091 

50.94 

6.13x10 -6 

700 

0.102 

53.42 

6.3 xIO -6 

800 

0.113 

55.65 

6.51 x10“ 6 

900 

0.124 

57.62 

6.76 x10“ 6 

1,000 

0.134 

59.33 

7.04 x10“ 6 

1,100 

0.144 

60.79 

7.36 x10“ 6 

1,200 

0.153 

61.99 

7.73 x10“ 6 

1,300 

0.162 

62.94 

8.12x10 -6 

1,400 

0.171 

63.63 

8.56 x10“ 6 

1,500 

0.180 

64.07 

9.03x10- 6 

1,600 

0.188 

64.25 

9.55x10- 6 

1,700 

0.196 

64.18 

1.01x10-6 

1,800 

0.203 

63.85 

1.07x10-6 

1,900 

0.210 

63.27 

1.13x10-6 

2,000 

0.217 

62.43 

1.2x10-6 

2,100 

0.223 

61.34 

1.27x10-6 

2,200 

0.229 

59.99 

1.34x10-6 


* Grit-blasted surface. 


81 


70 



30 H r- 

0 500 


Figure 46. 


1,000 1,500 2,000 

Temperature (K) 

Mo-44%Re thermal conductivity. 


2,500 



82 



Figure 48. Mo-44%Re CTE. 


Table 25. Water properties at 0.448 MPa (65 psia). 28 


Temperature 

(K) 

Density 

(kg/m 3 ) 

Absolute 

Viscosity 

(kg/m-s) 

Thermal 

Conductivity 

(W/m-K) 

Specific 

Heat 

(J/kg-K) 

280 

1,000.10 

1.433x10“ 3 

0.574 

4,199.5 

290 

998.96 

1.084x10- 3 

0.593 

4,185.5 

300 

996.71 

8.538 xIO- 4 

0.610 

4,179.7 

310 

993.54 

6.936 xIO- 4 

0.626 

4,178.4 

320 

989.58 

5.771 xIO” 4 

0.640 

4,179.7 

330 

984.94 

4.896 xIO” 4 

0.651 

4,182.9 

340 

979.69 

4.221X10- 4 

0.661 

4,187.5 

350 

973.88 

3.689x10-4 

0.668 

4,193.7 

360 

967.56 

3.262x10-4 

0.674 

4,201.6 

370 

960.75 

2.915x10-4 

0.678 

4,211.4 

380 

953.48 

2.628x10-4 

0.681 

4,223.3 

390 

945.76 

2.388x10-4 

0.683 

4,237.8 

400 

937.59 

2.187x10-4 

0.684 

4,255.0 

410 

928.98 

2.015x10-4 

0.684 

4,275.2 

420 

919.93 

1.867x10-4 

0.683 

4,298.9 
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Figure 50. Water thermal conductivity at 0.448 MPa (65 psia). 
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Figure 5 1 . Water absolute viscosity at 0.448 MPa (65 psia). 



Figure 52. Water specific heat at 0.448 MPa (65 psia). 
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Figure 53. Water boiling point. 
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APPENDIX F— POWER EXTRACTION PERFORMANCE WORKSHEET 


Tables 26-28 provide a quick geometry and performance assessment for water calorimeter heat 
pipe life time testing with a cooling film annulus of 0.010, 0.015, and 0.020 in. 
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Table 26. Calorimeter geometry and performance for a cooling film annulus = 0.010 in. 


For I'FFCT Work Item #2 

Water Calorimeter Quick Assessment for hfeat pipe life time testing 

Assumes: helium/argon gas flooded test chamber at low pressure to improve coupling to calorimeter 


l-teat pipe Irputs 

l-teat ppe fength 
Braporator fength 
Adabatb fength 
CP ndenser fength 
Cbrreter 


fength of cabrmeter 
Cabrmeter Area 
Cabrmeter Area 
Ntormallnfet Temperature 
NbnhalFbwrate 
nfet viater pressure 
Target Surface Terrp (IQ 
ChannelWai thbkness 
Sh el Wfel thbkness 
Cbver Wfelthbkness 
fin fbwGap 
Ftetum FbwGap 


Variables 

Fbv«r (WJ 

l-teat Fjae Surface Temperature 
Average Gas Gap Temperature 
Cabrmeter ChannellDTemperalure 
Cabrmeter OiannelWblOD Terrperature 
Cabrmeter ChannelWai Cfeta Tenp 

□mensions (meters) 

Heat Ffcie ODat Riom Temperature 
hteat FjDe ODat Temperature 
Cbndenser Length 

Gas Gap With - l-POOto Cabrmeter ID 
Cabrmeter ChannelWai ID 
Cabrmeter ChannelWai OD 
Cabrmeter ChannelWaiThbkness 
Cabrmeter 9iel\A6IID 
Cabrmeter ShelWaiOD 
Cabrmeter 9ielWaiThbkness 
Cbbrmeter Cbver WailD 
Cabrrneter Cbver WaiOD 
Cabrmeter Cbver WaiThbkness 
Ftn FbwGap Thbkness 
Ftetum FbwGap Thbkness 
Ftn hy draub Cbmeter (Gbuter-Chner) 

□mensions (inches) 

hteat Fpe ODat Rtom Temperature 
hteat Fpe ODat Terrperature 
Cbndenser Length 

Gas Gap With- hPODto CbbitneterlD 
Cabrmeter ChannelWai ID 
Cbbrmeter ChannelWai OD 
Cabrmeter ChannelWaiThbkness 
Cabrmeter 9ielWailD 
Cabrmeter ShelWaiOD 
Cabrmeter ShelWaiThbkness 
Cabrmeter Cbver WailD 
Cabrmeter Cbver WaiOD 
Cabrmeter Cbver WaiThbkness 
Fin FbwGap Thbkness 
Ftetum FbwGap Thbkness 
Ftn hy draub Cbmeter (Cbuter-Diner) 

Material RnicduHu 

Britesvty MO-44.5R @ Terrp 
Bnfesvty Cbpper C122 
Bfectve Brfesvty 
hteat Transfer Gas Gap 
F^datbn hteat Transfer Gap 
Cdnductbn hteat Transfer Gap 

Gas Gap Cbmposition 

hteUmTherrnalconductvty @ Arg Terrp 
Gas Gap Cbmpensatbn factor 
Bfectire Gas Gap Thermal Cbnductvty 

Cabrmeter Materfel 

Cabrmeter ChannelWanheimaICbnductvty 

Cal on meter Cooling Flud 

Avg Terrp Lfeed forFUd Rnpertfes 

Water FbwFhte 

Water FbwFbte 

I nfet Water Ftessure 

I nfet Water Ftessure 

Water Infet Temperature 

Log mean Water Ftn Fbwtemp Waito Flid 

Average Water Ftn FbwTerrperature 

Water ftn fbwtemp deta (nfet to outtet) 

Water Outfet Temperature 
Water specfb heat Q) 

Water thermal conducti/ty k 

water densty rho 

Water Absolute Vfecosty mu 

Log Mean Temperature Dfeience Wfelto FUd 

Heat Transfer To Cooling Fluid 

ChannelFbwTube surface 

ShelFbwTube surface 

Type offbw(Fte<2300 =Lamhar) 

Ftn FbwArea 
FhnFbwVebcty 
Synods Number 
Mi sset Number 

Cbnvectve heat Transfer Cheff h 
Check on power babnce -convecibn sde 
Check power babnce - water fbwsde 

Pressure Dop in Film Channel 

vfecosty ratb (mu-buk to mu-waj 
annufer passage dfe ratb dnner/douter 
annuter passage arjustment factor 
factorfor#/Ffe expressbn 
frttbn factor f smooth channel 
Cabrmeter Length 
Cteta pressure rr Ftn Channel 
Cteta pressure n Ftn Channel 
Cfeta Pressure/lnfet Ftessure 


0.3302 m 
0.01171167 m"2 
0.004747974 m»3 
299.8166667 K 
0.027491492 kg/sec 
446599 Ra 
k 

0.0014732 
0.0014732 
0.0014732 
0.000254 
0.003175 



-Dect Input VbUe 

- VfeUe Cared From Other I nput Locatbn 
parameters of nterest 


TestCondtion - 
Units 


kg/sec 

gafmh 


K 

J/kg-K 

Wm-K 

kgfm3 

kgfrn-s 

K 


coverng heat ppe 
coverng support 


n the IDsuiface exposed to hot heat ppe (bohg =420 Kat65psfe) 


E E E E E 

0.058 

0.058 

0.058 

0.01 

rich 

rich 

F(-3) 

hnertube exposed to hot heat ppe 
rrddte tube creathg the ftnfbwpath 
autertube seahg the return path 

vaterfbwgap on finer annulus (outfet fbv) next to heat ppe -thfe absorbs the heat 
water fbwgap on outer annuUs (nfet fbv\) 

F(2) F(-1) F(1) F(2) 

F(3) 

F(4) 

Ftp) 


F(-4) 


3000 

5000 


1000 

3000 

3000 

2000 

4000 

2000 

4000 

3000 











1273 

811.5 

829 


800.5 

861.5 

761.5 

779 

794 

829 

844 

811.5 


349.05 

383.42 


327.74 

349.07 

349.04 

334.39 

363.71 

334.40 

363.72 

349.05 

0.95 

1.58 


0.26 

0.93 

0.96 

0.61 

1.29 

0.60 

1.28 

0.95 

0.01588 

0.01588 


0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01597 

0.01597 


0.01597 

0.01598 

0.01595 

0.01596 

0.01596 

0.01597 

0.01597 

0.01597 

0 23495 

0.23495 


0.23495 

023495 

023495 

0.23495 

0 23495 

0.23495 

0.23495 

0.23495 

0.00065 

0.00063 


0.00265 

0.00078 

0.00053 

0.00094 

0.00043 

0.00117 

0.00051 

0.00065 

0.01726 

0.01723 


0.02126 

0.01754 

0.01702 

0.01785 

0.01681 

0.01831 

0.01699 

0.01726 























0.02072 

0.02069 


0.02471 

0.02100 

0.02048 

0.02130 

0.02026 

0.02176 

0.02045 

0.02072 

0.02366 

0.02363 


0.02766 

0.02395 

0.02342 

0.02425 

0.02321 

0.02471 

0.02339 

0.02366 

0.00147 

0.00147 


0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.03001 

0.02998 


0.03401 

0.03030 

0.02977 

0.03060 

0.02956 

0.03106 

0.02974 

0.03001 

0.03296 

0.03293 


0.03695 

0.03324 

0.03272 

0.03354 

0.03251 

0.03400 

0.03269 

0.03296 

0.00147 

0.00147 


0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00025 

0.00025 


0.00025 

0.00025 

0.00025 

0.00025 

0.00025 

0.00025 

0.00025 

0.00025 

0.00318 

0.00318 


0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.000508 

0.000508 


0.000508 

0.000508 

0.000508 

0.000508 

0.000508 

0.000508 

0.000508 

0.000508 

0.6250 

0.6250 


0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6286 

0.6286 


0.6286 

0.6290 

0.6281 

0.6283 

0.6283 

0.6288 

0.6288 

0.6286 

9 2500 

92500 


9.2500 

9.2500 

9.2500 

9 2500 

9.2500 

9.2500 

9.2500 

9.2500 

0.0255 

0.0249 


0.1041 

0.0309 

0.0210 

0.0371 

0.0167 

0.0460 

0.0201 

0.0255 

0.6796 

06784 


0.8368 

0.6907 

0.6701 

0 7026 

0 6618 

0.7207 

0.6690 

0.6796 

0.7956 

07944 


0.9528 

0.8067 

0.7861 

0.8186 

0.7778 

0.8367 

0.7850 

0.7956 

0.0580 

0.0580 


0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.8156 

08144 


0.9728 

0.8267 

0 8061 

0 8386 

0.7978 

0.8567 

0 8050 

0 8156 

0.9316 

09304 


1.0888 

0.9427 

0.9221 

0.9546 

0.9138 

0.9727 

0.9210 

0.9316 

0.0580 

0.0580 


0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

1.1816 

1 1804 


1.3388 

1.1927 

1.1721 

1 2046 

1.1638 

1.2227 

1.1710 

1.1816 

1 .2976 

1 2964 


1 .4548 

1 .3087 

1 2881 

1 .3206 

1 .2798 

1 .3387 

1 2870 

1.2976 

0 0580 

0.0580 


0.0580 

0.0580 

0 0580 

0 0580 

0 0580 

0 0580 

0.0580 

0.0580 

0.0100 

0.0100 


0.0100 

0.0100 

0.0100 

0.0100 

0.0100 

0.0100 

0.0100 

0.0100 

0.1250 

0.1250 


0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.0200 

0.0200 


0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.16 

0.16 


0.16 

0.17 

0.15 

0.16 

0.16 

0.16 

0.16 

0.16 

0.4 A 

0 44 


0.44 

0.44 

0.44 

0 44 

0.44 

0 44 

0.44 

0.44 

0.13 

0.14 


0.13 

0.14 

0.13 

0.13 

0.13 

0.14 

0.14 

0.13 

235.31 

234.79 


235.67 

333.99 

160.81 

195.56 

195.11 

281.58 

281.10 

235.31 

2764.69 

4765.21 


764.33 

2666.01 

2839.19 

1804.44 

3804.89 

1718.42 

3718.90 

2764.69 

32%Ar 

6% A- 


32%Ar 

32%Ar 

32% Ar 

32%Ar 

32% A r 

32%Ar 

32% Ar 

32% Ar 

0.31 

0.32 


0.31 

0.32 

0.30 

0.30 

0.31 

0.32 

0.32 

0.31 

0.51 

0.88 


0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.1585 

0.2777 


0.1569 

0.1655 

0.1513 

0 1538 

0.1560 

0.1609 

0.1630 

0.1585 

copper Cl 22 

copper a 22 


copper Cl 22 

copper Cl 22 

copper Cl 22 

copper Cl 22 

copper C122 

copper C122 

copper O 22 

copper Cl 22 

339.0 

339.0 


339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

Wfeter 

water 


Water 

Wbter 

Water 

Water 

Water 

Water 

Water 

Water 

314.7 

326.6 


313.1 

315.0 

314.4 

311.4 

317.7 

311.7 

318.1 

314.7 

0.024 

0.022 


0.009 

0.024 

0.025 

0.021 

0.027 

0.020 

0.026 

0.024 

0.382 

0.354 


0.142 

0.374 

0.390 

0.328 

0.423 

0.319 

0.415 

0.382 

446599 

446599 


446599 

446599 

446599 

446599 

446599 

446599 

446599 

446599 

65.00 

65.00 


65.00 

65.00 

65.00 

65.00 

65.00 

65.00 

65.00 

65.00 

299.82 

299.82 


299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

33.15 

54.08 


9.26 

32.67 

33.57 

21 .63 

44.92 

21.15 

44.48 

33.15 

314.66 

326.58 


313.11 

315.01 

314.36 

311.35 

317.72 

311.68 

318.05 

314.66 

29.69 

53.52 


26.58 

30.38 

29.09 

23.07 

35.82 

23.72 

36.47 

29.69 

329.51 

353 34 


326.40 

330.20 

32890 

322.89 

335 63 

323.54 

336.29 

329.51 

4180.15 

4181.12 


4180.25 

4180.13 

4180.16 

418044 

4180.10 

4180.40 

4180.10 

4180.15 

0.62 

0.65 


0.63 

0.63 

0.63 

0.63 

0.64 

0.63 

0.64 

0.63 

992.96 

988.11 


993.53 

992.83 

99307 

994 1 7 

991.79 

994.05 

991.66 

992.96 

0.000641 

0.000518 


0.000661 

0.000637 

0.000645 

0.000685 

0.000604 

0.000680 

0.000601 

0.000641 

33.15 

54.08 


9.26 

32.67 

33.57 

21 .63 

44.92 

21.15 

44.48 

33.15 

smooth 

smooth 


smooth 

smooth 

smooth 

srrooth 

srrooth 

smooth 

smooth 

srrooth 

smooth 

smooth 


smooth 

smooth 

smooth 

smooth 

smuoth 

smooth 

smooth 

srrooth 

Larrhar 

Lamhar 


Larrhar 

Lamhar 

Lamhar 

Larrhar 

Lamhar 

Larrhar 

Lamhar 

Larrhar 

1 63E-05 

1 63E-05 


1.95E-05 

1 65E-05 

1.61E-05 

1.68E-05 

1.60E-05 

1 72E-05 

1.61E-05 

1 63E-05 

1.49 

1.39 


0.46 

1.44 

1.54 

1.24 

1.69 

1.18 

1.64 

1.49 

1173.92 

1345.37 


354.59 

1139.23 

1205.44 

916.26 

1407.13 

878.00 

1377.93 

1173.92 

4.86 

4 88 


4.88 

4.88 

4.88 

4.88 

4 88 

4.88 

4.88 

4.88 

6070.63 

6210.99 


6045.76 

6074.60 

6067.12 

6026.85 

6109.50 

6030.49 

6113.20 

6070.63 

3000.00 

5000.00 


1000.00 

3000.00 

3000.00 

2000.00 

4000.00 

2000.00 

4000.00 

3000.00 

3000.00 

5000.00 


1000.00 

3000.00 

3000.00 

2000.00 

4000.00 

2000.00 

4000.00 

3000.00 

1.70 

2.12 


1.31 

1.69 

1.71 

1.50 

1.91 

1.49 

1.90 

1.70 

0.975 

0.975 


0.979 

0.976 

0.975 

0.976 

0.975 

0.977 

0.975 

0.975 

1 .49998 

1 49998 


1 49999 

149999 

1 49998 

1 49999 

1 .49998 

1 49999 

1.49998 

1 49998 

84 C 

79.6 


89 8 

84.2 

83.9 

86.7 

81.6 

86.8 

81.7 

840 

0.072 

0.059 


0.253 

0.074 

0.070 

0.095 

0.058 

0.099 

0.059 

0.072 

0.330 

0.330 


0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

51381.0 

36578.7 


17631.2 

49283.4 

53308.6 

47202.5 

53269.0 

44716.0 

51616.1 

51380.9 

7.5 

5.3 


2.6 

7.2 

7.8 

69 

7.8 

6.5 

7.5 

7.5 

0.115 

0.082 


0.039 

0.110 

0.119 

0.106 

0.119 

0.100 

0.116 

0.115 


88 



Table 27. Calorimeter geometry and performance for a cooling film annulus = 0.015 in. 


For tfPCTWbch Item J2 

VlfeterCaiorimeterQiick /tesessmert for l-fest pipe life time testing 

/tesimes: heliirrf argon gas flooded test chamber at lew press ire to improve coupling to calorimeter 


hfe at pipe Inputs 

hch 
hch 
nch 
hch 
nOD 


hfeatppefength 
Evaporator fen gth 



Calorimeter I mis 

fength ofcabrineter 
Cfebrmeter Aea 


Nbmnal I nfet Temperature 
hbmhalFbwrate 
nfet water pressure 
Target Sbiface Temp (IQ 
ChannelWI thckness 
ShelWI thckness 
Cbver Wl thckness 
ftnffcwGap 
Ffetum Fh/vGap 


0.3302 m 
0.01171167 nT2 
0.004747974 rrT3 
299.8166667 K 
0.027491492 kgfsec 



0.0014732 m 
0.0014732 m 
0.0014732 m 


0.000381 m 
0.003175 m 



■I -Dect Input VfeUe 

- vaie (breed From Other Input Locatbn 
parameters cf nterest 

ratb Cbnd/E/ap 


coverhg hea ppe 
coverhg support 


on the IDsuiface exposed to hot hea ppe (bohg = 420 Ka 65psa) 
finer tube exposed to ha hea ppe 
mdete tube creatng the ftn ffcwpath 
outer tube seahg the return pah 

waer ffcwgap on nnerannubs (outfet ftw) next to hea ppe - the absorbs the hea 
water fbwgap on outer annulas (nfet fbw) 


Variables 

TestCondtion — > 
Urits 

G series 

F(4) 

F(3) 

F(2) 

F(-1) 

F(1) 

R2) 

F(3) 

F{4) 

FP) 

Fbwer(V\J 

W 

3000 

5000 

1030 

3000 

3000 

2000 

4000 

2000 

4000 

3000 


K 











A/erageGas Gap Temperature 

K 

816.5 

834.5 

805.5 

866.5 

766.5 

781.5 

801.5 

831.5 

851.5 

816.5 

Cabrmeter ChanneilDTemperature 

K 

360 

396 



360 

340 



380 

360 

Chbrmeter ChannelWI ODTemperaure 

K 

359.05 

394 42 

337.74 

35907 

35904 

339.39 

378.71 

33940 

378.72 

359.05 

Cabrmeter ChannelWI Ceta Temp 

K 

0.95 

1.58 

0.26 

0.93 

0.96 

0.61 

1.29 

0.60 

1.28 

0.95 

□mensiens (meters) 


m 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

hfea Fpe ODa Temperature 

m 

0.01597 

001597 

001597 

0.01598 

001595 

001596 

001596 

0.01597 

001597 

0.01597 


m 

0.23495 

0.23495 

0.23495 

0.23495 

0 23495 

023495 

0.23495 

023495 

023495 

023495 

Gas Gap Wlh - FPODto Cabrmeter ID 

m 

0.00064 

0.03063 

0.00263 

0.00078 

0.00053 

000094 

0.00042 

0.00116 

0.00051 

000064 

Cfebrmeter ChannelWIlD 

m 

0.01725 

0.01722 

0.02122 

0.01754 

0.01701 

0.01784 

0.01680 

0.01830 

0.01098 

0.01725 


m 























CbbimeterShelWID 

m 

0.02096 

0.02093 

0.02493 

0.02124 

0.02072 

0.02155 

0.02051 

0.02201 

0.02069 

0.02096 

Cabrmeter ShelWOD 

m 

0.02391 

0.02388 

0.02787 

0.02419 

0.02367 

0.02449 

0.02346 

0.02495 

0.02364 

0.02391 

Cabrmeter Biel Wi Thckness 

m 

0.00147 

0.03147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

Cabrmeter Cbver Wl 1 D 

m 

0.03026 

0.03023 

0.03422 

0.03054 

0.03002 

0.C8084 

0.02961 

0.03130 

0 02999 

0.03026 

Cabrmeter Cbver Wl OD 

m 

0.03320 

0 03317 

003717 

0.03349 

0 03296 

0.CB379 

0.03275 

0.03425 

0 03293 

0.03320 

Cabrmeter Cbver WIThckness 

m 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

Ftn FbwGap Thckness 

m 

0.00038 

003038 

0.00038 

0.00038 

0.00038 

0.00038 

0.00038 

0.00038 

0.00038 

0.00038 


m 

0.00318 

000318 

0.00318 

000318 

0 00318 

0.00318 

0.00318 

0.00318 

0.00318 

000318 

Ftn hVdraib CbmUer (Cbuter-Diner) 

m 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

0.000762 

□mensiens (inches) 

hfea Fpe ODa R»m Temperature 

n 

0.6250 

0.6250 

06250 

0.6250 

06250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

hfea Fpe ODa Temperature 

n 

0.6286 

0.6286 

0 6286 

0.6290 

0 6281 

0.6283 

0 6283 

0.6288 

0 6288 

0.6286 

Cbn denser Length 

Gas Gep Wth - hPODto Cabrmeter ID 













0.0253 

0.0247 

0.1034 

00307 

0.0208 

0.0370 

0.0165 

0.0458 

0.0199 

0.0253 

Cabrmeter ChannelWI ID 

n 

0.6792 

0.6780 

0.8353 

0.6904 

0.6698 

0.7023 

0.6614 

0.7204 

0.6686 

0.6792 

Cabrmeter Channel Wl OD 

n 

0.7952 

0.7940 

0.9513 

0.8064 

0 7858 

0.8183 

0.7774 

08364 

07846 

0.7952 

Cabrmeter Channel WIThckness 

n 

0.0580 

0.0580 

0 0580 

00580 

0 0580 

0.0580 

0.0580 

00580 

0 0580 

0.0580 

Cabrmeter BielWI ID 

n 

0.8252 

0.8240 

0.9813 

08364 

08158 

0.8483 

0.8074 

0.8664 

08146 

0.8252 

Cabrmeter 9ielV\H0D 

n 

0.9412 

0.9400 

1.0973 

0.9524 

0.9318 

0.9643 

0.9234 

0.9824 

09306 

0.9412 

Cabrmeter Biel WIThckness 

h 

0.0580 

0.0580 

0 0580 

0.0580 

0 0580 

0.0580 

0 0580 

0.0580 

0 0580 

0.0580 

Cabrmeter Cbver WIID 

h 

1.1912 

1 1900 

1.3473 

1.2024 

1.1818 

1.2143 

1 1734 

1.2324 

1 1806 

1.1912 

Cabrmeter Cbver Wl OD 

n 

1.3072 

1.3060 

1.4633 

1.3184 

1.2978 

1.3303 

1.2894 

1.3484 

1.2966 

1.3072 

Cabrmeter Cbver WIThckness 

n 

0.0580 

00580 

0 0580 

0.0580 

0 0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

Ftn Fbw/Gap Thckness 

h 

0.0150 

0.0150 

0.0150 

0.0150 

00150 

0.0150 

0.0150 

0.0150 

0.0150 

0.0150 

Fteturn Fh/vGap Thckness 

n 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

Ftn hydrant Cfemeter (Cbuter-Diner) 

n 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

0.0300 

Material Rrissiuih/ 

Bnssvty Mo44.5Ffe @ Temp 


0.16 

0.16 

0.16 

0.17 

0.15 

0.16 

0.16 

0.16 

0.16 

0.16 

Emssvty CbpperCI22 


044 

044 

0.44 

044 

0.44 

044 

0.44 

044 

044 

0.44 

Bfectve Efnesvty 


0.13 

014 

0.13 

0.14 

0.13 

0.13 

0.13 

014 

014 

0.13 

hfea Transfer Gas Gap 

Ffedatbn hfea Transfer Gap 

W 

235.16 

234.64 

235.50 

333.84 

160.66 

195.48 

194.88 

281.49 

280.89 

235.16 













Gas Gap Cbrrposition 

hfeLim -Agon 

32% A 

0%A 

32% A 

32% A 

32% A 

32% A 

32% A 

32% A 

32% A 

32% A 

hfeLim Thermal conducti/ty @ A/g Temp 

WmK 

0.31 

0.32 

0.31 

0.33 

0.30 

0.30 

0.31 

0.32 

0.32 

0.31 

Gas GapCbmpensatbn fa:tor 


0.51 

0.88 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

051 

0.51 

Bfectve Gas Gap Thermal Cbnductvty 

WmK 

0.1592 

0.2790 

0.1576 

0.1662 

0.1520 

0.1542 

0.1570 

0.1613 

0.1641 

0.1592 

cabrmeter Materal 


copper Cl 22 

copper 022 

ccpper Cl 22 

copper Cl 22 

copper Cl 22 

copper Cl 22 

ccpper Cl 22 

copper Cl 22 

ccpper Cl 22 

copper Cl 22 

Cabrmeter ChannelWnhenTiaICbncbctvty 

WrrvK 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

Calorimeter Cboline FI lid 


VNfiter 

V\aer 

V\&er 

V\feter 

Wter 

\Afeiter 

V\«er 

V\feter 

\Atter 

Water 

A/g Temp Ifeed fa FUd Rcpertes 

K 

3092 

312.1 

317.4 

309.9 

3C86 

306.8 

311.2 

307.4 

311.8 

3092 

WterFfcwFfete 

kg/sec 

0 038 

0 049 

0.007 

0.036 

0.041 

0.034 

0.042 

0.031 

0.040 

0.038 

WterFfcwFfete 

gafmn 

0.605 

0769 

0.107 

0.565 

0.615 

0.543 

0.665 

0.497 

0.630 

0605 


Pa 

446599 

446599 

446599 

446599 

446599 

446599 

446599 

446599 

446599 

446599 

Infet WterFtessure 


65.00 

65 00 

65.00 

65 00 

65.00 

65.00 

6500 

65 00 

65.00 

65.00 

Wter Infet Temperaure 

K 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

Log mean Wter Ftn Fbwtemp Wlto FLid 

K 

50.22 

83.28 

13.77 

49.45 

50.88 

32.72 

68.17 

31.97 

67.46 

50.22 

A/erage Wter Ftn FbwTerrperature 

K 

309.20 

312.12 

317.43 

309.87 

308.62 

306.79 

31120 

307.43 

311.83 

309.20 

\Aaer ftn fbwtemp deta (nfet to outfet) 

K 

18.78 

24.61 

35.23 

20.11 

17.60 

13.94 

2276 

15.22 

24.02 

18.78 

Wter OUfet Temperature 
Wter speefe hea Cp 












J/kg-K 

4180.76 

4180.35 

4180.09 

4180.65 

4180.86 

4181.24 

4180.46 

4181.10 

4180.38 

4180.76 

WtertheiTnalconductvty k 

WmK 

0.62 

0.63 

064 

0.62 

0.62 

0.62 

0.63 

0.62 

0.63 

0.62 

v«ter densty iho 

kg/tn3 

994.92 

993 89 

991.90 

994 69 

995.12 

995.73 

99422 

995.52 

99400 

994 92 

V\ Her TtsoLte Mscosty mu 

kg/hvs 

0000716 

0 000674 

0 000608 

0000706 

0.000725 

0 000754 

0.000687 

0000744 

0.000678 

0.000716 


K 

50.21 

83.27 

13.77 

4945 

50.88 

32.72 

fift 17 

31.97 

67.46 

50.21 

hfeat Transfer To Cboling Riid 

Channel FbwTube surface 


smooth 

smooth 

srrooth 

smooth 

smooth 

smooth 

smodh 

smooth 

smocth 

smooth 

BielFbwTube surface 


smooth 

smooth 

smooth 

smoah 

smooth 

smooth 

smocth 

smooth 

smocth 

smooth 

Type of fbw(Fh<2300 = Lemnar) 


Larnnar 

Lemnar 

Larnnar 

Larnnar 

Larnnar 

Lemnar 

Larnnar 

Larnnar 

Larnnar 

Lemnar 

FtnFbwAea 

nY2 

2.46E-05 

2.46E-05 

2.94E-05 

2.50E-05 

2.43E05 

2.53E-05 

2.41 E-05 

2.59E-05 

2.43E-05 

2.46E-05 

FtnFbw\febcty 

rrVsec 

1.56 

1.99 

0.23 

1.44 

1.68 

1.36 

1.76 

1.22 

1.65 

1.56 













Nisset Mimber 


4.90 

4.90 


4.90 

4.90 

4.90 

4.90 


4.90 

4.90 

Cbnvecti/e hea Transfer Cbeff h 

Wrrf2-K 

4009.09 

4035.15 

407522 

4014.70 

400410 

396603 

4027.64 

3991 38 

4032.91 

4009 09 

Check on pombabnee -conveclbn sde 

W 

3C00.00 

5003.00 

1000.00 

jOOO.CO 

3000.00 

200000 

4000.03 

2300.00 

4000.03 

3030.00 

Check pom babnee -water fbw sde 

W 

3030.00 

5303.00 

1000.00 

3300.00 

3000.00 

2030.00 

4000.03 

2300.00 

4000.03 

3030.00 

Ressue Dtp in Film Charnel 

vfecosty ratb (mu-buk to nxi-wa) 


2.14 

3.22 

1.39 

2.11 

2.17 

l / 

2.62 

1.75 

2.59 

2.14 

annufer passage cfe ratb dhner/douter 


0964 

0.964 

0969 

0 964 

0963 

0.965 

0 963 

0.965 

0.963 

0.964 

annufer passage adpstmert factor 


1.49997 

1.49997 

1 49998 

1.49997 

149996 

149997 

1 49996 

1.49997 

1 49996 

149997 

factor for#/Fa expressbn 


79.4 

71.7 

88.4 

79.7 

79.1 

83.2 

754 

83.5 

75.7 

79.4 

frttbn factor f smooth channa 


0.048 

0.032 

0.305 

0.052 

0.045 

0.061 

0.039 

0.067 

0.041 

0.048 

Cfebrmeter Length 

m 

0330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

0.330 

Cfeta pressure n Ftn Channel 

Ffe 

25219.2 

27328.4 

3562.0 

229924 

27466.3 

242801 

25871.7 

21539.4 

240744 

25219.2 


psi 











CBta Ressure/lnH Ressure 

0.056 

0.061 

0.038 

0.051 

0.062 

0.054 

0.058 

0.048 

0.054 

0.056 


89 






Table 28. Calorimeter geometry and performance for a cooling film annulus = 0.020 in. 


For MKJWbck Item® 

V\fater Cal on meter Q lick Assessment fa Fbd pipe life time testing 

Assures: heliurfargcn gasfloocfed test chamber at low press ue to improve coupling to calorimeter 


Fbat pipe Irputs 

Fbd ppe bngth 
Evaporator fen gth 
AdBbac bngth 
Cbn denser bngth 
Cbmeter 


Calorimeter I mis 

bngth of cabrtneter 
CbbftneterAea 
Cbbrrnder Area 
hbmhall nbt Temperature 
NbmhalFbwrate 
nbtweter pressure 
Target Surface Temp (IQ 
Channel V\b thckness 
9ielV\bl thckness 
CbverV\0thckness 
flnfbwGap 
Ffetum FbwGap 


0.3048 
0.06985 m 
0 m 
0.23495 m 
0.015875 m 


0.3302 m 
0.01171167 nT2 
0.004747974 rrfS 
299.8166667 K 
0.027491492 kgfsec 



0.0014732 m 
0.0014732 m 


0.0014732 m 
0.000508 m 
0.003175 m 


rich 

hch 

rich 

hch 

iiOD 



18.153125 hch-t? 

richT} 
degF 
gabns/nh 
pa 


hch 

nch 

hch 

hch 

hch 




| - Dect Input \die 
- \due Cbirbd From Other Input Locdon 
parameters of nterest 

rab CbndfBrep 


cwemg heat ppe 
ctvemg support 


on the IDsurface e< posed to hot heat ppe (bohg = 420 Ka 65psa) 
finer tube ex posed to hd heat ppe 
ntidb tube creatng the flnfbwpath 
outer tube seahg the return pah 

water ftwgap on finer annulis (outbt fbw| next to heat ppe - the absents the heat 
vder fbwgap on outer annulus (nbt ftM) 


Variables 

TestCondtion — > 
Urits 

G series 

R4) 

F(3) 

F(-2) 

F(-1) 

R1) 

R2) 

PP) 

F(4) 

Fff? 

Fbwer (V\fl 

W 

3000 

5000 

1000 

3000 

3000 

2000 

4000 

2000 

4000 

3000 


K 

1273 

1273 

1273 

1373 

1173 

1993 

1993 

1323 

1393 

1273 

A/erage Gas Gap Terrperature 

K 

824 

846.5 

805 

874 

774 

786.5 

812 

836.5 

861.5 

824 

Cabrrreter ChannellDTemperature 

K 

375 

420 

337 


375 

350 



400 

375 

Cbbrrnder CianndV\blODTemperdure 

K 

374.05 

418.42 

336.74 

374 07 

374 04 

349.39 

399.71 

349.40 

396 72 

374 05 

Cbbrrneter ChannehAdCbta Temp 

K 

0.95 

1.56 

0.26 

0.93 

0.96 

0.61 

1.29 

0.60 

1.28 

0.95 

□mensions (meters) 












Fbd F£e ODd Fbom Temperature 

m 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

0.01588 

001588 

0.01588 

0.01588 

0.01588 

Fbat Ffce ODd Temperature 

m 

0.01597 

0.01597 

001597 

0.01598 

0.01595 

0.01596 

0.01596 

0.01597 

0.01597 

0.01597 


m 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

0.23495 

Gas Gap With - FPODto Cbbrmeter ID 

m 

000064 

0.00062 

0.00263 

0.00077 

0.00052 

0.00093 

000041 

0.00116 

0.00050 

0.00064 

Cbbtfnder Channel \AhllD 

m 

0.01724 

0.01720 

0.02122 

0.01752 

0.01700 

0.01783 

0.01679 

0.01828 

0.01697 

0.01724 

























Cbbrtneter 3ielV\dlD 

m 

0.02120 

0.02116 

0.02518 

0.02148 

0.02096 

0.02179 

0.02075 

0.02225 

0.02093 

0.02120 


m 

0.02415 

0.02411 

0.02813 

0.02443 

0.02391 

0.02473 

0.02370 

0.02519 

0.02388 

0.02415 


m 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

Cbbtfnder CbverlAbl ID 

m 

003050 

0.03046 

0.03448 

0.03078 

0.03026 

0.03108 

0.03005 

0.03154 

0.03023 

0.03050 



0.03344 

0.03340 

0.03743 

0.03373 

0.03321 

0.03403 

0 03299 

003449 

0.03317 

0.03344 

Cbbrrnder CbverVNfil Thckness 

m 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

0.00147 

Fhi FbwGap Thckness 

m 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

0.00051 

Ffetum FbwGap Thckness 

m 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

0.00318 

Fhi tydraub Cbmder (Cbuter-Diner) 

m 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

0.001016 

□mersions (inches) 












Fbd Fbe ODd Fbom Temperature 

h 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

0.6250 

Fbd Ffue ODd Temperature 

n 

0.6286 

0.6286 

0.6286 

0.6293 

0.6281 

0.6283 

0.6283 

0.6288 

0.6288 

0.6286 















0.0251 

0.0243 

0.1035 

0.0304 

0.0206 

0.0367 

0.0163 

0.0455 

0.0196 

0.0251 

Cbbrrneter Channel V\bllD 

n 

0.6787 

0.6771 

0.8355 

0.6898 

0.6693 

0.7018 

0.6609 

0.7199 

0.6680 

0.6787 

Cbbrrnder Channel V\blOD 

n 

0.7947 

0.7931 

0.9515 

08058 

07853 

0.8178 

0.7769 

08359 

0.7840 

07947 

Cbbrfreter Channel \AblThbkness 

h 

0.0580 

0.0580 

0.0580 

0.0580 

00580 

0.0580 

0.0580 

00580 

0.C680 

0 0580 

Cbbrrnder 9i el VdlD 

h 

0.8347 

0.8331 

0.9915 

0.8458 

0.8253 

0.8578 

0.8169 

0.8759 

0.8240 

0.8347 

Cbbrrneter 3iel V\d OD 

n 

0.9507 

0 9491 

1.1075 

09618 

0.9413 

0.9738 

0.9329 

0.9919 

0.9400 

0.9507 

Cbbrmeter EhelVd Thckness 

n 

0.0580 

0.0580 

0.0580 

0.0580 

0 0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

Cbbrrneter G&verlAbllD 

n 

12007 

1.1991 

1.3575 

1.2118 

1.1913 

12238 

1.1829 

12419 

1.1900 

1.2007 

Cbbrrnder Cbver V\6I OD 

n 

1.3167 

1.3151 

1.4735 

1.3278 

1.3073 

1.3398 

1.2989 

1.3579 

1.3060 

1.3167 

Cbbtfnder Cbver \AdThckness 

n 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.0580 

0.C680 

0.0580 

Fhi FbvGap Thckness 

n 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

0.0200 

Ftetum FbwGap Thckness 

n 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

0.1250 

Fhi H/draut Cbmder (Cbuter-Chner) 

n 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

0.0400 

Material Brissivitv 












Bnssi/ty Ivb44.9b @Terrp 


0.16 

0.16 

0.16 

0.17 

0.15 

0.16 

0.16 

0.16 

0.16 

0.16 

Emssi/ty CCpperC122 


0.44 

0.44 

0.44 

0.44 

0.44 

0.44 

0.44 

0.44 

0.44 

0.44 

ETfecive Bihsi/ty 


0.13 

0.14 

0.13 

0.14 

0.13 

0.13 

0.13 

014 

014 

0.13 

Ffeat Transfer Gas Gap 












Fbdbtbn Fbd Transfer Gap 

W 

234.94 

234.30 

235.52 

333.62 

160.44 

195 33 

194.57 

281.33 

280 63 

23494 













Gas Gap Opposition 

Fbtim -Argon 

32% A 

6% A 

32% A 

32%A 

32%A 

32% A 

32% A 

32% A 

32% A 

32% A 

FblumThermalccnducti/ty @A/g Temp 

WmK 

0.31 

0.32 

0.31 

0.33 

0.30 

0.30 

0.31 

0.32 

0.32 

0.31 

Gas Gap Gtimpensatcn factor 


0.51 

0.88 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

Bfeclve Gas Gap Thermal Cbnducti/ty 

Wm-K 

0.1602 

0.2819 

0.1575 

0.1672 

0.1531 

0.1549 

01585 

0.1620 

0.1655 

0.1602 

Cbbrfnder IvbterU 


copper Cl 22 

copper Cl 22 

copper Cl 22 

copper Cl 22 

copper Cl 22 

copper 022 

copper 022 

copper Cl 22 

copper Cl 22 

copper Cl 22 

Cbbrfnder Channel V'bIThermaICbnducti/ty 

WmK 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

339.0 

3390 

339.0 

Calorimeter Cboling Fluid 


Vibter 

Witer 

\Ader 

Vide r 

Vide r 

V\bter 

V\6ter 

\Ader 

\Ader 

\Ader 

Arg Temp lied for Fbid Ftopertbs 

K 

307 6 

307.9 

314.7 

308.6 

306.8 

306.1 

309.6 

307.0 

309 4 

307.6 

\AderFbwFbte 

kg/sec 

0.046 

0.074 

0.008 

0.041 

0.052 

0.038 

0.049 

0.033 

0.050 

0046 



0.727 

1.175 

0127 

0.646 

0817 

0.604 

0.774 

0.527 

0791 

0727 


Fb 

446599 

446599 

446599 

446599 

4465® 

446599 

446599 

446599 

440599 

446699 

Inbt V\der Ressure 


66.00 

65.00 

65.00 

65.03 

65.00 

66.00 

65.00 

65.00 

66.00 

6500 

\Abter 1 nbt Temperature 

K 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 

299.82 


K 

67.08 

111.95 

18.42 

66.01 

68.01 

43.62 

91.05 

42.60 

90.28 

67.08 

A/erage \Ader Fhi FbwTemperature 

K 

307.62 

307.87 

314.72 

308.60 

306.76 

306.08 

309.60 

307.00 

309.39 

307.62 

\Aderfhi ftwterrp deta (hd to ouid) 

K 

15.62 

16.10 

29.81 

17.57 

13.89 

12.53 

19.57 

14.37 

19.14 

15.62 













V\bterspecfc hedQu 

J/kg-K 

4181.06 

4181.01 

4180.14 

4180.86 

4181.24 

4181.40 

4180.69 

4181.19 

4180.72 

4181.06 

'Abterthemralconducti/ty k 

WmK 

0.62 

0.62 

0.63 

0.62 

0.62 

0.62 

0.62 

0.62 

0.62 

0.62 

water densly rtio 

kg/m3 

995.45 

995.37 

992 94 

99512 

995 74 

995.96 

991.78 

995.66 

994.85 

99545 

\A6ter Abscbte Vfecosty mu 

kg/hvs 

0.000741 

0.000737 

0.000640 

0.000725 

0.000755 

0.000766 

0.000710 

0.000751 

0.000713 

0.000741 


K 

67.07 

111.94 

18.42 

66.01 

68.00 

43.62 

91.05 

42.59 

90.27 

67.07 

Fbat Transfer To Cbol i ng FI ci d 












Channel FbwTube surface 


smooth 

smodh 

smooth 

smooth 

smooth 

smooth 

smooth 

smooth 

smooth 

smooth 

ShelFtwTube surface 


smooth 

smodh 

smooth 

smooth 

smooth 

smooth 

smooth 

smodh 

smooth 

smooth 

Type of fbw(Ffe<2300 = Larrhar) 


LarTiiar 

Lamhar 

Lamhar 

Lamhar 

Lamhar 

Larrhar 

Lantiar 

Larrhar 

Larrhar 

Lamhar 

Fhi Ftw Area 

nT2 

3.3CE-05 

3.29E-05 

3.94E-05 

3.35E-05 

326E-05 

3.3SE05 

3.23E-05 

3.47E-05 

3.26E05 

3.30E05 

FhiFbwVfebcty 

mfsec 

1.40 

2.26 

0.21 

1.23 

159 

1.13 

1.52 

096 

1.54 

1.40 













Misset Mrrrber 


4.91 

4.91 

4.90 

4.91 

4.91 

4.91 

4.91 

4.91 

4.91 

4.91 

Cbnvecti/e hed Transfer Cbeff h 

Wrrf2-K 

3003.32 

3005.07 

3045.72 

3009.65 

2997.65 

2991 69 

3017.55 

2997.54 

3015.83 

3003.32 

Check on pomrbahnee -convectbn sde 

W 

3000.00 

500000 

1000.00 

3030.00 

3030.00 

2003.00 

400300 

2003.00 

400000 

300000 

Check poverbabnee -waterfbwsde 

W 

30CD.00 

5000. CO 

1 COO. 00 

3000.00 

3000.00 

2003.00 

4003.00 

2003.00 

400000 

300000 

Ftessue Dop in Rim Charrel 












vseosty ratb (mu-buk to mu-we) 


2.65 

4.26 

144 

203 

2.70 

2.04 

3.63 

2.00 

3.60 

265 

annubr passage da ratb dnner/douter 


0.952 

0.952 

0.960 

0.953 

0.952 

0.953 

0.951 

0.954 

0.951 

0.952 

annubr passage adjustment factor 


1.49994 

1.49994 

1.49996 

1.49994 

1.49994 

149994 

1.49994 

1.49995 

1.49994 

149994 

factor for <#Fte expressbn 


75.2 

668 

87.6 

75.6 

74.9 

80.4 

69.6 

80.8 

697 

75.2 

frttbn factcrf smooth channel 


0.039 

0.021 

0.271 

0044 

0.035 

0.054 

0.032 

0.062 

0.032 

0.039 


m 

0.330 

0.330 

0 330 

0.330 

0.330 

0.330 

0.330 

0.330 

0330 

0330 

Cbta pressure n Fhi Channel 

Fb 

12462.7 

17825.7 

1840.6 

10763.6 

14369.6 

11113.0 

12030.1 

9347.2 

122681 

12462.7 


psi 











Cbta Ressure/lnH Ftessure 

0.028 

0.040 

0.004 

0.024 

0.032 

0.025 

0.027 

0.021 

0.027 

0.028 
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APPENDIX G— HEAT PIPE/CALORIMETER ENVIRONMENTAL LOSSES 


Tables 29 and 30 provide a quick assessment of environmental losses from the heat pipe and 
calorimeter unit using environments of pure He and He-32%Ar. 


Table 29. Heat pipe/calorimeter thermal loss spreadsheet for pure He environment. 


For NRPCTWark tern #2 

Envrormental Losses From Heat Ppe and Calorimeter Uri (dick Assessment) 
Estirictes for Condenser Sippcrt, Calorimeter Cover, and E vapors or 
Assures: heiim gas flooded test chamber at low presstre(75ton) 


Calorimeter Length 13.00 in 

Calorimeter Cuter Diameter 1.375 in 

Calorimeter hnertube ID 0.675 in 

Condenser Support Length 45 in 

Condenser SupportOD 05 in 

Condenser Support Wall Thickness 0.03 in 

Condenser Support GasGapWdlh 0.0875 in 

Evaporator Length Linder RFcoils 3 

Evaporator Length Exposed 1 in 

Evaporator Length Total 4 in 

Heat Pipe Diameter 0.625 in 

Distance Between RFCoOandHeatPipe 025 in 

Inner Diameter of RFCoil 1.125 in 


RF Inductive Coil Temperature 
Am bient EnvironmentTemp 
Heat Pipe SupportTemperature 
Condenser Support Surface Area 
Condenser Support Cross Section Area 
Calorimeter Surface Area 
Evaporator Surface Area Under RFCoils 
Evaporator Surface Area Exposed 


03302 

m 

0.034925 

m 

0917145 

m 

0.1143 

m 

09127 

m 

0900762 

m 

0.0022225 

m 

09762 

m 

0.0254 

m 

0.1016 

m 

0.015875 

m 

0.00635 

m 

0.028575 

m 

350 

K 

300 

K 

400 

K 

0.004558055 

m2 

2.85638E-05 

m2 

0.036211218 

m2 

0.00379838 

m2 

0.001266127 

m2 


Test Condition — > 
Variables Units 

Gseries 

F(-4) 

F(-3) 

F(-2) 

F(-1) 

F(1) 

R2) 

F(3) 

F(4) 

F(0) 

Heat Pipe Power Level 

W 

3000 

5000 

1000 


3000 

2000 

4000 

2000 

4000 

3000 

Heat Pipe Temperature 

K 

1273 

1273 

1273 

1373 

1173 

1223 

1223 

1323 

1323 

1273 

Heat Pipe Cal. Surface Temp 

K 

360 

398 

338 

360 

360 

340 

380 

380 

340 

360 

CoolantCutietTemp 

K 

3321 

329.8 

328.0 

3335 

331.0 

315.3 

338.4 

316.7 

339.5 

332.1 

Gas Composition Factor (1=pure He) 


1.00 

1.00 

1.00 

1.00 

1.00 

1.00 

1.00 

1.00 

1.00 

1.00 

Condensers import Losses 












Condenser SupportAvgTemp 

K 

836.5 

836.5 

8365 

8865 

7865 

8115 

811.5 

8615 

861.5 

8365 

Avg Gas Temperature 

K 

598.3 

617.3 

5873 

6233 

5733 

5758 

595.8 

6208 

600.8 

5983 

AvgMo-44Re Thermal Condk 

Whi-K 

553 

55.3 

55.3 

56.6 

54.0 

54.6 

54.6 

55.9 

559 

553 

Avg gas Thermal Cond k 

Wbi-K 

0249 

0255 

0246 

0257 

0.242 

0243 

0249 

0256 

0250 

0249 

Emissiviity Mo-44Re 


0.12 

0.12 

0.12 

0.12 

0.11 

0.11 

0.11 

0.12 

0.12 

0.12 

Solid Conduction Loss 

W 

12.1 

12.1 

12.1 

138 

10.4 

112 

11.2 

129 

12.9 

12.1 

Radiation Loss 

W 

143 

14.0 

14.4 

19.0 

10.5 

12.4 

12.2 

16.4 

16.6 

143 

Gas Conduction Loss 

W 

284.2 

267.5 

293.4 

323.4 

2468 

273.7 

256.6 

294 9 

312.0 

2842 


Calortneter Surface Losses 
Avg Calorimeter SurfaceTemp 

K 

332 

330 

328 

333 

331 

315 

338 

317 

340 

332 

Avg EnvironmentTemp 

K 

316 

315 

314 

317 

315 

308 

319 

308 

320 

316 

Gas Thermal Conductivity (k) 

Wbi-K 

0.16 

0.16 

0.16 

0.16 

0.16 

0.16 

0.16 

0.16 

0.16 

0.16 

Thermal Expansion Coeff( P) 

1/K 

0.00316 

0.00318 

0.00318 

0.00316 

0.00317 

0.00325 

0.00313 

0.00324 

0.00313 

0.00316 

Specifc Heat(cp) 


5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

Kinematic Viscosity ( v) 

m 2/sec 

0.00131 

0.00130 

0.00129 

0.00131 

0.00130 

0.00124 

0.00133 

0.00125 

0.00134 

0.00131 

Density ( P) 

kghi3 

0.015 

0915 

0.016 

0.015 

0.015 

0.016 

0.015 

0.016 

0915 

0.015 

Thermal Diflusivity ( a) 

m 2/sec 

0.0020 

0.0020 

0.0020 

0.0020 

0.0020 

09019 

0.0020 

0.0019 

09021 

0.0020 

Prandti Number 


0.65 

0.65 

0.65 

0.65 

0.65 

0.64 

0.65 

0.64 

0.65 

0.65 

Rayleigh Number 


16.10 

15.19 

14.44 

16.61 

15.65 

8.66 

1839 

935 

1880 

16.10 

NusseltNumber 


123 

122 

121 

123 

122 

1.12 

125 

1.13 

126 

123 

Convective Heat Transfer Coeffh 

Wbi2-K 

5.68 

5.61 

556 

5.71 

5.65 

5.09 

583 

5.15 

586 

5.68 

Natural Convection 

W 

637 

585 

543 

6.68 

6.11 

2.72 

781 

390 

8.09 

6.37 


EvaporatorSuface Losses 
Avg EnvironmentTemp 

K 

811.5 

8115 

8115 

8615 

7615 

7865 

786.5 

8365 

836.5 

8115 

Emissiviity Mo-44Re 


0.16 

0.16 

0.16 

0.17 

0.15 

0.16 

0.16 

0.16 

0.16 

0.16 

Gas Thermal Conductivity (k) 

Whi-K 

0311 

0311 

0311 

0324 

0.297 

0304 

0304 

0318 

0318 

0311 

Thermal Expansion Coeff( P) 

1/K 

0.00123 

0.00123 

0.00123 

0.00116 

0.00131 

0.00127 

0.00127 

0.00120 

0.00120 

0.00123 

Specifc Heat (cp) 


5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

Kinematic Viscosity ( v) 

m2/sec 

0.0066 

0.0066 

0.0066 

0.0073 

0.0060 

0.0063 

0.0063 

0.0070 

00070 

0.0066 

Density ( p) 

kgAn3 

0.0060 

0.0060 

0.0060 

0.0057 

0.0064 

0.0062 

0.0062 

0.0058 

0.0058 

0.0060 

Thermal Diflusivily ( a) 

m2/sec 

0.0100 

09100 

0.0100 

0.0110 

0.0089 

0.0094 

0.0094 

0.0105 

09105 

0910 

Prandti Number 


0.67 

0.67 

0.67 

0.67 

0.67 

0.67 

0.67 

0.67 

0.67 

0.67 

Rayleigh Number 


0.71 

0.71 

0.71 

0.60 

0.85 

0.78 

0.78 

0.66 

0.66 

0.71 

NusseltNumber 


081 

081 

081 

080 

083 

082 

082 

081 

081 

0.81 

Convective Heat Transfer Coeffh 

WAn2-K 

1593 

15.93 

1593 

1633 

1551 

15.72 

15.72 

16.13 

16.13 

1593 


Radiation Loss W 12024 120.24 12024 17191 8156 99.44 99.44 144.28 14428 12024 

Gas Conduction Loss W 233.46 233.46 233.46 27021 19880 21587 215.87 251.58 25158 233.46 

Natoral Convection Loss W 74.46 74.46 74.46 84.60 64.65 69.51 6951 79.49 79.49 74.46 


Total Heat Loss 


W 


745 728 753 


619 


673 803 825 745 
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Table 30. Heat pipe/calorimeter thermal loss spreadsheet for He-32%Ar environment. 

ForNRPCTWork lem #2 

Environmental Losses Ftom Heat Ppe and Calorineter Unt (Cluck Assessmert) 

E st mates forCondenser S import. Cakximeter Cover, and Evaporator 
Assunes:heiun gas flooded test chamber at kxv press ire (7 5 ton) 


Calorimeter Length 
Calorimeter Outer Diameter 
Calorimeter finer tube ID 
Condenser SupportLength 
Condenser SupportOD 
Condenser Support \Afall "Thickness 
Condenser SupportGas Gap \Atdth 
Evaporator Length Linder RFcoils 
Evaporator Lencjh Exposed 
Evaporator Lencfh Total 
Heat Pipe Diameter 

Distance Between RFCoilandHeatPipe 
Inner Diameter ofRF Coil 
RF hductive Coil Temperature 
Ambient EnvironmentTem p 
Heat Pipe SupportTem perature 
Condenser SupportSurfaceArea 
Condenser SupportCross Section Area 
Calorimeter Surface Area 
Evaporator Surface Area Under RFCoils 
Evaporator Surface Area Exposed 


13.00 in 
1375 in 
0.675 in 
45 in 
05 in 
0.03 in 
0.0875 in 

3 

1 in 

4 in 
0.625 in 

025 in 
1.125 in 


03302 m 
0.034925 m 
0.017145 m 
0.1143 m 
0.0127 m 
0.000762 m 
0.0022225 m 
0.0762 m 
0.0254 m 
0.1016 m 
0.01 5875 m 
0.00635 m 
0.028575 m 
350 K 
300 K 
400 K 

0.004558055 m2 
2.85638E-05 m2 
0.036211218 m2 
0.00379838 m2 
0.001266127 m2 


Test Condition — > 
Variables Units 

G series 

F(-4) 

F(-3) 

F(-2) 

F(-1) 

m 

F(2) 

F(3) 

F(4) 

F(0) 

Heat Pipe Power Level 

W 

3000 

5000 

1000 

3000 

3000 

2000 

4000 

2000 

4000 

3000 

HeatPipe Temperature 

K 

1273 

1273 

1273 

1373 

1173 

1223 

1223 

1323 

1323 

1273 

Heat Pipe Cal. Surface Temp 

K 

360 

398 

338 

360 

360 

340 

380 

380 

340 

360 

Coolant CUtet Temp 

K 

332.1 

3298 

328.0 

3335 

331.0 

315.3 

338.4 

316.7 

3395 

332.1 

Gas Composition Factor (1= pure He) 


0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

0.51 

Condenser Sifiport Losses 












Condenser SupportAvgTemp 

K 

836.5 

8365 

836.5 

886.5 

786.5 

811.5 

8115 

861.5 

861.5 

836.5 

Avg Gas Temperature 

K 

598.3 

6173 

5873 

6233 

5733 

575.8 

595.8 

620.8 

600.8 

598.3 

AvgMo-44Re Thermal Condk 

VMtn-K 

55.3 

55.3 

553 

56.6 

54.0 

54.6 

54.6 

55.9 

55.9 

55.3 

Avg gas Thermal Cond k 

\Afrn-K 

0.127 

0.130 

0.126 

0.131 

0.123 

0.124 

0.127 

0.131 

0.128 

0.127 

Emissiviity Mo-44Re 


0.12 

0.12 

0.12 

0.12 

0.11 

0.11 

0.11 

0.12 

0.12 

0.12 

Solid Conduction Loss 

W 

121 

121 

121 

13.8 

10.4 

112 

112 

12.9 

129 

121 

Radiation Loss 

W 

143 

14.0 

14.4 

19.0 

105 

124 

122 

16.4 

16.6 

14.3 

Gas Conduction Loss 

W 

145.0 

136.4 

149.7 

1649 

1259 

139.6 

1309 

150.4 

159.1 

145.0 


Calorimeter Suface Losses 


Avg Calorimeter Surface Temp 

K 

332 

330 

328 

333 

331 

315 

338 

317 

340 

332 

Avg Environment Temp 

K 

316 

315 

314 

317 

315 

308 

319 

308 

320 

316 

Gas Thermal Conductivity (k) 

\Mn-K 

0.08 

0.08 

0.08 

0.08 

0.08 

0.08 

0.08 

0.08 

0.08 

0.08 

Thermal Expansion CoetF( P) 

1/K 

0.00316 

0.00318 

0.00318 

0.00316 

0.00317 

0.00325 

0.00313 

0.00324 

0.00313 

0.00316 

Specific Heat(cp) 


5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

Kinematic Viscosity ( v) 

m 2/sec 

0.00131 

0.00130 

0.00129 

0.00131 

0.00130 

0.00124 

0.00133 

0.00125 

0.00134 

0.00131 

Density ( P) 

kgAn3 

0.015 

0.015 

0.016 

0.015 

0.015 

0916 

0915 

0.016 

0.015 

0.015 

Thermal Difiusivity ( 

m 2/sec 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

0.0010 

Prandtl Number 


127 

127 

127 

127 

127 

126 

1.27 

126 

128 

127 

Rayleigh Number 


31.57 

29.79 

28.31 

32.58 

30.68 

1697 

36.05 

18.34 

3686 

31.57 

Nusselt Number 


1.43 

1.42 

1.40 

1.44 

1.42 

129 

1.46 

131 

1.47 

1.43 

Convective HeatTransfer Coeffh 

V\Hn2-K 

338 

3.34 

330 

3.40 

336 

3.00 

3.48 

3.04 

3.49 

338 

Natural Convection 

W 

3.79 

3.47 

323 

3.98 

3.63 

1.60 

4.65 

1.77 

482 

3.79 


Evaporator Suface Losses 
Avg Environment Temp 

K 

8115 

8115 

8115 

8615 

7615 

786.5 

7865 

8365 

8365 

8115 

Emissiviity Mo- 44Re 


0.16 

0.16 

0.16 

0.17 

0.15 

0.16 

0.16 

0.16 

0.16 

0.16 

Gas Thermal Conductivity (k) 

\Afin-K 

0.158 

0.158 

0.158 

0.165 

0.151 

0.155 

0.155 

0.162 

0.162 

0.158 

Thermal Expansion Coeff( P) 

1/K 

0.00123 

0.00123 

0.00123 

0.00116 

0.00131 

090127 

090127 

0.00120 

090120 

0.00123 

Specific Heat(cp) 


5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

5193 

Kinematic Viscosity ( v) 

m2/sec 

0.0066 

0.0066 

0.0066 

0.0073 

0.0060 

0.0063 

0.0063 

0.0070 

0.0070 

0.0066 

Density! P) 

kgAn3 

0.0060 

0.0060 

0.0060 

09057 

0.0064 

0.0062 

0.0062 

0.0058 

0.0058 

0.0060 

Thermal Difiusivity ( 

m2/sec 

0.0051 

0.0051 

09051 

0.0056 

0.0045 

0.0048 

0.0048 

0.0053 

09053 

0.005 

Prandtl Number 


131 

131 

131 

130 

131 

131 

1.31 

131 

131 

131 

Rayleic^i Number 


1.40 

1.40 

1.40 

1.18 

1.66 

1.52 

1.52 

128 

128 

1.40 

Nusselt Number 


091 

091 

0.91 

089 

093 

0.92 

0.92 

090 

090 

091 

Convective HeatTransfer Coeffh 

V\frn2-K 

9.10 

9.10 

9.10 

931 

888 

8.99 

8.99 

920 

920 

9.10 

Radiation Loss 

W 

120.24 

120.24 

120.24 

171.91 

8156 

99.44 

99.44 

144.28 

14428 

120.24 

Gas Conduction Loss 

W 

119.07 

119.07 

119.07 

137.81 

10139 

110.09 

110.09 

128.31 

12831 

119.07 

Natural Convection Loss 

W 

42.53 

42.53 

42.53 

48.22 

37.01 

39.74 

39.74 

45.36 

4536 

42.53 


Total Heat Loss 


W 


457 448 461 560 370 414 408 


511 457 
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APPENDIX H— THE GENERALIZED FLUID SYSTEM SIMULATION PROGRAM 


GFSSP has gone through extensive V&V since the first version was released in 1 996. The following 
three methods have been used for V&V: (1) Comparison with classical analytical and numerical solution, 
(2) comparison with other code, and (3) comparison with test data. 29 34 GFSSP (version 3) was a joint 
winner of the 2001 NASA Software of the Year Award and has been patented. Concepts NREC Inc. has 
been licensed for GFSSP commercialization. Further infonnation is available online, <http://mi.msfc. 
nasa. go v/ GF S SP/ index . shtml> . 

GFSSP was developed and used during the design of the Simplex turbopump at MSFC. Predictions 
matched well to test data. However, the code was more extensively used during the design of the Fastrac 
turbopump at MSFC in which both steady state and transient calculations were perfonned. The Fastrac 
engine is a 60,000-lbf thrust liquid oxygen and rocket propellant 1 engine developed by MSFC. When the 
Fastrac turbopump was being designed, GFSSP was used to predict the steady-state internal flows and net 
axial thrust. This turbopump has since been tested at MSFC. Data from this testing program have been 
used to validate the transient capabilities of GFSSP. 

Modeling a component test of the Fastrac turbopump provided the opportunity to compare the 
GFSSP-predicted flow field with measured pressures and temperatures. The boundary conditions for this 
transient model were derived from measured pressure and temperature data taken from a Fastrac turbopump 
component test conducted at MSFC. Results from the steady-state GFSSP model are shown in figure 54. 
Additionally, a representative plot comparing results from the GFSSP transient model to test data is shown in 
figure 55. In both the steady state and transient cases, good agreement (within 10%) was observed between 
the model predictions and test data at all model nodes shown. 
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60k100.out 3/99 + Thrust 

Net Predicted Axial Thrust = - 81 0 Ibf 


'Measured and node location actually downstream of turbopump 


M RP 


M RPandHe 
■i 0 2 andHe 



Boundary Pressure (psia) 
Boundary Temperature (°F) 
Measured Pressure (psia) 
Calculated Pressure (psia) 
% Difference 

Measured Flowrate (Ibm/s) 
Calculated Flowrate (Ibm/s) 
% Difference 


Figure 54. Steady-state results from the Fastrac turbopump GFSSP model. 



Time (s) 


Figure 55. Representative transient pressure results from 
the Fastrac turbopump GFSSP model. 
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